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---------------------------------- Next Change ---------------------------------------
4.2.8
EFUST (USIM Service Table)

This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '6F38'
	Structure: transparent
	Mandatory

	SFI: '04'
	

	File size: X bytes, (X ≥ 1)
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM
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	M/O
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	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
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	Services n((8X‑7) to n((8X)
	O
	1 byte
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	Barred Dialling Numbers (BDN)

	
	Service n°7:
	Extension4

	
	Service n°8:
	Outgoing Call Information (OCI and OCT)

	
	Service n°9:
	Incoming Call Information (ICI and ICT)

	
	Service n°10:
	Short Message Storage (SMS)
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	Service n°24:
	Enhanced Multi‑Level Precedence and Pre‑emption Service

	
	Service n°25:
	Automatic Answer for eMLPP

	
	Service n°26:
	RFU

	
	Service n°27:
	GSM Access

	
	Service n°28:
	Data download via SMS-PP

	
	Service n°29:
	Data download via SMS‑CB

	
	Service n°30:
	Call Control by USIM

	
	Service n°31:
	MO-SMS Control by USIM

	
	Service n°32:
	RUN AT COMMAND command

	
	Service n°33:
	shall be set to '1'

	
	Service n°34:
	Enabled Services Table

	
	Service n°35:
	APN Control List (ACL)

	
	Service n°36:
	Depersonalisation Control Keys

	
	Service n°37:
	Co-operative Network List
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	GSM security context 
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	CPBCCH Information

	
	Service n°40:
	Investigation Scan

	
	Service n°41:
	MexE

	
	Service n°42:
	Operator controlled PLMN selector with Access Technology
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	Extension 5

	
	Service n°45:
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	Mailbox Dialling Numbers 
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	Message Waiting Indication Status

	
	Service n°49:
	Call Forwarding Indication Status

	
	Service n°50:
	Reserved and shall be ignored

	
	Service n°51:
	Service Provider Display Information

	
	Service n°52
	Multimedia Messaging Service (MMS)

	
	Service n°53
	Extension 8

	
	Service n°54
	Call control on GPRS by USIM

	
	Service n°55
	MMS User Connectivity Parameters

	
	Service n°56
	Network's indication of alerting in the MS (NIA)

	
	Service n°57
	VGCS Group Identifier List (EFVGCS and EFVGCSS)

	
	Service n°58
	VBS Group Identifier List (EFVBS and EFVBSS)

	
	Service n°59
	Pseudonym

	
	Service n°60
	User Controlled PLMN selector for I-WLAN access

	
	Service n°61
	Operator Controlled PLMN selector for I-WLAN access

	
	Service n°62
	User controlled WSID list

	
	Service n°63
	Operator controlled WSID list

	
	Service n°64
	VGCS security

	
	Service n°65
	VBS security

	
	Service n°66
	WLAN Reauthentication Identity

	
	Service n°67
	Multimedia Messages Storage

	
	Service n°68
	Generic Bootstrapping Architecture (GBA)

	
	Service n°69
	MBMS security

	
	Service n°70
	Data download via USSD and USSD application mode

	
	Service n°71
	Equivalent HPLMN

	
	Service n°72
	Additional TERMINAL PROFILE after UICC activation

	
	Service n°73
	Equivalent HPLMN Presentation Indication

	
	Service n°74
	Last RPLMN Selection Indication

	
	Service n°75
	OMA BCAST Smart Card Profile

	
	Service n°76
	GBA-based Local Key Establishment Mechanism

	
	Service n°77
	Terminal Applications

	
	Service n°78
	Service Provider Name Icon

	
	Service n°79
	PLMN Network Name Icon

	
	Service n°80
	Connectivity Parameters for USIM IP connections

	
	Service n°81
	Home I-WLAN Specific Identifier List

	
	Service n°82
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	Service n°83
	I-WLAN HPLMN Priority Indication

	
	Service n°84
	I-WLAN Last Registered PLMN

	
	Service n°85
	EPS Mobility Management Information

	
	Service n°86
	Allowed CSG Lists and corresponding indications

	
	Service n°87
	Call control on EPS PDN connection by USIM

	
	Service n°88
	HPLMN Direct Access

	
	Service n°89
	eCall Data

	
	Service n°90
	Operator CSG Lists and corresponding indications

	
	Service n°91
	Support for SM-over-IP

	
	Service n°92
	Support of CSG Display Control

	
	Service n°93
	Communication Control for IMS by USIM

	
	Service n°94
	Extended Terminal Applications

	
	Service n°95
	Support of UICC access to IMS

	
	Service n°96
	Non-Access Stratum configuration by USIM

	
	Service n°97
	PWS configuration by USIM

	
	Service n°98
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	Service n°99
	URI support by UICC

	
	Service n°100
	Extended EARFCN support

	
	Service n°101
	ProSe direct discovery parameters

	
	Service n°102
	HPLMN ProSe Function

	
	Service n°103
	ProSe Direct Communication radio parameters

	
	Service n°104
	ProSe Direct Discovery monitoring radio parameters

	
	Service n°105
	ProSe Direct Discovery announcing radio parameters

	
	Service n°106
	ProSe policy parameters

	
	Service n°xxx
	USAT Application Pairing


The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP.

Service n°95 and n°99 shall not be declared "available" if an ISIM application is present on the UICC.

Coding:

1 bit is used to code each service:
bit = 1: service available;
bit = 0: service not available.

-
Service available means that the USIM has the capability to support the service and that the service is available for the user of the USIM unless the service is identified as "disabled" in EFEST.
Service not available means that the service shall not be used by the USIM user, even if the USIM has the capability to support the service.
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---------------------------------- Next Change ---------------------------------------
5.4.X
USAT application pairing procedure
The use of a USIM can be restricted to specific MEs using the USAT Application Pairing procedure and information stored in the USIM as specified in this specification and defined in 3GPP TS 33.187 [xx].

To support the USAT Application Pairing procedure, the ME shall support USAT PROVIDE LOCAL INFORMATION command (IMEI or IMEISV), as specified in 3GPP TS 31.111 [12].
USAT Application Pairing is successful when the IMEI or IMEISV retrieved from the terminal belongs to a range of values the UICC is configured with in EFIWL. 
EFIWL, EFIPS, EFIPD are defined in this document to support this procedure.
If the service n°xxx is "available" in the USIM Service Table, the UICC shall start the UICC proactive session immediately after TERMINAL PROFILE and the first proactive command shall be PROVIDE LOCAL INFORMATION with IMEI or IMEISV. The ME shall respond with TERMINAL RESPONSE with IMEI or IMEISV before performing any AUTHENTICATE command.
The UICC shall respond to any AUTHENTICATE command with error status words SW1 SW2 = '69 85' if:
· IMEI or IMEISV provided by the ME is not in the corresponding white list configured in the USIM (EFIWL)
· ME has not provided any IMEI
If the AUTHENTICATE command had been executed before the pairing procedure has been successfully performed (in the case of pre-Rel-12 MEs), the UICC may need to trigger a network attachment procedure by sending a proactive command REFRESH(3G SESSION RESET).
---------------------------------- End of Change ---------------------------------------
