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7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	*****************part of table not shown for clarity************

	3400
	reserved
	-
	32.299 [5]

	3401
	Reason-Header
	UTF8String
	

	3402
	Instance-Id
	UTF8String
	

	3403
	Route-Header-Received
	UTF8String
	

	3404
	Route-Header-Transmitted
	UTF8String
	

	3405
	SM-Device-Trigger-Information
	Grouped
	

	3406
	MTC-IWF-Address
	Address
	

	3407
	SM-Device-Trigger-Indicator
	Enumerated
	

	3408
	SM-Sequence-Number
	Unsigned32
	

	3409
	SMS-Result
	Unsigned32
	

	3410
	VCS-Information
	Grouped
	

	3411
	Basic-Service-Code
	Grouped
	

	3412
	Bearer-Capability
	OctetString
	

	3413
	Teleservice
	OctetString
	

	3414
	ISUP-Location-Number
	OctetString
	

	3415
	Forwarding-Pending
	Enumerated
	

	3416
	ISUP-Release-Cause
	Unsigned32
	

	3417
	MSC-Address
	OctetString
	

	3418
	Network-Call-Reference-Number
	OctetString
	

	3419
	Start-of-Charging
	Time
	

	3420
	VLR-Number
	OctetString
	

	3421
	CN-Operator-Selection-Entity
	Enumerated
	

	3422
	ISUP-Cause-Diagnostics
	OctetString
	

	3423
	ISUP-Cause-Location
	Unsigned32
	

	3424
	ISUP-Cause-Value
	Unsigned32
	

	3425
	EPDG-Address
	Address
	

	3426
	Announcing-UE-HPLMN-Identifier
	UTF8String
	

	3427
	Announcing-UE-VPLMN-Identifier
	UTF8String
	

	3428
	Coverage-Status
	Enumerated
	

	3429
	Layer-2-Group-ID
	OctetString
	

	3430
	Monitored-PLMN-Identifier
	UTF8String
	

	3431
	Monitoring-UE-HPLMN-Identifier
	UTF8String
	

	3432
	Monitoring-UE-Identifier
	UTF8String
	

	3433
	Monitoring-UE-VPLMN-Identifier
	UTF8String
	

	3434
	ProSe-PC3-Control-Protocol-Cause
	Integer32
	

	3435
	ProSe-PC3-EPC-Control-Protocol-Cause
	Integer32
	

	3436
	Requested-PLMN-Identifier
	UTF8String
	

	3437
	Requestor-PLMN-Identifier
	UTF8String
	

	3438
	Role-Of-ProSe-Function
	Enumerated
	

	3439
	Usage-Information-Report-Sequence-Number
	Integer32
	

	3440
	ProSe-3rd-Party-Application-ID
	UTF8String
	

	3441
	ProSe-Direct-Communication-Transmission-Data-Container
	Grouped
	

	3442
	ProSe-Direct-Discovery-Model
	Enumerated
	

	3443
	ProSe-Event-Type
	Enumerated
	

	3444
	ProSe-Function-IP-Address
	Address
	

	3445
	ProSe-Functionality
	Enumerated
	

	3446
	ProSe-Group-IP-Multicast-Addresses
	Address
	

	3447
	ProSe-Information
	Grouped
	

	3448
	ProSe-Range-Class
	Enumerated
	

	3449
	ProSe-Reason-For-Cancellation
	Enumerated
	

	3450
	ProSe-Request-Timestamp
	Time
	

	3451
	ProSe-Role-Of-UE
	Enumerated
	

	3452
	ProSe-Source-IP-Address
	Address
	

	3453
	ProSe-UE-ID
	OctetString
	

	3454
	Proximity-Alert-Indication
	Enumerated
	

	3455
	Proximity-Alert-Timestamp
	Time
	

	3456
	Proximity-Cancellation-Timestamp
	Time
	

	3457
	ProSe-Function-PLMN-Identifier
	UTF8String
	

	3458
	Application-Specific-Data
	OctetString
	

	3459
	Coverage-Info
	Grouped
	

	3460
	Location-Info
	Grouped
	

	3461
	ProSe-Direct-Communication-Reception-Data-Container
	Grouped
	

	3462
	Radio-Frequency
	OctetString
	

	3463
	Radio-Parameter-Set-Info
	Grouped
	

	3464
	Radio-Parameter-Set-Values
	OctetString
	

	3465
	Radio-Resources-Indicator
	Integer32
	

	3466
	Time-First-Reception
	Time
	

	3467
	Time-First-Transmission
	Time
	

	3468
	Transmitter-Info
	Grouped
	

	Note: The AVP codes from 3469 to 3499 are reserved for TS 32.299.

	*************part of table not shown for clarity*****************

	3900
	reserved
	-
	32.299 [5]

	Note: The AVP codes from 3900 to 3999 are reserved for TS 32.299.


