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	Reason for change:
	In current TS 29.165 subclause 12.14, there is room for clarifying NNI impacts due to CAT service.
1. A SDP "a=content" attribute

According to TS 24.182, a=content" attribute with a "g.3gpp.cat" value is populated into the SDP of the 18x responses generated by CAT-AS in order to indicate the received SDP answer is associated with CAT media. This is a signalling requirements specific to CAT service, and shoud be described as an NNI impact explicitly, like CRS services (subclause 12.15).

2. The interface where the INFO mechanism for DTMF transport supported

According to TS 24.182, the INFO mechanism for DTMF transport is used for CAT copy/stop between a UE and a CAT-AS serving the UE; therefore, the INFO for DTMF transport can only be traversed over the roaming II-NNI under the CAT usage.
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	Added a NNI requirements about "a=content:g.3gpp.cat", and clarified the interface where the INFO mechanism for DTMF transport supported.
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	The needed parameter for CAT service may discarded at the opposite network unexpectedly, which will cause inter-operability problem.
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Start of change
12.14
Customized Alerting Tone (CAT)

Service specific requirements in accordance with 3GPP TS 24.182 [129] shall be supported over the II-NNI.

The P-Early-Media header field in as described in 3GPP TS 24.182 [129] shall be supported at the II-NNI.

The response code 183 (Session Progress) including a P-Early-Media header field shall be supported over the II-NNI.

The response code 199 (Early Dialog Terminated) shall be supported over the II-NNI.

The Supported header field and the Require header field with "early-session" option-tag shall be supported at the II-NNI, if the early session model is supported.

An "application/sdp" MIME body with the Content-Disposition set to "early-session" as specified in IETF RFC 3959 [96] shall be supported at II-NNI, if the early session model is supported.
A SDP "a=content" attribute with a "g.3gpp.cat" value in the 18x responses shall be supported at the II-NNI.
The SIP INFO mechanism for DTMF transport, as defined in 3GPP TS 24.229 [5] may be supported at the roaming II-NNI.

NOTE 1:
For telephone-event based DTMF transport, the DTMF digits are sent as media and not visible in the control plane.
NOTE 2:
Multiple methods for DTMF transport are defined in 3GPP TS 24.182 [129].
SIP based user configuration as described in 3GPP TS 24.238 [100] shall be supported at the roaming II-NNI.
End of change
