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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 22.002: "Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)".

…


[61]
3GPP TS 24.334: "Proximity-services (ProSe) User Equipment (UE) to ProSe function protocol aspects; Stage 3".

[XX]
3GPP TS 36.211: "Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation".
---------------------------- Next Change --------------------------------

5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	Lgth


-
Profile:

Contents:

-
The list of USAT facilities that are supported by the ME.

Coding:

-
1 bit is used to code each facility:

-
bit = 1: facility supported by ME.

-
bit = 0: facility not supported by ME.

NOTE:
several bits may need to be set to 1 for the support of the same facility. This is because of backward compatibility with SAT: several options existed in SAT for a given facility, and they are mandatory in USAT when this facility is supported.

First byte (Download):

[...]

Xth byte: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Proactive UICC: PROVIDE LOCAL INFORMATION (E-UTRAN Timing Advance Information)

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	
	RFU


 [...]

---------------------------- Next Change --------------------------------

6.4.15
PROVIDE LOCAL INFORMATION

This command requests the ME to send current local information to the UICC. At present, this information is restricted to:

-
location information: the mobile country code (MCC), mobile network code (MNC), location area code/tracking area code (LAC/TAC) and cell ID of the current serving cell;

NOTE:
For UTRAN the cell ID returned in terminal response is the last known cell ID which may not be the current serving cell, when the ME is on a dedicated channel.
-
the IMEI or IMEISV of the ME;

-
the Network Measurement Results (and the BCCH channel list if connected to GERAN);

-
the current date, time and time zone;

-
the current ME language setting;

-
the Timing Advance, suitable only for GERAN or for E-UTRAN;

· the current access technology;

· the current network search mode;

· the charge state of the battery (if class "g" is supported);

· the WSID of the current I-WLAN connection; 
· The CSG ID list and corresponding HNB names (if available in the broadcasted information to the ME) of detected CSG or Hybrid cells in the Allowed CSG list or the Operator CSG list (if class "q" is supported);

· The H(e)NB IP address. (if class "v" is supported);

· The list of location information for surrounding macrocells (if class "w" is supported).

[…]

Timing advance is only available if the ME is connected to a GERAN or E-UTRAN. If the Timing Advance is requested, the ME shall return the timing advance value that was received from the BTS or eNodeB during the last active dedicated connection (e.g. for call or SMS). Timing advance is defined for GERAN in TS 44.018 [27] and for E-UTRAN in TS 36.211 [XX]. An ME supporting the Timing Advance feature shall be able to store the last value of timing advance. In addition to the timing advance value, the ME shall return its current status (i.e. ME is in idle mode or not) in order for the application to be aware of potential misinterpretation of the timing advance value. Caution should be taken if using the Timing Advance value for distance measurement as reflections from the external environment (buildings etc.) may affect the accuracy.

[…]

---------------------------- Next Change --------------------------------

6.8
Structure of TERMINAL RESPONSE

Direction: ME to UICC.

The command header is specified in TS 31.101 [13]. Length (A+B+ … +AA) is indicated by P3 of the header.

Command parameters/data.

	Description
	Clause
	M/O/C
	Min
	Length

	Command details
	8.6
	M
	Y
	A

	Device identities
	8.7
	M
	N
	B

	Result
	8.12
	M
	Y
	C

	Duration (only required in response to a POLL INTERVAL proactive command)
	8.8
	C
	N
	D

	Text string (only required in response to a GET INKEY or GET INPUT or SEND USSD proactive command)
	8.15
	C
	N
	E

	Item identifier (only required in response to SELECT ITEM proactive command)
	8.10
	C
	N
	F

	Local information (only required in response to PROVIDE LOCAL INFORMATION proactive command)
	8.19, 8.20, 8.29, 8.39, 8.45, 8.46, 8.62, 8.83, 8.85, 8.86, 8.87, 8.100, 8.129, 8.130, 8.131, 8.xxx
	C
	N
	G

	[…]
	
	
	
	


Specific rules apply for the coding of the TERMINAL RESPONSE, see ETSI TS 102 223 [32] clause 6.8.

Response parameters/data: None.

---------------------------- Next Change --------------------------------

8.xxx
E-UTRAN Primary Timing Advance Information

This information is only available when the ME is in E-UTRAN RRC connected mode.

	Byte(s)
	Description
	Length

	1
	E-UTRAN Timing Advance tag
	1

	2
	Length = '02' 
	1

	3 - 4
	E-UTRAN Primary Timing Advance value
	2


The E-UTRAN Primary Timing Advance value is equal to the total "Timing offset between uplink and downlink radio frames at the UE, expressed in units of Ts" (Basic time unit), as defined in TS 36.211 [XX].
When the ME is not in E-UTRAN RRC connected mode the value of the E-UTRAN Primary Timing Advance shall be set to 'FF FF'.
----------------------------------- Next Change ---------------------------------

9.3
COMPREHENSION-TLV tags in both directions

	Description
	Length of tag
	Tag value, bits 1-7 (Range: '01' - '7E')
	Tag 

(CR and Tag value)
	Reassign (see NOTE)

	SS string tag
	1
	'09'
	'09' or '89'
	yes

	BSSID tag
	
	
	
	

	PLMN ID tag
	1
	'09'
	'09' or '89'
	yes

	E-UTRAN Timing Advance tag
	
	
	
	

	USSD string tag
	1
	'0A'
	'0A' or '8A'
	yes

	HESSID tag
	
	
	
	

	SMS TPDU tag
	1
	'0B'
	'0B' or '8B'
	yes

	Cell Broadcast page tag
	1
	'0C'
	'0C' or '8C'
	yes

	Cause tag
	1
	'1A'
	'1A' or '9A'
	yes

	BCCH channel list tag
	1
	'1D'
	'1D' or '9D'
	yes

	BC Repeat Indicator tag
	1
	'2A'
	'2A' or 'AA'
	yes

	Timing Advance tag
	1
	'2E'
	'2E' or 'AE'
	yes

	PDP context Activation parameters tag
	1
	‘52’
	‘52’ or ‘D2’
	yes

	UTRAN/E-UTRAN Measurement Qualifier tag
	1
	'69'
	'69' or 'E9'
	yes

	I-WLAN Identifier tag
	1
	'4A'
	'4A' or 'CA'
	yes

	SSID tag
	
	
	
	

	(I-)WLAN Access Status tag
	1
	'4B'
	'4B' or 'CB'
	yes

	PLMNwAcT List tag
	1
	'72'
	'72' or 'F2'
	yes

	Routing Area Information tag
	1
	'73'
	'73' or 'F3'
	yes

	Update/Attach Type tag
	1
	'74'
	'74' or 'F4'
	yes

	ProSe Report Data Tag
	
	
	
	

	Rejection Cause Code tag
	1
	'75'
	'75' or 'F5'
	yes

	Geographical Location Parameters tag
	1
	'76'
	'76' or 'F6'
	yes

	IARI tag
	
	
	
	

	GAD shapes tag
	1
	'77'
	'77' or 'F7'
	yes

	IMPU list tag
	
	
	
	

	NMEA sentence tag
	1
	'78'
	'78' or 'F8'
	yes

	IMS Status-Code tag
	
	
	
	

	PLMN List tag
	1
	'79'
	'79' or 'F9'
	yes

	E-UTRAN Inter-frequency Network Measurement Results tag
	
	
	
	

	EPS PDN connection Activation parameters tag
	1
	'7C'
	'7C' or 'FC'
	yes

	Tracking Area Identification tag
	1
	'7D'
	'7D' or 'FD'
	yes

	CSG ID list tag
	1
	'7E'
	'7E' or 'FE'
	yes

	Media type tag
	
	
	
	

	CSG cell selection status tag
	1
	'55'
	'55' or 'D5'
	yes

	IMS call disconnection cause tag
	
	
	
	

	CSG ID tag
	1
	'56'
	'56' or 'D6'
	yes

	HNB name tag
	1
	'57'
	'57' or 'D7'
	yes

	IMS URI tag
	1
	'31'
	'31' or 'B1'
	yes

	NOTE:

Starting from Release 10, tag values are assigned in a context specific manner, i.e. the same tag value can be used for different data objects, provided that the object can be uniquely identified from the context of the proactive command or ENVELOPE command in which it is used. 
The column "Reassign" indicates whether it is expected that a tag can be reassigned in a context specific manner (yes), whether that is not recommended (NR) because of potential future conflicts or if this shall not be done (no).


---------------------------- End of Change ------------------------------

