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The most critical case is seen when the HSS activates Monitoring of events for which the maximum number was already reported for those events. The SCEF when receiving additional reports needs to delete the Monitoring events in the HSS. Cases like these are not seen as severe enough to introduce a reset procedure so this can be handled by normal procedures. 
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* * * first Change * * * *
5.1
Restart of the HLR/HSS

The periodic backup of HLR/HSS data to non-volatile storage is mandatory.
When an HLR/HSS restarts after failure it shall perform the following actions for the subscriber data records that have been affected by the HLR/HSS fault:

-
reload all data from the non-volatile back-up;

-
reset all "MS Purged" flags;

-
mark each subscriber record "SS Check Required" by setting the "Check SS" indicator if the "Forward Check SS Indication" service is implemented;

-
send a "Reset" message to each VLR where one or more of its MSs are registered. This causes each VLR concerned to mark each relevant subscriber record "Location Information Not Confirmed in HLR", and

-
send a "Reset" message to each SGSN where one or more of its MSs are registered. This causes each SGSN to mark each relevant MM context "Location Information Not Confirmed in HLR".

-
send a "Reset" message to each MME where one or more of its UEs are registered. This causes each MME to mark each relevant MM context "Location Information Not Confirmed in HSS".

-
send a "Reset" message to each ProSe Function (see 3GPP TS 23.303 [33]), where one or more of its UEs are registered for ProSe Services. This causes each ProSe Function to mark each relevant UE context "Subscriber Data Not Confirmed by HSS".
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