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****************** start of modification******************
5.5.3.1.1
Calls originated from circuit-switched networks

When the MGCF receives an indication of an incoming call from a circuit-switched network, the MGCF shall:

1)
generate an INVITE request:

-
set the Request-URI to the "tel" format using an E.164 address or to the "sip" format using an E164 address in the user portion and set user=phone;

NOTE 1:
Details how to set the host portion are out of scope of the document. However, when a SIP URI is used the host portion needs to be part of the domain name space owned by the I-CSCF

-
include the "100rel" option tag in the Supported header field (as defined in RFC 3262 [27]);

-
include the "preconditions" option tag in the Supported header field (as defined in RFC 3312 [30] as updated by RFC 4032 [64]) if the MGCF supports the SIP preconditions mechanism;
-
not indicate the requirement for the precondition mechanism by using the Require header field;
-
include an P-Asserted-Identity header, including the display name if available, depending on corresponding information in the circuit-switched network;

-
create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header; and

-
insert a type 2 orig-ioi parameter into the P-Charging-Vector header. The MGCF shall set the type 2 orig-ioi parameter to a value that identifies the sending network in which the MGCF resides and the type 2 term-ioi parameter shall not be included.

When the MGCF receives a 1xx or 2xx response to an initial request for a dialog, the MGCF shall store the value of the received term-ioi parameter received in the P-Charging-Vector header, if present. 

NOTE 2:
Any received term-ioi parameter will be a type 2 term-ioi. The type 2 term-ioi parameter identifies the sending network of the response message. 

******************* end of modification*******************

