
3GPP TSG-CT WG1 Meeting #98
C1-163084
Osaka (Japan), 23-27 May 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.302
	CR
	0549
	rev
	1
	Current version:
	13.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Clarification on the use of the IKEv2 Error PLMN_NOT_ALLOWED

	
	

	Source to WG:
	Orange

	Source to TSG:
	C1

	
	

	Work item code:
	SAES5-non3GPP
	
	Date:
	2016-05-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The current description of the IKEv2 Private Error PLMN_NOT_ALLOWED does not explicitly indicates that this error can be used in case it is the ePDG which performs PLMN filtering.

	
	

	Summary of change:
	Add an item in the Description field to explicit this use case.

	
	

	Consequences if not approved:
	The specification will remain unclear on this particular use case.

	
	

	Clauses affected:
	8.1.2.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

8.1.2.2
Private Notify Message - Error Types

The Private Notify Message, Error Types defined in table 8.1.2.2-1 are error notifications which indicates an error while negotiating an IKEv2 SA for the PDN connection to the APN requested by the UE. Refer to table 8.1.2.2-1 for more details on what each error type means.

Table 8.1.2.2-1: Private Error Types

	Notify Message
	Value
(in decimal)
	Descriptions

	PDN_CONNECTION_REJECTION
	8192
	With an IP address information in Notification Data field: 

The PDN connection corresponding to the IP address information has been rejected.

Without Notification Data field:

The PDN connection corresponding to the requested APN has been rejected. No additional PDN connections to the given APN can be established. 

If the rejected PDN connection is the first PDN connection for the given APN, this APN is not allowed for the UE.

	MAX_CONNECTION_REACHED
	8193
	The PDN connection has been rejected. No additional PDN connections can be established for the UE due to the network policies or capabilities. 

The maximum number of PDN connections per UE allowed to be established simultaneously is 11 due to a limitation in the network mobility procedures.

	NON_3GPP_ACCESS_TO_EPC_NOT_ALLOWED
	9000
	Corresponds to: 
- DIAMETER_ERROR_USER_NO_NON_3GPP_SUBSCRIPTION Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the UE is not allowed to use non-3GPP access to EPC.

	USER_UNKNOWN
	9001
	Corresponds to: 
- DIAMETER_ERROR_USER_UNKNOWN Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the the user identified by the IMSI is unknown.

	NO_APN_SUBSCRIPTION
	9002
	Corresponds to:

- DIAMETER_ERROR_USER_NO_APN_SUBSCRIPTION Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the requested APN is not included in the user's profile, and therefore is not authorized for that user..

	AUTHORIZATION_REJECTED
	9003
	Corresponds to:

- DIAMETER_AUTHORIZATION_REJECTED Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the user is barred from using the non-3GPP access or the subscribed APN.

	NETWORK_FAILURE
	10500
	Corresponds to:

- DIAMETER_ERROR_UNABLE_TO_COMPLY Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the network has determined that the requested procedure cannot be completed successfully due to network failure. 

	RAT_TYPE_NOT_ALLOWED
	11001
	Corresponds to:

- DIAMETER_RAT_TYPE_NOT_ALLOWED Result code IE as specified in 3GPP TS 29.273 [17]; or

- Other scenarios when the access type is restricted to the user.

	PLMN_NOT_ALLOWED
	11011
	Corresponds to:

- DIAMETER_ERROR_ROAMING_NOT_ALLOWED Result code IE as specified in 3GPP TS 29.273 [17];
- The ePDG performs PLMN filtering (based on roaming agreements) and rejects the request from the UE; or
- Other scenarios when the UE requests service in a PLMN where the UE is not allowed to operate.


* * * End of Change * * * 
