Page 1



3GPP TSG-CT WG1 Meeting #99
C1-163722
Tenerife (Spain), 25-29 July 2016                                                            (was C1-163318)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.383
	CR
	0013
	rev
	1
	Current version:
	13.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction for configuration parameters in MCPTT user profile management object (MO)

	
	

	Source to WG:
	LG Electronics, Samsung

	Source to TSG:
	C1

	
	

	Work item code:
	MCPTT-CT
	
	Date:
	2016-07-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	There are some missing configuration parameters for on-network operation from Annex B.3 of TS 23.179 in the MCPTT MO.
Also, the MCPTT user profile MO does not have a UserProfileIndex element that corresponds to the “user-profile-index” element in TS 24.384 and which is needed to be included in order that this value can be included in the DefaultUserProfile/UserProfileIndex element of the MCPTT UE initial configuration MO for correlation purposes.

So, these missing nodes and leaves to enable MCPTT user profile configuration are proposed to be added to the MCPTT user profile MO.



	
	

	Summary of change:
	· Add "MCPTTUserProfileIndex" and "MCPTTUserProfileName" to the MCPTT user profile MO. 
· Define the missing configuation parameters for on-network operation from Annex B.3 of TS 23.179 in the MCPTT user profile MO.
· Editorial corrections are made in sublcause 5.2.53 and 5.2.57


	
	

	Consequences if not approved:
	It will not be possible for an MCPTT UE to use a default user profile and misalignment between the stage 2 and stage 3 specification.

	
	

	Clauses affected:
	5.1, 5.2.7A (new), 5.2.7B (new), 5.2.48A (new), 5.2.48B1 (new), 5.2.48B2 (new), 5.2.48B3 (new), 5.2.48C1 (new), 5.2.48C2 (new), 5.2.48C3 (new), 5.2.48D (new), 5.2.48E (new), 5.2.48F (new), 5.2.48G (new), 5.2.48H (new), 5.2.48I (new), 5.2.53, 5.2.57

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

5.1
General

The MCPTT user profile configuration Management Object (MO) is used to configure the MCPTT Client behaviour for the on-network or off-network MCPTT Service. The MCPTT UE configuration parameters may be stored in the ME, or in the USIM as specified in 3GPP TS 31.102 [10], or in both the ME and the USIM. If both the ME and the USIM contain the same parameters, the values stored in the USIM shall take precedence.

The Management Object Identifier is: urn:oma:mo:ext-3gpp-MCPTT-user-profile:1.0.

Protocol compatibility: This MO is compatible with OMA OMA DM 1.2 [3].

The OMA DM ACL property mechanism (see OMA OMA-ERELD-DM-V1_2 [2]) may be used to grant or deny access rights to OMA DM servers in order to modify nodes and leaf objects of the MCPTT user profile MO.

The following nodes and leaf objects are possible under the MCPTT user profile node as described in figure 5.1.1 and figure 5.1.2:
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Figure 5.1.1: The MCPTT user profile MO (1 of 2)
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Figure 5.1.2: The MCPTT user profile MO (2 of 2)
* * * Next Change * * * *

5.2.7A
/<x>/<x>/Common/MCPTTUserProfileIndex
Table 5.2.7A.1: /<x>/<x>/Common/MCPTTUserProfileIndex
	<x>/Common/MCPTTUserProfileIndex

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get, Replace
	

	
	This leaf node indicates an index for the particular MCPTT user profile.


-
Values: 0-255
* * * Next Change * * * *

5.2.7B
/<x>/<x>/Common/MCPTTUserProfileName
Table 5.2.7B.1: /<x>/<x>/Common/MCPTTUserProfileName
	<x>/Common/MCPTTUserProfileName

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates a profile name for the particular MCPTT user profile.


* * * Next Change * * * *

5.2.48A
/<x>/<x>/OnNetwork
Table 5.2.48A.1: /<x>/<x>/OnNetwork
	<x>/OnNetwork

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get, Replace
	

	
	This interior node represents a container for on-network operation.


* * * Next Change * * * *

5.2.48B1
/<x>/<x>/OnNetwork/MCPTTGroupList
Table 5.2.48B1.1: /<x>/<x>/OnNetwork/MCPTTGroupList
	<x>/OnNetwork/MCPTTGroupList

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, Replace
	

	
	This interior node is a placeholder for the list of on-network MCPTT groups.


* * * Next Change * * * *

5.2.48B2
/<x>/<x>/OnNetwork/MCPTTGroupList/<x>
Table 5.2.48B2.1: /<x>/<x>/OnNetwork/MCPTTGroupList/<x>
	<x>/OnNetwork/MCPTTGroupList/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more list of on-network MCPTT groups for use by an MCPTT user.


* * * Next Change * * * *

5.2.48B3
/<x>/<x>/OnNetwork/MCPTTGroupList/<x>/MCPTTGroupID
Table 5.2.48B3.1: /<x>/<x>/OnNetwork/MCPTTGroupList/<x>/MCPTTGroupID
	<x>/OnNetwork/MCPTTGroupList/<x>/MCPTTGroupID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the MCPTT group ID for the on-network MCPTT group.


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
* * * Next Change * * * *

5.2.48C1
/<x>/<x>/OnNetwork/ImplicitAffiliations
Table 5.2.48C1.1: /<x>/<x>/OnNetwork/ImplicitAffiliations
	<x>/OnNetwork/ImplicitAffiliations

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This interior node is a placeholder for the implicit affiliation configuration.


* * * Next Change * * * *

5.2.48C2
/<x>/<x>/OnNetwork/ImplicitAffiliations/<x>
Table 5.2.48C2.1: /<x>/<x>/OnNetwork/ImplicitAffiliations/<x>
	<x>/OnNetwork/ImplicitAffiliations/<x>

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get, Replace
	

	
	This interior node is a placeholder for one or more implicit affiliation configuration.


* * * Next Change * * * *

5.2.48C3
/<x>/<x>/OnNetwork/ImplicitAffiliations/<x>/MCPTTGroupID
Table 5.2.48C3.1: /<x>/<x>/OnNetwork/ImplicitAffiliations/<x>/MCPTTGroupID
	<x>/OnNetwork/ImplicitAffiliations/<x>/MCPTTGroupID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the MCPTT group ID to which the MCPTT user requests to be implicitly affiliated.


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
* * * Next Change * * * *

5.2.48D
/<x>/<x>/OnNetwork/AllowedRegroup
Table 5.2.48D.1: /<x>/<x>/OnNetwork/AllowedRegroup
	<x>/OnNetwork/AllowedTransmission

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates whether the MCPTT user is authorised to perform dynamic regrouping operations.


When set to "true" the MCPTT user is authorised to perform dynamic regrouping operations.

When set to "false" the MCPTT user is not authorised to perform dynamic regrouping operations.
* * * Next Change * * * *

5.2.48E
/<x>/<x>/OnNetwork/PresenceStatus
Table 5.2.48E.1: /<x>/<x>/OnNetwork/AllowedStatus
	<x>/OnNetwork/AllowedStatus

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates the presence on the network of a particular MCPTT user is available.


When set to "true" the presence on the network of a particular MCPTT user is available.

When set to "false" the presence on the network of a particular MCPTT user is not available.
* * * Next Change * * * *

5.2.48F
/<x>/<x>/OnNetwork/AllowedPresence
Table 5.2.48F.1: /<x>/<x>/OnNetwork/AllowedPresence
	<x>/OnNetwork/AllowedPresence

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates whether the MCPTT user is authorised to obtain whether a particular MCPTT User is present on the network.


When set to "true" the MCPTT user is authorised to obtain whether a particular MCPTT User is present on the network.

When set to "false" the MCPTT user is not authorised to obtain whether a particular MCPTT User is present on the network.
* * * Next Change * * * *

5.2.48G
/<x>/<x>/OnNetwork/AllowedParticipation
Table 5.2.48G.1: /<x>/<x>/OnNetwork/AllowedParticipation
	<x>/OnNetwork/EnabledParticipation

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates whether the MCPTT user is allowed to participate in private calls.


When set to "true" the MCPTT user is allowed to participate in private calls.

When set to "false" the MCPTT user is not allowed to participate in private calls.
* * * Next Change * * * *

5.2.48H
/<x>/<x>/OnNetwork/AllowedTransmission

Table 5.2.48H.1: /<x>/<x>/OnNetwork/AllowedTransmission

	<x>/OnNetwork/AllowedTransmission

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates whether the MCPTT user is authorised to override transmission in a private call.


When set to "true" the MCPTT user is authorised to override transmission in a private call.

When set to "false" the MCPTT user is not authorised to override transmission in a private call.
* * * Next Change * * * *

5.2.48I
/<x>/<x>/OnNetwork/AllowedManualSwitch
Table 5.2.48I.1: /<x>/<x>/OnNetwork/AllowedManualSwitch
	<x>/OnNetwork/AllowedManualSwitch

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates whether the MCPTT user is authorised to manually switch to off-network operation while in on-network operation.


When set to "true" the MCPTT user is authorised to manually switch to off-network operation while in on-network operation.

When set to "false" the MCPTT user is not authorised to manually switch to off-network operation while in on-network operation.
* * * Next Change * * * *

5.2.53
/<x>/<x>/OffNetwork/MCPTTGroupInfo/<x>/MCPTTGroupID
Table 5.2.53.1: /<x>/<x>/OffNetwork/MCPTTGroupInfo/<x>/MCPTTGroupID
	<x>/OffNetwork/MCPTTGroupInfo/<x>/MCPTTGroupID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the MCPTT group ID for the off-network MCPTT group.


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
* * * Next Change * * * *

5.2.57
/<x>/<x>/OffNetwork/ImminentPerilCallChange
Table 5.2.57.1: /<x>/<x>/OffNetwork/ImminentPerilCallChange
	<x>/OffNetwork/ImminentPerilCallChange

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	This leaf node indicates the authorization for a participant to change an off-network group call in-progress to an off-network MCPTT imminent peril group call.


When set to "true" the MCPTT user is authorised to change an MCPTT imminent peril group call.

When set to "false" the MCPTT user is not authorised to change an MCPTT imminent peril group call.

* * * End of Changes * * * *
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