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14.2.2.3
Updating an announcement

When the participating MCPTT function wants to update a previously sent announcement, the participating MCPTT function sends an MBMS bearer announcement in an SIP MESSAGE request as specified in subclause 14.2.2.2 where the participating MCPTT function in the <announcement> element to be updated:

1)
shall include the same TMGI value as in the MBMS bearer announcement to be updated in the <TMGI> element;

NOTE 1:
TMGI value is used to identify the <announcement> when updating or cancelling the <announcement> element and can't be changed.

2)
shall include the same or an updated value of the QCI in the <QCI> element;

3)
if a frequency was included in the previously sent announcement, shall include the same value in the <frequency> element;

NOTE 2:
In the current release if the <frequency> element is included, the frequency in the <frequency> element is the same as the frequency used for unicast.

4)
shall include the same list of MBMS service area IDs or an updated list of MBMS service area IDs in the <mbms-service-areas> element;

5)
shall include the <GPMS> element with the same value as in the initial <announcement> element; and

6)
shall include the same application/sdp MIME body as included in the initial MBMS announcement.

14.2.2.4
Cancelling an MBMS bearer announcement

When the participating MCPTT function wants to cancel an MBMS bearer announcement associated with an <announcement> element, the participating MCPTT function sends an MBMS bearer announcement as specified in subclause 14.2.2.2 where the participating MCPTT function in the <announcement> element to be cancelled:

1)
shall include the same TMGI value as in the <announcement> element to be cancelled in the <TMGI> element;


2)
shall not include an <mbms-service-areas> element;

3)
if the application/vnd.3gpp.mcptt-mbms-usage-info+xml MIME body only contains <announcement> elements that are to be cancelled, shall not include an <GPMS> element; and

4)
if the application/vnd.3gpp.mcptt-mbms-usage-info+xml MIME body only contains <announcement> elements that are to be cancelled, shall not include an application/sdp MIME body.

***** Next change *****
14.3.2
Receiving an MBMS bearer announcement

When the MCPTT client receives a SIP MESSAGE request containing:

1)
a P-Asserted-Service header field containing the "urn:urn-7:3gpp-service.ims.icsi.mcptt"; and

2)
an application/vnd.3gpp.mcptt-mbms-usage-info+xml MIME body containing an <mbms-usage-info> element;

then the MCPTT client for each <announcement> element in the application/vnd.3gpp.mcptt-mbms-usage-info+xml MIME body:
1)
if the <mbms-service-areas> element is present and contains at least one MBMS service area ID:

a)
if an <announcement> element with the same value of the <TMGI> element is already stored:

i)
shall replace the old <announcement> element with the <announcement> element received in the application/vnd.3gpp.mcptt-mbms-usage-info+xml MIME body;

b)
if there is no <announcement> element with the same value of the <TMGI> element stored:

i)
shall store the received <announcement> element;

c)
shall associate the received announcement with the received application/sdp MIME body;

d)
shall associate the received announcement with the received <GPMS> element;

e)
shall store the MBMS public service identity of the participating MCPTT function received in the P-Asserted-Identity header field and associate the MBMS public service identity with the new <announcement> element;

f)
shall listen to the general purpose MBMS subchannel defined in the "m=application" media line in the application/sdp MIME body in the received SIP MESSAGE request when entering an MBMS service area where the announced MBMS bearer is available; and

g)
shall check the condition for sending a listening status report as specified in the subclause 14.3.3; and

2)
if no <mbms-service-areas> element is present:

a)
shall discard a previously stored <announcement> element identified by the value of the <TMGI>;

b)
shall remove the association with the stored application/sdp MIME body and stop listening to the general purpose MBMS subchannel;

c)
 if no more <announcement> elements associated with the stored application/sdp MIME body are stored in the MCPTT client, shall remove the stored application/sdp MIME body; and

d)
check the condition for sending a listening status report as specified in the subclause 14.3.3.

***** Next change *****
F.2.2
XML schema

<?xml version="1.0" encoding="UTF-8"?>

<xs:schema attributeFormDefault="unqualified" elementFormDefault="qualified" 

xmlns:xs="http://www.w3.org/2001/XMLSchema" 

targetNamespace="urn:3gpp:ns:mcpttMbmsUsage:1.0"

xmlns:mcpttmbms="urn:3gpp:ns:mcpttMbmsUsage:1.0">


<!-- the root element -->


<xs:element name="mcptt-mbms-usage-info" type="mcpttmbms:mcptt-mbms-usage-info-Type" id="mbms"/>


<xs:complexType name="mcptt-mbms-usage-info-Type">



<xs:sequence>




<xs:element name="mbms-listening-status" type="mcpttmbms:mbms-listening-statusType" 



minOccurs="0"/>




<xs:element name="announcement" type="mcpttmbms:announcementTypeParams" minOccurs="0"/>




<xs:element name="GPMS" type="xs:positiveInteger" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



<xs:element name="anyExt" type="mcpttmbms:anyExtType" minOccurs="0"/>


</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="mbms-listening-statusType">



<xs:sequence>




<xs:element name="mbms-listening-status" type="xs:string"/>




<xs:element name="session-id" type="xs:anyURI" minOccurs="0"/>




<xs:element name="general-purpose" type="xs:boolean" minOccurs="0"/>




<xs:element name="version" type="xs:integer"/>




<xs:element name="TMGI" type="xs:hexBinary" maxOccurs="unbounded"/>



<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>




<xs:element name="anyExt" type="mcpttmbms:anyExtType" minOccurs="0"/>


</xs:sequence>


<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="announcementTypeParams">



<xs:sequence>




<xs:element name="TMGI" type="xs:hexBinary" minOccurs="1"/>




<xs:element name="QCI" type="xs:integer" minOccurs="0"/>




<xs:element name="frequency" type="xs:unsignedLong" minOccurs="0"/>




<xs:element name="mbms-service-areas" type="xs:hexBinary" minOccurs="0"/>




<xs:any namespace="##other" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



<xs:element name="anyExt" type="mcpttmbms:anyExtType" minOccurs="0"/>


</xs:sequence>



<xs:anyAttribute namespace="##any" processContents="lax"/>


</xs:complexType>


<xs:complexType name="anyExtType">



<xs:sequence>




<xs:any namespace="##any" processContents="lax" minOccurs="0" maxOccurs="unbounded"/>



</xs:sequence>


</xs:complexType>

</xs:schema>
F.2.3
Semantic

This subclause describes the elements of the MBMS usage information XML Schema.

<mbms-listening-status>:
The <mbms-listening-status> element is used to indicate the MCPTT listening status. 
-
The value "listening" indicates that the MCPTT client now is receiving RTP media packets and floor control messages over the MBMS subchannel in the session identified by the <session-id> element or if the <general-purpose> element is set to "true", that the MCPTT client is now listening to the general purpose MBMS subchannel.

-
The value "not-listening" indicates that the MCPTT client has stopped listening to the MBMS subchannel in the session identified by the <session-id> element or, if the <general-purpose> element is set to "false", that the MCPTT client no longer listens to the general purpose MBMS subchannel.

Table F.2.3-1 shows the ABNF of the <mbms-listening-status> element.

Table F.2.3-1: ABNF syntax of values of the <mbms-listening-status> element

mbms-listening-status = listening-value / not-listening-value

listening-value = %x6c.69.73.74.65.6e.69.6e.67 ; "listening" 

not-listening-value = %x6e.6f.74.2d.6c.69.73.74.65.6e.69.6e.67 ; "not-listening"

<session-id>:
contains the value of the URI received in the Contact header field received from the controlling MCPTT function when on on-demand session was established, or from the participating MCPTT function in the Connect message when the session was established over a pre-established session.

<TMGI>:
Contains the TMGI. The <TMGI> element is coded as described in 3GPP TS 24.008 [43] subclause 10.5.6.13 excluding the Temporary Mobile Group Identity IEI and Length of Temporary Mobile Group Identity contents (octet 1 and octet 2 in 3GPP TS 24.008 [43] subclause 10.5.6.13).

<QCI>:
QCI information used by the ProSe UE-Network Relay to determine the ProSe Per-Packet Priority value to be applied for the multicast packets relayed to Remote UE over PC5. QCI values are defined in 3GPP TS 23.203 [41].
<mbms-service-areas>:
A list of MBMS service area IDs for the applicable MBMS broadcast area as specified in 3GPP TS 23.003 [40] for Service Area Identifier (SAI), and with the encoding as specified in 3GPP TS 29.061 [xx] for the MBMS-Service-Area AVP.

<Frequency>:
Identification of frequency in case of multi carrier support. The <Frequency> element is coded as specified in 3GPP TS 29.468 [42].

NOTE:
In the current release the frequency in the <frequency> element is the same as the frequency used for unicast.
<SDP-ref>:
A URL with a cid url as specified in IETF RFC 5368 [38] referring to a SDP MIME body in the SIP MESSAGE request.

<general-purpose>
An integer referring to which media line in the SDP where the general purpose MBMS subchannel is declared.

<GPMS>
A positive integer that gives the number of the media line containing the general purpose MBMS subchannel in the application/sdp MIME body attached to the SIP MESSAGE request containing the MBMS announcements.

<version>
this element indicates the version of the application/vnd.3gpp.mbms-usage-info MIME body. In this version the <version element> indicates "1".

The recipient of the XML ignores any unknown element and any unknown attribute.

***** End of changes *****
