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***** Next change *****
14.3.3.1
Conditions for sending an MBMS listening status report

If one of the following conditions is fulfilled:

1)
if the MCPTT client:

a)
receives a Map Group To Bearer message over the general purpose MBMS channel;

b)
participates in a group session identified by the Map Group To Bearer message; and

c)
the status "listening" is not already reported; or

2)
if the MCPTT client:

a)
receives an announcement as described in subclause 14.3.2;

b)
enters an MBMS service area where a general purpose MBMS is available; and

c)
experiences good MBMS bearer radio condition;

then the MCPTT client shall report that the MCPTT client is listening to the MBMS bearer as specified in subclause 14.3.3.2.

If one of the following conditions is fulfilled:

1)
if the MCPTT client:

a)
receives an MBMS bearer announcement as described in the subclause 14.3.2;

b)
the MBMS bearer announcement contains a cancellation of an <announcement> element identified by the same TGMI value as received in a Map Group To Bearer message in an ongoing conversation; and

c)
the status "not-listening" is not already reported;

2)
if the MCPTT client:

a)
receives an MBMS bearer announcement as described in the subclause 14.3.2;

b)
the MBMS bearer announcement contains a cancellation of an <announcement> element;

c)
does not participate in an ongoing conversation;

d)
the MCPTT client has reported the "listening" status due to the availability of the general purpose MBMS subchannel in the <announcement> element; and

e)
the status "not-listening" is not already reported; or

3.
if the MCPTT client:

a)
suffers from bad MBMS bearer radio condition,
then the MCPTT client shall report that the MCPTT client is not listening to the MBMS subchannels as specified in subclause 14.3.3.2.

***** End of changes *****
