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	Reason for change:
	We have observed that the specification leads to misinterpretation to some UE designers with regards to use of tracking area updating (TAU) as a paging response.

The sub-clause 5.1.3.2.4.6 EMM-REGISTERED.UPDATE-NEEDED states quote:
No EMM procedure except tracking area updating or combined tracking area updating or service request as a response to paging shall be initiated by the UE in this substate.

The above text can be interpreted as the UE can initiate either TAU or service request procedure as paging response when in the EMM- REGISTERED.UPDATE-NEEDED state. This raises the following points; how does the UE decide to use TAU or service request procedure as a paging response in this sub-state? If TAU procedure is used as a paging response in this sub-state, then this procedure should include the "active" flag.

The fact is that though the TAU procedure can be used as a paging response this is only allowed for the case the UE is in EMM-REGISTERED.ATTEMPTING-TO-UPDATE state.

However, there is no trigger in the TAU procedure as a paging response specified for EMM-REGISTERED.UPDATE-NEEDED state. In addition to this, Annex D does not cover the case of triggering TAU procedure as a paging response in EMM-REGISTERED.UPDATE-NEEDED state.

In short, we believe that the problem (misinterpretation) comes due to the wording of the current sub-clause 5.1.3.2.4.6 is not good which needs correction to clear out any misinterpretation.

Finally, there is a sort misalignment between the sub-clauses 5.1.3.2.4.6 and 5.2.3.2.5 which can further lead to confusion as in 5.2.3.2.5 the service request is not mentioned as the procedure to be performed as a response to paging in this substate, and the case of combined tracking area updating procedure is not mentioned.

	
	

	Summary of change:
	The description of the EMM-REGISTERED.UPDATE-NEEDED state is clarified so that it is clear that only service request procedure can be used as a paging response in this sub-state.

	
	

	Consequences if not approved:
	The specification creates problem to designers which leads to misinterpretation of the specification requirements. This can result in wrong implementations in the market in the UE.
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***** Next change *****
[bookmark: _Toc463007887]5.1.3.2.4.6	EMM-REGISTERED.UPDATE-NEEDED
The UE has to perform a tracking area updating or combined tracking area updating procedure, but access to the current cell is barred. This state can be entered if the access class is blocked due to access class control, or if the network rejects the NAS signalling connection establishment. 
No EMM procedure except:
-	 tracking area updating; or
-	 combined tracking area updating; or
-	 service request as a response to paging
 shall be initiated by the UE in this substate.
[bookmark: _Toc463007922]***** Next change *****
5.2.3.2.5	UPDATE-NEEDED
The UE:
-	shall not send any user data;
-	shall not send signalling information, unless a service request as a response to paging or due to a tracking area updating or combined tracking area updating procedure upon request by the upper layers to establish a PDN connection for emergency bearer services;
-	shall perform cell selection/reselection according to 3GPP TS 36.304 [21]; and
-	shall enter the appropriate new substate depending on the EPS update status as soon as the access is allowed in the selected cell for one of the access classes of the UE.
-	if configured for eCall only mode as specified in 3GPP TS 31.102 [17], shall perform the eCall inactivity procedure at expiry of timer T34xx or T34yy (see subclause 5.5.3.4).

