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*** 1st Change ***

5.6.3
Spending-Limit-Answer (SLA) command

The SLA command, indicated by the Command-Code field set to 8388635 and the 'R' bit cleared in the Command Flags field, is sent by the OCS to the PCRF as part of the Initial or Intermediate Spending Limit Report Request procedure.

Message Format:

<SL-Answer> ::=  < Diameter Header: 8388635, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Auth-Application-Id }

                 { Origin-Host }

                 { Origin-Realm }

                 [ Result-Code ]

                 [ Experimental-Result ]
                 [ OC-Supported-Features ]

                 [ OC-OLR ]

                *[ Policy-Counter-Status-Report ]
                 [ Error-Message ]

                 [ Error-Reporting-Host ]

                 [ Failed-AVP ]
                 [ Origin-State-Id ]
                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]
                *[ Proxy-Info ]
                *[ Load ]
                *[ AVP ]
*** 2nd Change ***

5.6.5
Spending-Status-Notification-Answer (SNA) command

The SNA command, indicated by the Command-Code field set to 8388636 and the 'R' bit cleared in the Command Flags field, is sent by the PCRF to the OCS as part of the Spending Limit Report procedure.

Message Format:

<SN-Answer> ::=  < Diameter Header: 8388636, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Origin-Host }

                 { Origin-Realm }

                 [ Result-Code ]

                 [ Experimental-Result ]
                 [ Origin-State-Id ]
                 [ OC-Supported-Features ]

                 [ OC-OLR ]

                 [ Error-Message ]

                 [ Error-Reporting-Host ]
                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]

                 [ Failed-AVP ]
                *[ Proxy-Info ]

                *[ AVP ]
*** 3rd Change ***

5.6.7
Session-Termination-Answer (STA) command

The STA command, indicated by the Command-Code field set to 275 and the 'R' bit cleared in the Command Flags field, is sent by the OCS to the PCRF as part of the Final Spending Limit Report Request procedure.

Message Format:

<ST-Answer>  ::= < Diameter Header: 275, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Origin-Host }

                 { Origin-Realm }

                 [ Result-Code ]

                 [ Error-Message ]

                 [ Error-Reporting-Host ]
                 [ Failed-AVP ]
                 [ Origin-State-Id ]
                 [ OC-Supported-Features ]

                 [ OC-OLR ]

                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]

                *[ Proxy-Info ]
                *[ Load ]
                *[ AVP ]
*** End of Changes ***

