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	Other comments:
	The mcptt-init-UE-profile.xsd, mcptt-UE-profile.xsd, ue-config.xsd and ue-init-config.xsd files need to be removed and replaced with the XSD files attached here.


***** First change *****
6.3.8.2
Client procedures

6.3.8.2.1
General client procedures

In order to fetch an element of a configuration management document, a GC shall send an HTTP GET request with the Request URI that references the element of the document to be fetched to the network according to procedures specified in IETF RFC 4825 [14] "Fetch an Element".
***** Next change *****
6.3.9.3
Configuration management server procedures

A CMS shall support handling an HTTP PUT request from a CMC according to procedures specified in IETF RFC 4825 [14] "PUT Handling" where the Request-URI of the HTTP PUT request identifies an attribute of XML document with the "auid" per  the appropriate application usage in clause 7.

***** Next change *****
6.3.11.3
Configuration management server procedures

A CMS shall support handling an HTTP GET request from a CMC according to procedures specified in IETF RFC 4825 [14] "GET Handling" where the Request-URI of the HTTP GET request identifies an attribute of XML document with the "auid" per  the appropriate application usagein clause 7.

***** Next change *****
7.4.2.7
Data Semantics

The <Name> element is of type "token", and corresponds to the "Name" element of subclause 5.2.3 in 3GPP TS 24.383 [4].

The <alias-entry> element of the <UserAlias> element is of type "token" and indicates an alphanumeric alias of the MCPTT user, and corresponds to the leaf nodes of the "UserAlias" element of subclause 5.2.8 in 3GPP TS 24.383 [4].

The <uri-entry> element is of type "anyURI" and when it appears within:

-
the <MCPTTUserID> element contains the MCPTT user identity (MCPTT ID) of the MCPTT user, and corresponds to the "MCPTTUserID" element of subclause 5.2.7 in 3GPP TS 24.383 [4];
-
the <entry> element of the <MCPTTGroupInitiation> element of the <EmergencyCall> element of the <MCPTT-group-call> element, indicates the MCPTT group used on initiation of an MCPTT emergency group call and corresponds to the "GroupID" element of the "MCPTTGroupInitiation" element of subclause 5.2.34B in 3GPP TS 24.383 [4];

-
the <entry> element of the <MCPTTPrivateRecipient> of the <EmergencyCall> element of the <PrivateCall> element indicates the recipient MCPTT user for an MCPTT emergency private call and corresponds to the "ID" element of subclause 5.2.29B in 3GPP TS 24.383 [4];

-
the <entry> element of the <MCPTTGroupInitiation> element of the <ImminentPerilCall> element of the <MCPTT-group-call> element, indicates the MCPTT group used on initiation of an MCPTT imminent peril group call and corresponds to the "GroupID" element of subclause 5.2.39B in 3GPP TS 24.383 [4];

-
the <entry> element of the <EmergencyAlert> element of the <MCPTT-group-call> element, indicates the MCPTT group recipient for an MCPTT emergency Alert and corresponds to the "ID" element of subclause 5.2.43B in 3GPP TS 24.383 [4];
-
the <entry> element of the <EmergencyAlert> element of the <PrivateEmergencyAlert> element indicates the MCPTT user recipient for an on-network MCPTT emergency private alert and corresponds to the "ID" element of subclause 5.2.48J4 in 3GPP TS 24.383 [4];
-
the <PrivateCallURI> of the <PrivateCall> list element indicates an MCPTT ID of an MCPTT user that the MCPTT user is authorised to initiate a private call to and corresponds to the "MCPTTID" element of subclause 5.2.17 in 3GPP TS 24.383 [4];

-
the <entry> element of the <ImplicitAffiliations> list element indicates an MCPTT group ID of an MCPTT group that the MCPTT user is implicitly affiliated with and corresponds to the "MCPTTGroupID" element of subclause 5.2.48C4 in 3GPP TS 24.383 [4]; and

-
the <entry> element of the <MCPTTGroupInfo> list element of the <OnNetwork> element indicates an MCPTT group ID of an MCPTT group that the MCPTT user is authorised to affiliate with during on-network operation and corresponds to the "MCPTTGroupID" element of subclause 5.2.48B4 in 3GPP TS 24.383 [4].

The <DiscoveryGroupID> element is of type "hexBinary" and is used as the Discovery Group ID in the ProSe discovery procedures as specified in 3GPP TS 23.303 [18] and 3GPP TS 23.334 [19]. When it appears within:

-
the <MCPTTPrivateRecipient> element of the <EmergencyCall> element it identifies the Discovery Group ID that the MCPTT UE uses to initiate an off-network MCPTT emergency private call and corresponds to the "DiscoveryGroupID" element of subclause 5.2.29C in 3GPP TS 24.383 [4]; and

· the <PrivateCallProSeUser> element of the <PrivateCallList> element it identifies the Discovery Group ID that the MCPTT UE uses to initiate a private call during off-network operation and corresponds to the "DiscoveryGroupID" element of subclause 5.2.18 in 3GPP TS 24.383 [4].

The <display-name> element is of type "string", contains a human readable name and when it appears within:

-
the <entry> element of the <MCPTTGroupInitiation> element of the <EmergencyCall> element of the <MCPTT-group-call> element, indicates the name of the MCPTT group used on initiation of an MCPTT emergency group call and corresponds to the "DisplayName" element of the "MCPTTGroupInitiation" element of subclause 5.2.34C in 3GPP TS 24.383 [4];

-
the <entry> element of the <MCPTTPrivateRecipient> of the <EmergencyCall> element of the <PrivateCall> element indicates the name of the recipient MCPTT user for an MCPTT emergency private call and corresponds to the "DisplayName" element of subclause 5.2.29E in 3GPP TS 24.383 [4];

-
the <entry> element of the <MCPTTGroupInitiation> element of the <ImminentPerilCall> element of the <MCPTT-group-call> element, indicates the name of the MCPTT group used on initiation of an MCPTT imminent peril group call and corresponds to the "DisplayName" element of subclause 5.2.39C in 3GPP TS 24.383 [4];

-
the <entry> element of the <EmergencyAlert> element of the <MCPTT-group-call> element, indicates the name of the MCPTT group recipient for an MCPTT emergency Alert and corresponds to the "DisplayName" element of subclause 5.2.43D in 3GPP TS 24.383 [4];
-
the <entry> element of the <EmergencyAlert> element of the <PrivateEmergencyAlert> element indicates the name of the MCPTT user recipient for an on-network MCPTT emergency private alert and corresponds to the "DisplayName" element of subclause 5.2.48J5 in 3GPP TS 24.383 [4];
-
the <PrivateCallURI> of the <PrivateCallList> element indicates the name of an MCPTT ID of an MCPTT user that the MCPTT user is authorised to initiate a private call to and corresponds to the "DisplayName" element of subclause 5.2.19A in 3GPP TS 24.383 [4];

-
the <MCPTTGroupInfo> list element of the <OnNetwork> element indicates the name of an MCPTT group ID of an MCPTT group that the MCPTT user is authorised to affiliate with during on-network operation and corresponds to the "DisplayName" element of subclause 5.2.48B5 in 3GPP TS 24.383 [4]; and

-
the <ImplicitAffiliations> list element indicates the name of of an MCPTT group that the MCPTT user is implicitly affiliated with and corresponds to the "DisplayName" element of subclause 5.2.48C5 in 3GPP TS 24.383 [4]; and

-
the <MCPTTGroupInfo> list element of the <OffNetwork> element indicates the name of an off-network MCPTT group that the MCPTT user is authorised to join during off-network operation and corresponds to the "DisplayName" element of subclause 5.2.53A in 3GPP TS 24.383 [4].
The "index" attribute is of type "token" and is included within some elements for uniqueness purposes, and does not appear in the user profile configuration managed object specified in 3GPP TS 24.383 [4].

The <Status> element is of type "Boolean" and indicates whether this particular MCPTT user profile is enabled or disabled and corresponds to the "Status" element of subclause 5.2.59 in 3GPP TS 24.383 [4]. When set to "true" this MCPTT user profile is enabled. When set to "false" this MCPTT user profile is disabled.
The "user-profile-index" is of type "unsignedByte" and indicates the particular MCPTT user profile configuration document in the collection and corresponds to the "MCPTTUserProfileIndex" element of subclause 5.2.7A in 3GPP TS 24.383 [4].
The <ProfileName> element is of type "token" and specifies the name of the MCPTT user profile configuration document in the MCPTT user profile XDM collection and corresponds to the "MCPTTUserProfileName" element of subclause 5.2.7B in 3GPP TS 24.383 [4].
The <Pre-selected-indication> element is of type "mcpttup:emptyType". Presence of the <Pre-selected-indication> element indicates that this particular MCPTT user profile is designated to be the pre-selected MCPTT user profile as defined in 3GPP TS 23.179 [8], and corresponds to the "PreSelectedIndication" element of subclause 5.2.7C in 3GPP TS 24.383 [4]. Absence of the <Pre-selected-indication> element indicates that this MCPTT user profile is not designated as the pre-selected MCPTT user profile within the collection of MCPTT user profiles for the MCPTT user or is the only MCPTT user profile within the collection and is the pre-selected MCPTT user profile by default.
The "XUI-URI" attribute is of type "anyURI" that contains the XUI of the MCPTT user for whom this MCPTT user profile configuration document is intended and does not appear in the user profile configuration managed object specified in 3GPP TS 24.383 [4].

The <ParticipantType> element of the <Common> element is of type "token" and indicates the functional category of the MCPTT user (e.g., first responder, second responder, dispatch, dispatch supervisor). The <ParticipantType> element corresponds to the "ParticipantType" element of subclause 5.2.10 in 3GPP TS 24.383 [4].

The <MaxAffiliationsN2> element is of type "nonNegativeInteger", and indicates to the MCPTT server the maximun number of MCPTT groups that the MCPTT user is authorised to affiliate with.
The <MaxSimultaneousCallsN6> element of the <MCPTT-group-call> element is of type "positiveInteger" and indicates the maximum number of simultaneously received MCPTT group calls, and corresponds to the "MaxSimultaneouCallsN6" element of subclause 5.2.31 in 3GPP TS 24.383 [4].

The <MaxSimultaneousTransmissionsN7> element is of type "positiveInteger", and indicates to the MCPTT server the maximum number of simultaneous transmissions received in one MCPTT group call for override.

The <Priority> element of the <MCPTT-group-call> element is of a type "nonNegativeInteger", indicates the priority of the MCPTT user for initiating and receiving MCPTT calls and corresponds to the "Priority" element of subclause 5.2.44 in 3GPP TS 24.383 [4].

The <User-Info-ID> element is of type "hexBinary". When the <User-Info-ID> element appears within:

· the <ProSeUserID-entry> element of the <MCPTTPrivateRecipient> of the <EmergencyCall> element indicates the ProSe "User Info ID" as defined in 3GPP TS 23.303 [18] and 3GPP TS 24.334 [19] of the recipient MCPTT user for an MCPTT emergency private call and corresponds to the "UserInfoID" element of subclause 5.2.29D in 3GPP TS 24.383 [4];

· the <PrivateCallProSeUser> element of the <PrivateCallList> element, indicates a ProSe "User Info ID" as defined in 3GPP TS 23.303 [18] and 3GPP TS 24.334 [19] of another MCPTT user that the MCPTT user is authorised to initiate a private call to and corresponds to the "UserInfoID" element of subclause 5.2.19 in 3GPP TS 24.383 [4]; and

· the <OffNetwork> element, indicates the ProSe "User Info ID" as defined in 3GPP TS 23.303 [18] and 3GPP TS 24.334 [19] of the MCPTT UE for off-network operation and corresponds to the "UserInfoID" element of subclause 5.2.58 in 3GPP TS 24.383 [4].

The "entry-info" attribute is of type "string" and when it appears within:

· the <entry> element of the <MCPTTGroupInitiation> element of the <EmergencyCall> element of the <MCPTT-group-call> element, it corresponds to the "Usage" element of subclause 5.2.34D in 3GPP TS 24.383 [4] and indicates to use as the destination address for an emergency group call:

a) the MCPTT user currently selected MCPTT group if the "entry-info"attribute has the value of 'UseCurrentlySelectedGroup'; or

b) the value in the <uri-entry> element within the <entry> element of the <MCPTTGroupInitiation> element for an on-network emergency group call, if the "entry-info" attribute has the value of 'DedicatedGroup' or if the "entry-info"attribute has the value of 'UseCurrentlySelectedGroup' and the MCPTT user has no currently selected MCPTT group; 

· the <entry> element of the <MCPTTPrivateRecipient> element of the <EmergencyCall> element of the <PrivateCall> element, it corresponds to the "Usage" element of subclause 5.2.29F in 3GPP TS 24.383 [4] and indicates to use as the destination address for an emergency private call:

a) an MCPTT ID of an MCPTT user that is selected by the MCPTT user if the "entry-info"attribute has the value of 'LocallyDetermined';

b) the value in the <uri-entry> element within the <entry> element of the <MCPTTPrivateRecipient> for an on-network emergency private call, if the "entry-info"attribute has the value of 'UsePreConfigured'; or

c) the value in the <User-Info-ID> element within the <ProSeUserID-entry> element of the <MCPTTPrivateRecipient> for an off-network emergency private call, if the "entry-info"attribute has the value of 'UsePreConfigured';

· the <entry> element of the <MCPTTGroupInitiation> element of the <ImminentPerilCall> element of the <MCPTT-group-call> element, it corresponds to the "Usage" element of subclause 5.2.39D in 3GPP TS 24.383 [4] and indicates to use as the destination for the MCPTT imminent peril group call:

a) the MCPTT user currently selected MCPTT group if the "entry-info" attribute has the value of 'UseCurrentlySelectedGroup'; or 

b) the value in the <uri-entry> element within the <entry> element of the <MCPTTGroupInitiation> for an on-network imminent peril call, if the "entry-info" attribute has the value of:

i) 'DedicatedGroup'; or

ii)
'UseCurrentlySelectedGroup' and the MCPTT user has no currently selected MCPTT group; and

-
the <entry> element within the <EmergencyAlert> element, it corresponds to the "Usage" element of subclause 5.2.43E in 3GPP TS 24.383 [4] and indicates to use as the destination address for a group emergency alert:

a)
the MCPTT user currently selected MCPTT group if the "entry-info"attribute has the value of 'UseCurrentlySelectedGroup';

b)
the value in the <uri-entry> element within the <entry> element of the <EmergencyAlert> element for an on-network group emergency alert, if the "entry-info" attribute has the value of:

i)
'DedicatedGroup'; or
ii)
 'UseCurrentlySelectedGroup' and the MCPTT user has no currently selected MCPTT group.
-
the <entry> element within the <PrivateEmergencyAlert> element, it corresponds to the "Usage" element of subclause 5.2.48J6 in 3GPP TS 24.383 [4] and indicates to use as the destination address for on-network private emergency alert:
a)
the MCPTT ID of an MCPTT user that is selected by the MCPTT user if the "entry-info"attribute has the value of 'LocallyDetermined'; and
b)
the value in the <uri-entry> element within the <entry> element of the <PrivateEmergencyAlert> element, if the "entry-info" attribute has the value of:

i)
'UsePreConfigured'; or
ii)
'LocallyDetermined' and the MCPTT user has no currently selected MCPTT user.

The <allow-presence-status> element is of type Boolean, as specified in table 7.4.2.7-1, and corresponds to the "AllowedPresenceStatus" element of subclause 5.2.48E in 3GPP TS 24.383 [4].

Table 7.4.2.7-1: Values of <allow-presence-status>
	"true"
	indicates to the MCPTT user that their presence on the network is available.

	"false"
	indicates to the MCPTT user that their presence on the network is not available


The <allow-request-presence> element is of type Boolean, as specified in table 7.4.2.7-2, and corresponds to the "AllowedPresence" element of subclause 5.2.48F in 3GPP TS 24.383 [4].

Table 7.4.2.7-2: Values of <allow-request-presence>
	"true"
	indicates that the MCPTT user is locally authorised to request whether a particular MCPTT User is present on the network.

	"false"
	indicates that the MCPTT user is not locally authorised to request whether a particular MCPTT User is present on the network.


The <allow-query-availability-for-private-calls> element is of type Boolean, as specified in table 7.4.2.7-3, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-3: Values of <allow-query-availability-for-private-calls>
	"true"
	indicates that the MCPTT user is locally authorised to query the availability of other MCPTT users to participate in a private call.

	"false"
	indicates that the MCPTT user is not locally authorised to query the availability of other MCPTT users to participate in a private call.


The <allow-enable-disable-user> element is of type Boolean, as specified in table 7.4.2.7-4, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-4: Values of <allow-enable-disable-user>
	"true"
	indicates that the MCPTT user is locally authorised to enable/disable other MCPTT users from receiving MCPTT service.

	"false"
	indicates that the MCPTT user is not locally authorised to enable/disable other MCPTT users from receiving MCPTT service.


The <allow-enable-disable-UE> element is of type Boolean, as specified in table 7.4.2.7-5, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-5: Values of <allow-enable-disable-UE>
	"true"
	indicates that the MCPTT user is locally authorised to enable/disable other MCPTT UEs from receiving MCPTT service.

	"false"
	indicates that the MCPTT user is not locally authorised to enable/disable other MCPTT UEs from receiving MCPTT service.


The <allow-create-delete-user-alias> element is of type Boolean, as specified in table 7.4.2.7-6, and corresponds to the "AuthorisedAlias" element of subclause 5.2.9 in 3GPP TS 24.383 [4].

Table 7.4.2.7-6: Values of <allow-create-delete-user-alias>
	"true"
	indicates that the MCPTT user is locally authorised to create or delete aliases of an MCPTT user and its associated user profiles.

	"false"
	indicates that the MCPTT user is not locally authorised to create or delete aliases of an MCPTT user and its associated user profiles.


The <allow-private-call> element is of type Boolean, as specified in table 7.4.2.7-7, and corresponds to the "Authorised" element of subclause 5.2.13 in 3GPP TS 24.383 [4].

Table 7.4.2.7-7: Values of <allow-private-call>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request a private call request using the procedures defined in 3GPP TS 24.379 [9]. The recipient must be a MCPTT user identified in a <entry> element of the <PrivateCall> element, which corresponds to leaf nodes of "UserList" in subclause 5.2.16 in 3GPP TS 24.383 [4].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, to reject private call request using the procedures defined in 3GPP TS 24.379 [9]. This shall be the default value taken in the absence of the element;


The <allow-manual-commencement> element is of type Boolean, as specified in table 7.4.2.7-8, and corresponds to the "ManualCommence" element of subclause 5.2.20 in 3GPP TS 24.383 [4].
Table 7.4.2.7-8: Values of <allow-manual-commencement>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request a private call with manual commencement using the procedures defined in 3GPP TS 24.379 [9]. 

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request a private call with manual commencement using the procedures defined in 3GPP TS 24.379 [9].


The <allow-automatic-commencement> element is of type Boolean, as specified in table 7.4.2.7-9, corresponds to the "AutoCommence" element of subclause 5.2.21 in 3GPP TS 24.383 [4].
Table 7.4.2.7-9: Values of <allow-automatic-commencement>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request a private call with automatic commencement using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request a private call with automatic commencement using the procedures defined in 3GPP TS 24.379 [9].


The <allow-force-auto-answer> element is of type Boolean, as specified in table 7.4.2.7-10, and corresponds to the "AutoAnswer" element of subclause 5.2.22 in 3GPP TS 24.383 [4].
Table 7.4.2.7-10: Values of <allow-force-auto-answer>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request a private call and force automatic commencement using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request a private call and force automatic commencement using the procedures defined in 3GPP TS 24.379 [9].


The <allow-failure-restriction> element is of type Boolean, as specified in table 7.4.2.7-11, and corresponds to the "FailRestrict" element of subclause 5.2.23 in 3GPP TS 24.383 [4].
Table 7.4.2.7-11: Values of <allow-failure-restriction>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to restrict the notification of a call failure reason for a private call (with or without floor control) using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to restrict the notification of a call failure reason for a private call (with or without floor control) using the procedures defined in 3GPP TS 24.379 [9].


The <allow-emergency-group-call> element is of type Boolean, as specified in table 7.4.2.7-12, and corresponds to the "Enabled" element of subclause 5.2.33 in 3GPP TS 24.383 [4].
Table 7.4.2.7-12: Values of <allow-emergency-group-call>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request an emergency group call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request an emergency group call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-emergency-private-call> element is of type Boolean, as specified in table 7.4.2.7-13, and corresponds to the "Authorised" element of subclause 5.2.27 in 3GPP TS 24.383 [4].
Table 7.4.2.7-13: Values of <allow-emergency-private-call>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request an emergency private call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request an emergency private call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-cancel-group-emergency> element is of type Boolean, as specified in table 7.4.2.7-14, and corresponds to the "CancelMCPTTGroup" element of subclause 5.2.35 in 3GPP TS 24.383 [4].
Table 7.4.2.7-14: Values of <allow-cancel-group-emergency>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to cancel an emergency group call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to cancel an emergency group call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-cancel-private-emergency-call> element is of type Boolean, as specified in table 7.4.2.7-15, and corresponds to the "CancelPriority" element of subclause 5.2.28 in 3GPP TS 24.383 [4].
Table 7.4.2.7-15: Values of <allow-cancel-private-emergency-call>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to cancel an emergency priority in an emergency private call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to cancel an emergency priority in an emergency private call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-imminent-peril-call> element is of type Boolean, as specified in table 7.4.2.7-16, and corresponds to the "Authorised" element of subclause 5.2.37 in 3GPP TS 24.383 [4].
Table 7.4.2.7-16: Values of <allow-imminent-peril-call>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request an imminent peril group call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request an imminent peril group call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-cancel-imminent-peril> element is of type Boolean, as specified in table 7.4.2.7-17, and corresponds to the "Cancel" element of subclause 5.2.38 in 3GPP TS 24.383 [4].
Table 7.4.2.7-17: Values of <allow-cancel-imminent-peril>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to cancel an imminent peril group call using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to cancel an imminent peril group call using the procedures defined in 3GPP TS 24.379 [9].


The <allow-activate-emergency-alert> element is of type Boolean, as specified in table 7.4.2.7-18, and corresponds to the "Authorised" element of subclause 5.2.41 in 3GPP TS 24.383 [4].
Table 7.4.2.7-18: Values of <allow-activate-emergency-alert>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to activate an emergency alert using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to activate an emergency alert using the procedures defined in 3GPP TS 24.379 [9].


The <allow-cancel-emergency-alert> element is of type Boolean, as specified in table 7.4.2.7-19, and corresponds to the "Cancel" element of subclause 5.2.42 in 3GPP TS 24.383 [4].
Table 7.4.2.7-19: Values of <allow-cancel-emergency-alert>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to cancel an emergency alert using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to cancel an emergency alert using the procedures defined in 3GPP TS 24.379 [9].


The <allow-offnetwork> element is of type Boolean, as specified in table 7.4.2.7-20, and corresponds to the "Authorised" element of subclause 5.2.50 in 3GPP TS 24.383 [4].
Table 7.4.2.7-20: Values of <allow-offnetwork>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised for off-network operation using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised for off-network operation using the procedures defined in 3GPP TS 24.379 [9].


The <allow-imminent-peril-change> element is of type Boolean, as specified in table 7.4.2.7-21, and corresponds to the "ImminentPerilCallChange" element of subclause 5.2.57 in 3GPP TS 24.383 [4].
Table 7.4.2.7-21: Values of <allow-imminent-peril-change>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to change an off-network MCPTT group call in-progress to an off-network imminent peril group call using the procedures defined in 3GPP TS 24.379 [9]. The default value for the <allow-private-call-media-protection> element is "true"

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to change an off-network MCPTT group call in-progress to an off-network imminent peril group call using the proceduresdefined in 3GPP TS 24.379 [9].


The <allow-private-call-media-protection> element is of type Boolean, as specified in table 7.4.2.7-22, and corresponds to the "AllowedMediaProtection" element of subclause 5.2.24 in 3GPP 24.383 [4];

Table 7.4.2.7-22: Values of <allow-private-call-media-protection>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to protect the confidentiality and integrity of media for on-network and off-network private calls. The default value for the <allow-private-call-floor-control-protection> element is "true".

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to protect the confidentiality and integrity of media for on-network and off-network private calls.


The <allow-private-call-floor-control-protection> element is of type Boolean, as specified in table 7.4.2.7-23, and corresponds to the "AllowedFloorControlProtection" element of subclause 5.2.25 in 3GPP 24.383 [4];

Table 7.4.2.7-23: Values of <allow-private-call-floor-control-protection>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to protect the confidentiality and integrity of floor control signalling for both on-network and off-network private calls

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to protect the confidentiality and integrity of floor control signalling for both on-network and off-network private calls


The <allow-request-affiliated-groups> element is of type Boolean, as specified in table 7.4.2.7-24, and does not appear in the user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-24: Values of <allow-request-affiliated-groups>
	"true"
	Instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request the list of MCPTT groups to which a specified MCPTT user is affiliated.

	"false"
	Instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request the list of MCPTT groups to which the a specified MCPTT user is affiliated.


The <allow-request-to-affiliate-other-users> element is of type Boolean, as specified in table 7.4.2.7-25, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-25: Values of <allow-request-to-affiliate-other-users>
	"true"
	Instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request specified MCPTT user(s) to be affiliated to/deaffiliated from specified MCPTT group(s).

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to request specified MCPTT user(s) to be affiliated to/deaffiliated from specified MCPTT group(s).


The <allow-recommend-to-affiliate-other-users> element is of type Boolean, as specified in table 7.4.2.7-26, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-26: Values of <allow-recommend-to-affiliate-other-users>
	"true"
	Instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to recommend to specified MCPTT user(s) to affiliate to specified MCPTT group(s).

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to recommend tospecified MCPTT user(s) to affiliate to specified MCPTT group(s).


The <allow-private-call-to-any-user> element is of type Boolean, as specified in table 7.4.2.7-27, and corresponds to the "AuthorisedAny" element of subclause 5.2.14 in 3GPP TS 24.383 [4].

Table 7.4.2.7-27: Values of <allow-private-call-to-any-user>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to request a private call request using the procedures defined in 3GPP TS 24.379 [9]. The recipient is not constrained to MCPTT users identified in <entry> elements of the <PrivateCall> element i.e., to any MCPTT users. 

	"false"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, to reject private call requests using the procedures defined in 3GPP TS 24.379 [9]. This shall be the default value taken in the absence of the element;


The <allow-regroup> element is of type Boolean, as specified in table 7.4.2.7-28, and corresponds to the "AllowedRegroup" element of subclause 5.2.48D in 3GPP TS 24.383 [4].

Table 7.4.2.7-28: Values of <allow-regroup>
	"true"
	instructs the MCPTT server performing the originating participating MCPTT function for the MCPTT user, that the MCPTT user is locally authorised to send a dynamic regrouping request according to the procedures defined in 3GPP TS 24.381 [5].

	"false"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is not locally authorised to send a dynamic regrouping request according to the procedures defined in 3GPP TS 24.381 [5].


The <allow-private-call-participation> element is of type Boolean, as specified in table 7.4.2.7-29, and corresponds to the "EnabledParticipation" element of subclause 5.2.48G in 3GPP TS 24.383 [4].

Table 7.4.2.7-29: Values of <allow-private-call-participation>
	"true"
	instructs the MCPTT server performing the terminating participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to participate in private calls that they are invited to using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the terminating participating MCPTT function for the MCPTT user, that the MCPTT user to reject private call requests that they are invited to using the procedures defined in 3GPP TS 24.379 [9].


The <allow-override-of-transmission> element is of type Boolean, as specified in table 7.4.2.7-30, and corresponds to the "AllowedTransmission" element of subclause 5.2.48H in 3GPP TS 24.383 [4].

Table 7.4.2.7-30: Values of <allow-override-of-transmission>
	"true"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to override transmission in a private call.

	"false"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to override transmission in a private call


The <allow-manual-off-network-switch> element is of type Boolean, as specified in table 7.4.2.7-31, and corresponds to the "AllowedManualSwitch" element of subclause 5.2.48I in 3GPP TS 24.383 [4].

Table 7.4.2.7-31: Values of <allow-manual-off-network-switch>
	"true"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to manually switch to off-network operation while in on-network operation using the procedures defined in 3GPP TS 24.379 [9].

	"false"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to manually switch to off-network operation while in on-network operation using the procedures defined in 3GPP TS 24.379 [9].


The <allow-listen-both-overriding-and-overridden> element is of type Boolean, as specified in table 7.4.2.7-32, and corresponds to the "AllowedListen" element of subclause 5.2.54 in 3GPP TS 24.383 [4].

Table 7.4.2.7-32: Values of <allow-listen-both-overriding-and-overridden>
	"true"
	Indicates that the MCPTT user is allowed to listen both overriding and overriden transmissions during off-network operation.

	"false"
	Indicates that the MCPTT user is not allowed to listen both overriding and overriden transmissions during off-network operation.


The <allow-transmit-during-override> element is of type Boolean, as specified in table 7.4.2.7-33, and corresponds to the "AllowedTransmission" element of subclause 5.2.55 in 3GPP TS 24.383 [4].

Table 7.4.2.7-33: Values of <allow-transmit-during-override>
	"true"
	Indicates that the MCPTT user is allowed to transmit in case of override (overriding and/or overridden).during off-network operation.

	"false"
	Indicates that the MCPTT user is not allowed to transmit in case of override (overriding and/or overridden).during off-network operation.


The <allow-off-network-group-call-change-to-emergency> element is of type Boolean, as specified in table 7.4.2.7-34, and corresponds to the "EmergencyCallChange" element of subclause 5.2.56 in 3GPP TS 24.383 [4].

Table 7.4.2.7-34: Values of <allow-off-network-group-call-change-to-emergency>
	"true"
	Indicates that the MCPTT user is allowed to to change an off-network group call in-progress to an off-network MCPTT emergency group call.

	"false"
	Indicates that the MCPTT user is not allowed to change an off-network group call in-progress to an off-network MCPTT emergency group call.


The <allow-revoke-transmit> element is of type Boolean, as specified in table 7.4.2.7-35, and does not appear in the MCPTT user profile configuration managed object specified in 3GPP TS 24.383 [4].

Table 7.4.2.7-35: Values of <allow-revoke-transmit>
	"true"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is authorised to revoke the permission to transmit of another participant.

	"false"
	instructs the MCPTT server performing the participating MCPTT function for the MCPTT user, that the MCPTT user is not authorised to revoke the permission to transmit of another participant.


The <allow-create-group-broadcast- group> element is of type Boolean, as specified in table 7.4.2.7-36, and corresponds to the "Authorised" element of subclause 5.2.46 in 3GPP TS 24.383 [4].

Table 7.4.2.7-36: Values of <allow-create-group-broadcast- group>
	"true"
	indicates that the MCPTT user is locally authorised to send a request to create a group-broadcast group according to the procedures of 3GPP TS 24.381 [5].

	"false"
	Indicates that the MCPTT user is not locally authorised to send a request to create a group-broadcast group according to the procedures of 3GPP TS 24.381 [5].


The <allow-create-user-broadcast-group> element is of type Boolean, as specified in table 7.4.2.7-37, and corresponds to the "Authorised" element of subclause 5.2.48 in 3GPP TS 24.383 [4].

Table 7.4.2.7-37: Values of <allow-create-user-broadcast-group>
	"true"
	indicates that the MCPTT user is locally authorised to send a request to create a user-broadcast group according to the procedures of 3GPP TS 24.381 [5].

	"false"
	Indicates that the MCPTT user is not locally authorised to send a request to create a user-broadcast group according to the procedures of 3GPP TS 24.381 [5].


***** End of changes *****
