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· Purpose: control when  a UE that is enabled to use SMSoIP uses SMSoIP for mobile originating short messages

· Possible values:

· Use SMSoIP only if voice over PS is available and only on the IP-CAN that is used for the transport of SIP signalling associated with voice over PS.
· Use SMSoIP only if voice over PS is available and on any IP-CAN.

· Use SMSoIP irrespective of whether voice over PS is available and on any IP-CAN.

----------------------


	
	

	Summary of change:
	The policy on when to use SMSoIP is defined.

	
	

	Consequences if not approved:
	Insufficient operator's control of the UE

	
	

	Clauses affected:
	4, 5.x (new), annex A

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS24.341 CR0086, TS24.229 CR5864

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** First change *****
4
3GPP IMS Management Object

The 3GPP IMS Management Object is used to manage settings of the UE for IM CN Subsystem protocols. The Management Object covers generic parameters for the IM CN subsystem. The Management Object enables the management of the settings on behalf of the end user.

The Management Object Identifier is: urn:oma:mo:ext-3gpp-ims:1.0.

Protocol compatibility: This MO is compatible with OMA DM 1.2.

The following nodes and leaf objects are possible under the 3GPP_IMS node:
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Figure 1: The 3GPP IMS Management Object
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Figure 2: Media type restriction policy
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Figure 3: Default EPS bearer context usage restriction policy
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Figure 4: Reliable 18x policy

***** Next change *****
5.XX
/<X>/SMSoIP_usage_policy
The SMSoIP_usage_policy leaf indicates the policy on usage of SMS over IP.
If the SMS_Over_IP_Networks_Indication leaf specified in subclause 5.28 is set to the "0: Indicates that the SMS service is not to be invoked over the IP networks" value, then the SMSoIP_usage_policy leaf has no effect.
-
Occurrence: ZeroOrOne

-
Format: int
-
Access Types: Get, Replace
-
Values: 0, 1, 2
0 – Indicates that SMS over IP is used only if voice over PS is available and only on the IP-CAN bearer that is used for the transport of SIP signalling associated with voice over PS.
1 – Indicates that SMS over IP is used only if voice over PS is available and on any IP-CAN bearer. 

2 -
Indicates that SMS over IP is used irrespective of whether voice over PS is available and on any IP-CAN bearer.
***** Next change *****
Annex A (informative):
Management Object DDF

This DDF is the standardized minimal set. A vendor can define it’s own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"

             "http://www.openmobilealliance.org/tech/DTD/DM_DDF-V1_2.dtd">
<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName>3GPP_IMS</NodeName>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>3GPP IMS settings</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<Scope>





<Permanent/>




</Scope>




<DFTitle>The 3GPP IMS Management Object.</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>AppID</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The Application ID.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>User displayable name for the node.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ConRefs</NodeName>




<!-- The ConRefs node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of network access point objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a network access point object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ConRef</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The ConRef (network access point object).</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>


<Node>




<NodeName>PDP_ContextOperPref</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication of the operator's preference for a dedicated PDP context for IMS signalling.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The address of the P-CSCF.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T1</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T1.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T2</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T2.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T4</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>RFC 3261, timer T4.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Private_user_identity</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The private user identity.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Public_user_identity_List</NodeName>




<!-- The Public_user_identity_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of public user identity objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a public user identity object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Public_user_identity</NodeName>






<DFProperties>







<AccessType>








<Get/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>








<DFTitle>The public user identity.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>Home_network_domain_name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>The home network domain name.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ICSI_List</NodeName>




<!-- The ICSI_List node starts here. -->




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>A collection of IMS communication services identifier objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for an IMS communication services identifier object.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The IMS communication services  identifier.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>ICSI_Resource_Allocation_Mode</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem when a certain ICSI is used for the IMS session and when both UE and network can initiate resource allocation for IMS media.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>LBO_P-CSCF_Address</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of addresses of the P-CSCF for IMS Local Breakout.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a P-CSCF address.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Address</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>AddressType</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The type of P-CSCF Address.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>


</Node>



<Node>




<NodeName>Resource_Allocation_Mode</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether UE initiates resource allocation for the media controlled by IM CN subsystem for all IMS sessions not covered by any "ICSI Resource Allocation Mode" when both UE and network can initiate resource allocation.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Voice_Domain_Preference_EUTRAN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Network operator's preference for voice domain for E-UTRAN according to 3GPP TS 23.221.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>




<Node>




<NodeName>Voice_Domain_Preference_UTRAN</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Network operator's preference for voice domain for UTRAN according to 3GPP TS 23.221.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>SMS_over_IP_Networks_Indication</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether the SMS service is preferred to be invoked over the IMS domain, or it shall not be invoked over the IMS domain .</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Keep_Alive_Enabled</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<One/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indication whether the sending of keep alives by the UE is enabled.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Mobility_Management_IMS_Voice_Termination</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates whether the UE mobility management performs additional procedures as specified in 3GPP TS 24.008 and 3GPP TS 24.301 to support terminating access domain selection by the network.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName> RegRetryBaseTime</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle> Represents the value of the base-time parameter of the algorithm defined in subclause 4.5 of RFC 5626</DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName> RegRetryMaxTime</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle> Represents the value of the max-time parameter of the algorithm defined in subclause 4.5 of RFC 5626 </DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>PhoneContext_List</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of phone-context parameters values with the associated public user identities</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>The "name" node for a phone-context value</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>PhoneContext</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The phone-context parameter value </DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Public_user_identity</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<OneOrMore/>







</Occurrence>







<Scope>








<Permanent/>







</Scope>







<DFTitle>The associated Public User identity URIs </DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>


</Node>



<Node>




<NodeName>SS_domain_setting</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Domain or mechanism used to choose the domain for SS setting control</DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>PS_domain_IMS_SS_control_preference</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Mechanim used for performing IMS SS setting control over the PS domain for services defined in 3GPP TS 22.173</DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Media_type_restriction_policy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Media type restriction policy</DFTitle>




<DFType>






<DDFName/>




</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>Media type restriction policy part</DFTitle>





<DFType>







<DDFName/>





</DFType>





</DFProperties>





<Node>






<NodeName>Media_type</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>A media type</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




<Node>






<NodeName>IP-CAN</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<int/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>IP-CAN</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




<Node>






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>ICSI</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




<Node>






<NodeName>Roaming</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<null/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>Roaming</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>



</Node>



</Node>


<Node>




<NodeName>Default_EPS_bearer_context_usage_restriction_policy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Default EPS bearer context usage restriction policy</DFTitle>




<DFType>






<DDFName/>




</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<ZeroOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>Default EPS bearer context usage restriction policy part</DFTitle>





<DFType>







<DDFName/>





</DFType>





</DFProperties>





<Node>






<NodeName>Media_type</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>A media type</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




<Node>






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>An ICSI</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>


<Node>




<NodeName>Reliable_18x_policy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Reliable 18x policy</DFTitle>




<DFType>






<DDFName/>




</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle> Reliable 18x policy part</DFTitle>





<DFType>







<DDFName/>





</DFType>





</DFProperties>





<Node>






<NodeName>ICSI</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<ZeroOrOne/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>An ICSI</DFTitle>






<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




<Node>






<NodeName>Send_18x_Reliably</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle> whether the UE sends reliable SIP 18x response against an INVITE request subject to the IMS service indicated in the ICSI leaf.</DFTitle>






<DFType>








<MIME>bool</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>


<Node>




<NodeName>EPS_initial_attach_ConRefs</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The policy on the PDN connection established during the EPS attach procedure.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName/>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle/>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>ConRef</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>The ConRef (network access point object).</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>



</Node>



<Node>




<NodeName>Precondition_disabling_policy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The precondition disabling policy.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Timer_Emerg-reg</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Optional timer for emergency registration request timeout.</DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>SMSoIP_usage_policy</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Permanent/>





</Scope>





<DFTitle>Indicates the policy on usage of SMS over IP.</DFTitle>




<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>

</Node>

</MgmtTree>

***** End of changes *****
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