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	Reason for change:
	The indicates support of CIoT features in UE network capabilitiy IE and the preference of either CP or UP optimization in Additional update type. This applies to both Attach request and TAU request. In Attach the UE network capability IE is mandatory and Additional update type shall be included if CIoT EPS optimizations are requested so that the network can take the UE preference into account in the decision what CIoT EPS optimizations to accept.

In the TAU request the the UE network capability IE is mandatory to include except for periodic TAU. The inclusion critera for Additional update type does however not include any dependency on the request to use CIoT EPS optimizations, so the UE may not include the Additional update type IE in a normal TAU.

In 5.3.15 it is stated:

Furthermore, the UE may, separately from the indication of support, indicate preference for control plane CIoT EPS optimization or user plane CIoT EPS optimization (see subclause 9.9.3.0B). The indication of preference is also considered as the request to use.

Thus, if Additional update type is not included in a normal TAU the network will interpret this as if the UE does not request CIoT EPS optimization and could deactivate the use of CIoT EPS optimization.

It is proposed to align the inclusion criteria for Additional update type IE in TAU to Attach. It is also proposed to limit the inclusion to normal TAU by adding inclusion exception for periodic TAU, as for UE network capabilitiy IE inclusion in TAU request.


	
	

	Summary of change:
	The inclusion criteria for Additional update type IE in TAU request are updated to require inclusion if the UE requests CIoT EPS optimization.

	
	

	Consequences if not approved:
	The network could deactivate use of CIoT EPS optimization at normal TAU and CIoT dependent service will fail.
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***** First change *****
8.2.29.18
Additional update type
The UE shall include this IE if the UE requests "SMS only" or CIoT EPS optimizations, unless the UE performs a periodic tracking area updating procedure.
***** End of changes *****
