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	Reason for change:
	Considering the following scenario:

1. A communication is forwarded and the CDIV AS provides an anouncement that is a diverting information for calling user.

2. After a period of time, an another announcement (communication progress information e.g. ringing tone) is provided to the calling user.

Some operators provide CDIV service under the scenario, but it is only mentioned above 1 in the subclause 4.5.2.6.4 which states the procedure of notification diversion, above 2 is missing in this spec. Therefore, it is necessary to add the text.

	
	

	Summary of change:
	Adding the text that CDIV AS may initiate the procedure of an announcement in the general section.

	
	

	Consequences if not approved:
	The CDIV AS is not allowed to provide announcements for communication progress information.
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***** Next change *****
4.5.2.6.0
General

If the session is subject to diversion the AS of the diverting user:

-
if modification of the To header is required as specified in the procedures of this subclause, shall operate as an AS providing 3rd party call control, and specifically as a routeing B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [2];

-
otherwise, shall operate as either an AS acting as a SIP proxy as specified in subclause 5.7.4 of 3GPP TS 24.229 [2] or an AS providing 3rd party call control, and specifically as a routeing B2BUA, as specified in subclause 5.7.5 of 3GPP TS 24.229 [2].
NOTE:
For the case when the session is not subject to diversion and CDIV, according the requirements in this document, is the only service being applied by the AS, then the AS only needs to act as a SIP proxy. If additional services are applied, then the AS might need to act as a routeing B2BUA.
The AS shall based on local policy on how to handle PSAP callbacks suppress diversion when the received initial INVITE request towards the served user is identified as a PSAP callback.

The mechanism to identify an initial INVITE request as a PSAP callback depends on local policy and can be based on the PSAP callback indicator specified in IETF RFC 7090 [28].
The AS may initiate announcements towards the calling user in accordance with 3GPP TS 24.628 [11].
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