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	According to SA1 requirements in TS 22.185 subclause 5.3, PC5 privacy for V2X is subject to regional regulatory requirement and/or operator policy, for a V2X application:
[R.5.3-005]
Subject to regional regulatory requirements and/or operator policy for a V2X application, the 3GPP system shall support pseudonymity and privacy of a UE using the V2X application, by ensuring that a UE identity cannot be tracked or identified by any other UE beyond a certain short time-period required by the V2X application.

This is also reflected in SA3 TS 33.185 subclause 5.6.1:

Subject to regional regulatory requirements and/or operator policy for a V2X application, the data sent in the PC5 transmission should not allow UE identity to be tracked or identified by any other UE or non-V2X entity beyond a certain short time-period required by the V2X application. 

However in TS 24.386 subclause 6.1.2.4, applying privacy for V2X communication over PC5 is mandatory and not dependent on regional regulatory requirements and/or operator policy for a V2X application.
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***** First change *****
5.2.4
Configuration parameters for V2X communication over PC5
The configuration parameters for V2X communication over PC5 consist of:

a)
an expiration time for the validity of the configuration parameters for V2X communication over PC5;

b)
a list of PLMNs in which the UE is authorized to use V2X communication over PC5 when the UE is served by E-UTRAN;

c)
an indication of whether the UE is authorized to use V2X communication over PC5 when the UE is not served by E-UTRAN;

d)
per geographical area:

1)
radio parameters for V2X communication over PC5 applicable when the UE is not served by E-UTRAN and is located in the geographical area, with an indication of whether these radio parameters are "operator managed" or "non-operator managed". The allowed "non-operator managed" radio parameters for V2X communication are defined in 3GPP TS 36.101 [19];

e)
a list of the V2X services authorized for V2X communication over PC5. Each entry of the list contains:

1)
a V2X service identifier; and

2)
a destination Layer-2 ID;

f)
PPPP to PDB mapping rules between the ProSe Per-Packet Priority (PPPP) and the Packet Delay Budget (PDB) for V2X communication over PC5;

g)
optionally, a default destination Layer-2 ID; and

h)
optionally, a configuration for the applicability of privacy for V2X communication over PC5, containing:

1)
a T5000 timer indicating how often the UE shall change the source Layer-2 ID and source IP address (for IP data) self-assigned by the UE for V2X communication over PC5; and
2)
a list of the V2X services which require privacy for V2X communication over PC5. Each entry in the list contains:

A)
a V2X service identifier; and

B)
optionally, one or more associated geographical areas.
***** Next change *****
6.1.2.4
Privacy of V2X transmission over PC5

Upon initiating transmission of V2X communication over PC5, if:

-
the V2X service identifier of a V2X service requesting transmission of V2X communication over PC5 is in the list of of V2X services which require privacy for V2X communication over PC5 as specified in subclause 5.2.4; and
-
the UE is located in a geographical area in which this V2X service requires privacy for V2X communication over PC5 as specified in subclause 5.2.4, or the UE is not provisioned any geographical areas in which this V2X services requires privacy for V2X communication over PC5,

the UE shall proceed as follows:

· if timer T5000 is not running, start timer T5000;
-
upon:

a)
getting an indication from upper layers that the application layer identifier has been changed; or

b)
timer T5000 expiration,


then:


a)
change the value of the source Layer-2 ID self-assigned by the UE for V2X communication over PC5;

b)
if the V2X message contains IP data, change the value of the source IP address self-assigned by the UE for V2X communication over PC5; and

c)
restart timer T5000; and
-
upon stopping transmission of V2X communication over PC5, stop timer T5000.
***** End of changes *****
