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* * * First Change * * * *

7.3.165
Subscription-Data-Flags
The Subscription-Data-Flags is of type Unsigned32 and it shall contain a bit mask. The meaning of the bits shall be as defined in table 7.3.165/1:
Table 7.3.165/1: Subscription-Data-Flags
	Bit
	Name
	Description

	0
	PS-And-SMS-Only-Service-Provision-Indication
	This bit, when set, indicates that the subscription is for PS Only and permits CS service access only for SMS.

	1
	SMS-In-SGSN-Allowed-Indication
	This bit, when set, indicates that SMS in SGSN for the user is allowed.

	2
	User Plane Integrity Protection
	This bit, when set, indicates that the SGSN may decide to activate integrity protection of the user plane when GERAN is used (see 3GPP TS 43.020 [58]). The MME shall ignore it.

	3
	PDN-Connection-Restricted
	This bit, when set, indicates to the MME that it shall not establish any non-emergency PDN connection for this user if the MME and the UE supports Attach without PDN connection. The SGSN shall ignore it.

	x
	Acknowledgement-Of-Downlink-NAS-Data PDUs disabled
	This bit, when set, indicates to the MME that acknowledgement of downlink NAS data PDUs for Control Plane CIoT Optimization is disabled for this UE (even for APN configurations with RDS Indicator set to ENABLED (1)). When not set it indicated to the MME that acknowledgement of downlink NAS data PDUs for Control Plane CIoT Optimization is enabled (for APN configurations with RDS Indicator set to ENABLED (1)) for this UE, which is the default (see 3GPP TS 23.401 [2]).

The SGSN shall ignore it.

	NOTE:
Bits not defined in this table shall be cleared by the sender and discarded by the receiver of the command.


* * * End of Changes * * * *

