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	Reason for change:
	Correction of occurrences, name and formats of some parameters and non-existent cross references.


	
	

	Summary of change:
	Figure 10.1.1 change /<X>/<X>*/<common>?/ to /<X>/<X>*/<common>+/

Figure 10.1.2 change 

/<x>/<x>/OnNetwork/ImplicitAffiliations/<x>/Entry/MCPTTGroupID to MCDatagroupID /<x>/<x>/OnNetwork/PresenceStatus/<x>/Entry/MCPTTGroupID to MCDataID; /<x>/<x>/OnNetwork/RemoteGroupChange/<x>/Entry/MCPTTGroupID to MCDataID;

/<x>/<x>/OnNetwork/ConversationManagement/DeliveredDisposition/<X>/<Entry>/MCDataGroupID to MCDataID,

/<x>/<x>/OnNetwork/ConversationManagement/ReadDisposition/<X>/<Entry>/MCDataGroupID to MCDataID, 

Correct the naming of /<x>/<x>/OnNetwork/PresenceStatus/<x>/Entry/MCDataGroupID to MCDataID, and /<x>/<x>/OnNetwork/RemoteGroupChange/<x>/Entry/MCDataGroupID to MCDataID; and

Correct references 10.2.30C to 10.2.38 and 10.2.90C to 10.2.91; 

Change for revision 2 to CT#77:

1) Take out the figure changes from C1-173608 because CP-172143 (CR#0028R2) has the consolidated figures to avoid the pontential figure clash.


	
	

	Consequences if not approved:
	Inability to properly configure the management object
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	Other comments:
	


***** Next change *****
10.2.40
/<x>/<x>/Common/GroupEmergencyAlert/Entry/Usage
Table 10.2.40.1: /<x>/<x>/Common/GroupEmergencyAlert/Entry/Usage
	<x>/Common/GroupEmergencyAlert/Entry/Usage

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the criteria to determine when initiation of an MCData emergency alert uses the ID.


The valid values are 'UseCurrentlySelectedGroup' and 'DedicatedGroup'.

When set to 'UseCurrentlySelectedGroup' then if the MCData user has currently selected an MCData group then use that MCData group for an on-network MCData emergency alert, if the MCData user does not have a currently selected MCData group then use the MCData group identified by the ID in subclause 10.2.38 for an MCData emergency alert.

When set to 'DedicatedGroup' then use the MCData group identified by the ID in subclause 10.2.38 for an MCData emergency alert.
***** Next change *****
10.2.64
/<x>/<x>/OnNetwork/PresenceStatus/<x>/Entry/MCDataID
Table 10.2.64.1: /<x>/<x>/OnNetwork/PresenceStatus/<x>/Entry/MCDataID
	<x>/OnNetwork/PresenceStatus/<x>/Entry/MCDataID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an MCData ID of an MCData user that the configured MCData user is authorised to obtain presence status;


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
***** Next change *****
10.2.69
/<x>/<x>/OnNetwork/RemoteGroupChange/<x>/Entry/MCDataID
Table 10.2.69.1: /<x>/<x>/OnNetwork/RemoteGroupChange/<x>/Entry/MCDataID
	<x>/OnNetwork/RemoteGroupChange/<x>/Entry/MCDataID

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates an MCData ID of an MCData user whose selected groups are authorised to be remotely changed by the configured MCData user;


The value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 [4].
***** Next change *****
10.2.93
/<x>/<x>/OnNetwork/OneToOneEmergencyAlert/Entry/Usage
Table 10.2.93.1: /<x>/<x>/OnNetwork/OneToOneEmergencyAlert/Entry/Usage
	<x>/OnNetwork/OneToOneEmergencyAlert/Entry/Usage

	
	Status
	Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	This leaf node indicates the criteria to determine when initiation of an MCData emergency alert uses the ID.


The valid values are 'LocallyDetermined' and 'UsePreConfigured'.

When set to 'LocallyDetermined' then if the MCData user selects an MCData ID then use that MCData ID for an on-network MCData emergency alert, if the MCData user does not select a MCData ID then use the MCData ID identified by the ID in subclause 10.2.91 for an on-network MCData emergency alert.

When set to 'UsePreConfigured' then use the ID identified by the ID in subclause 10.2.91 for an on-network MCData emergency alert.
