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	Other comments:
	


27.22.10
CALL CONTROL on EPS PDN Connection

[...]
27.22.10.4.2
Procedure

[...]
Expected Sequence 1.4 (CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, UICC sends 90 00)

	Step
	Direction
	Message / Action
	Comments

	0
	USER ( ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]



	1
	ME ( UICC
	ENVELOPE CALL CONTROL 1.1.1

	For default PDN establishment during ATTACH procedure

Same EPS PDN activation parameters  used by the ME within the ENVELOPE CALL CONTROL in are used to establish the PDN connection



	2
	UICC ( ME
	90 00
	

	3
	USER ( ME
	Set and configure APN "Test12.rs" in the terminal configuration if required, and trigger the ME to establish a PDN connection
	[see initial conditions]



	
	
	

	

	4
	ME  UICC
	ENVELOPE CALL CONTROL 1.4.1
	

	5
	UICC  ME
	90 00
	

	6
	ME ( E-USS
	PDN CONNECTIVITY REQUEST
	

	7
	E-USS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST


	[The E-UTRAN parameters are used]

	8
	ME ( E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	9
	ME ( E-USS
	The PDN connection is established successfully without modification
	Same EPS PDN activation parameters  used by the ME within the ENVELOPE CALL CONTROL in step 4 are used to establish the PDN connection



ENVELOPE CALL CONTROL 1.4.1

Logically:

Device identities


Source device:
ME


Destination device:
UICC

EPS PDN connection activation parameters

   
Protocol Discriminator:                         


EPS session management messages                                                                 


EPS bearer identity:                            



No EPS bearer identity assigned                                                                 


Procedure Transaction Identity:                 


2                                                                                               


PDN connectivity request message identity:   

PDN connectivity request                                                                        


Request type:                                   



Initial request                                                                                 


PDN Type:                                       



IPv4 and/or IPv6                                                                                            


Access Point Name:

Test12.rs                                                                                       


Other Protocol configuration options:                 
                                                                                                


Protocol config. options contents:

not checked

Location Information                               
                                                                                                


   Mobile Country Codes (MCC)                      

001                                                                                             


   Mobile Network Codes (MNC)                      

01                                                                                              


   Tracking Area Code (TAC):                    


0001                                                                                            


     
 
   E-UTRAN Cell Identifier (ECI):               


000000001  

Coding:

	BER-TLV:
	D4
	Note 1
	02
	02
	82
	81
	7C
	Note 2
	02
	01
	D0
	Note 3

	
	D1
	28
	0A
	09
	54
	65
	73
	74
	31
	32
	2E
	72

	
	73
	
	Note 4
	13
	09
	00
	F1
	10
	00
	01
	00
	01

	
	00
	01
	
	
	
	
	
	
	
	
	
	


Note 1: The length of the BER-TLV is present here. 

Note 2: Length of EPS PDN connection activation parameters, dependant of optional fields.

Note 3: X is the PDN Type.

Note 4:  Optional fields.

Expected Sequence 1.5 (CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, UICC sends 93 00)

	Step
	Direction
	Message / Action
	Comments

	1
	ME ( UICC
	ENVELOPE CALL CONTROL 1.1.1

	For default PDN establishment during ATTACH procedure

Same EPS PDN activation parameters used by the ME within the ENVELOPE CALL CONTROL are used to establish the PDN connection.



	2
	UICC  ME
	90 00
	

	3
	USER ( ME
	Set and configure APN "Test12.rs" in the terminal configuration if required, and trigger the ME to establish a PDN connection


	[see initial conditions]



	
	
	

	

	4
	ME ( UICC
	ENVELOPE CALL CONTROL 1.4.1
	

	5
	UICC  ME
	93 00
	The ME may retry to send the command.

	
	
	
	

	6
	ME ( E-USS
	The ME shall not send the PDN Connectivity Request message.
	


Expected Sequence 1.6 (CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, allowed with modification)

	Step
	Direction
	Message / Action
	Comments

	0
	USER ( ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]



	1
	ME ( UICC
	ENVELOPE CALL CONTROL 1.1.1

	For default PDN establishment during ATTACH procedure
Same EPS PDN activation parameters used by the ME in the ENVELOPE CALL CONTROL 1.1.1 are used to establish the PDN connection



	2
	UICC ( ME
	90 00

	

	3
	USER ( ME
	Set and configure APN "Test12.rs" in the terminal configuration if required, and trigger the ME to establish a PDN connection


	[see initial conditions]



	
	
	

	

	
	
	
	

	4
	ME ( UICC
	ENVELOPE CALL CONTROL 1.4.1

	.

	5
	UICC ( ME
	CALL CONTROL RESULT 1.6.1
	[Call control result: "Allowed with modifications"]

	6
	ME ( E-USS
	PDN CONNECTIVITY REQUEST


	

	7
	E-USS ( ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST


	[The E-UTRAN parameters are used]

	8
	ME ( E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	
	
	
	

	9
	ME ( E-USS
	The PDN connection is established successfully with modification
	Same EPS PDN activation parameters returned by the UICC in the CALL CONTROL RESULT 1.6.1 are used to establish the PDN connection.


CALL CONTROL RESULT 1.6.1

Logically:


Call control result:
'02' = Allowed with modifications

Address:

EPS PDN connection activation parameters

   
Protocol Discriminator:                         


EPS session management messages                                                                 


EPS bearer identity:                           



No EPS bearer identity assigned                                                                 


Procedure Transaction Identity:                 


2                                                                                               


PDN connectivity request message identity:   

PDN connectivity request                                                                        


Request type:                                   



Initial request                                                                                 


PDN Type:                                       



same PDN Type in step 5)  

Access Point Name:



 




Test13.rs              
Coding:

	BER-TLV:
	02
	Note 1
	7C
	Note 2
	02
	02
	D0
	X1
Note 3
	28
	0A

	
	09
	54
	65
	73
	74
	31
	33
	2E
	72
	73

	
	Note 4
	
	
	
	
	
	
	
	
	


Note 1: The length of the BER-TLV is present here.
Note 2: Length of EPS PDN context activation parameters, dependant of optional fields.

Note 3: X is the PDN Type. 

Note 4: Optional fields, same as in ENVELOPE CALL CONTROL 1.4.1.

[...]
