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	Reason for change:
	User Plane Inactivity detection and reporting has been introduced for CUPS. Based on the analysis summarized in table 7.2.2-1 (item 9A) of TR 29.891, the same procedure is required for N4.
For details, following TS 23.502 requirements are considered:
4.3.7 CN-initiated selective deactivation of UP connection of an existing PDU Session

1.
The SMF determines that the UP connection of the PDU Session can be deactivated in following cases:
-
The UPF detects that the PDU Session has no data activity for a specified Inactivity period provided by the SMF;

4.3.2.2.2 Home-routed Roaming
-
The H-SMF does not provides the Inactivity Timer to the H-UPF as described in step 9a in clause 4.3.2.2.1.

NOTE: For the home routed roaming, SA2 has agreed that the H-SMF does not provide the Inactivity Timer to the H-UPF not to require the deactivation of N9 connection. See agreed S2-178143 to find detailed reason: "Existing CN-initiated deactivation of UP connection of an existing PDU Session in clause 4.3.7 of TS 23.502 does not address the home routed traffic. It is proposed that the V-SMF determine the inactivity timer based on VPLMN policy which is similar to local breakout case. 
Selection Deactivation of UP connection of an existing PDU session is to deactivate the radio bearer (between UE and gNB) and N3 connection (between the gNB and V-UPF), network doesn’t required to deactivate the N9 connection. Thus, the H-UPF still sends the downlink packets to the V-UPF, but the V-UPF buffers the packets and sends the downlink data notification in N4 message to the V-SMF in order to page the UE."


	
	

	Summary of change:
	The above requirements are captured in subclause 5.11. Also, the User Plane Inactivity Timer IE is applicable to N4 in the PFCP Session Establishment request & the PFCP Session Modification request.


	
	

	Consequences if not approved:
	Stage 2 requirements for 5GS cannot be implemented.
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* * * First Change * * * *

5.11
User plane inactivity detection and reporting

Subclause 5.4.4.1 of 3GPP TS 23.401 [14] requires the PGW to initiate the release of an inactive emergency PDN connection. 

Subclause 4.3.7 and 4.3.2.2.2 of 3GPP TS 23.502 [29] requires the SMF to be able to initiate the deactivation of the UP connection of an existing PDU session without user plane activity for a given inactivity period, except for the H-SMF for the home routed roaming scenario.
The CP function may request the UP function to detect and report when no user plane packets are received for a PFCP session, by provisioning the User Plane Inactivity Timer IE in the PFCP Session Establishment Request or PFCP Session Modification Request. 

Upon being provisioned with this IE, the UP function shall monitor the user plane activity of the PFCP session, and report any user plane inactivity exceeding the duration indicated by this IE by sending a PFCP Session Report Request with the Report Type set to UPIR (User Plane Inactivity Report). The UP function shall then continue to process any further user plane packets as instructed by the rules provisioned for the PFCP session, until receiving any new instruction from the CP function.

* * * Next Change * * * *

7.5.2
PFCP Session Establishment Request

7.5.2.1
General 
The PFCP Session Establishment Request shall be sent over the Sxa, Sxb, Sxc and N4 interface by the CP function to establish a new PFCP session context in the UP function.

Table 7.5.2.1-1: Information Elements in an PFCP Session Establishment Request

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	Node ID
	M
	This IE shall contain the unique identifier of the sending Node.
	X
	X
	X
	X
	Node ID

	CP F-SEID
	M
	This IE shall contain the unique identifier allocated by the CP function identifying the session.
	X
	X
	X
	X
	F-SEID

	Create PDR
	M
	This IE shall be present for at least one PDR to be associated to the PFCP session.

Several IEs with the same IE type may be present to represent multiple PDRs.
See Table 7.5.2.2-1.
	X
	X
	X
	X
	Create PDR

	Create FAR
	M
	This IE shall be present for at least one FAR to be associated to the PFCP session.

Several IEs with the same IE type may be present to represent multiple FARs.
See Table 7.5.2.3-1.
	X
	X
	X
	X
	Create FAR

	Create URR
	C
	This IE shall be present if a measurement action shall be applied to packets matching one or more PDR(s) of this PFCP session. 

Several IEs within the same IE type may be present to represent multiple URRs.
See Table 7.5.2.4-1.
	X
	X
	X
	X
	Create URR

	Create QER
	C
	This IE shall be present if a QoS enforcement action shall be applied to packets matching one or more PDR(s) of this PFCP session.

Several IEs within the same IE type may be present to represent multiple QERs.
See Table 7.5.2.5-1.
	-
	X
	X
	X
	Create QER

	Create BAR
	O
	When present, this IE shall contain the buffering instructions to be applied by the UP function to any FAR of this PFCP session set with the Apply Action requesting the packets to be buffered and with a BAR ID IE referring to this BAR. See table 7.5.2.6-1.
	X
	-
	-
	X
	Create BAR

	PDN Type
	C
	This IE shall be present if the PFCP session is setup for an individual PDN connection or  PDU session (see subclause 5.2.1). 

When present, this IE shall indicate whether this is an IP or non-IP PDN connection/PDU session. 
	X
	X
	-
	X
	PDN Type

	SGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	
	FQ-CSID

	MME FQ-CSID
	C
	This IE shall be included when received on the S11 interface or on S5/S8 interface according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	PGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	ePDG FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	TWAN FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	User Plane Inactivity Timer
	O
	This IE may be present to request the UP function to send a User Plane Inactivity Report when no user plane packets are received for this PFCP session for a duration exceeding the User Plane Inactivity Timer. 

When present, it shall contain the duration of the inactivity period after which a User Plane Inactivity Report shall be generated.
	-
	X
	X
	X
	User Plane Inactivity Timer


Editor's Note: Restoration procedures are FFS on N4.
* * * Next Change * * * *

7.5.4
PFCP Session Modification Request
7.5.4.1
General
The PFCP Session Modification Request is used over the Sxa, Sxb, Sxc and N4 interface by the CP function to request the UP function to modify the PFCP session.

Table 7.5.4.1-1: Information Elements in a PFCP Session Modification Request
	Information elements
	P
	Condition / Comment
	
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	N4
	

	CP F-SEID
	C
	This IE shall be present if the CP function decides to change its F-SEID for the PFCP session. The UP function shall use the new CP F-SEID for subsequent PFCP Session related messages for this PFCP Session. See Note 2.
	X
	X
	X
	X
	F-SEID

	Remove PDR
	C
	When present, this IE shall contain the PDR Rule which is requested to be removed. See Table 7.5.4-8. 

Several IEs within the same IE type may be present to represent a list of PDRs to remove.
	X
	X
	X
	X
	Remove PDR

	Remove FAR
	C
	When present, this IE shall contain the FAR Rule which is requested to be removed. See Table 7.5.4-9.

Several IEs within the same IE type may be present to represent a list of FARs to remove.
	X
	X
	X
	X
	Remove FAR

	Remove URR
	C
	When present, this shall contain the URR Rule which is requested to be removed. See Table 7.5.4-10.
Several IEs within the same IE type may be present to represent a list of URRs to remove.
	X
	X
	X
	X
	Remove URR

	Remove QER
	C
	When present, this IE shall contain the QER Rule which is requested to be removed. See Table 7.5.4-11. 

Several IEs within the same IE type may be present to represent a list of QERs to remove.
	-
	X
	X
	X
	Remove QER

	Remove BAR
	C
	When present, this IE shall contain the BAR Rule which is requested to be removed. See Table 7.5.4.12-1.
	X
	-
	-
	X
	Remove BAR

	Create PDR
	C
	This IE shall be present if the CP function requests the UP function to create a new PDR.
See Table 7.5.2.2-1. 

Several IEs within the same IE type may be present to represent a list of PDRs to create.
	X
	X
	X
	X
	Create PDR

	Create FAR
	C
	This IE shall be present if the CP function requests the UP function to create a new FAR.See Table 7.5.2.3-1.
Several IEs within the same IE type may be present to represent a list of FARs to create.
	X
	X
	X
	X
	Create FAR

	Create URR
	C
	This IE shall be present if the CP function requests the UP function to create a new URR. See Table 7.5.2.4-1. 

Several IEs within the same IE type may be present to represent a list of URRs to create.
	X
	X
	X
	X
	Create URR

	Create QER
	C
	This IE shall be present if the CP function requests the UP function to create a new QER. See Table 7.5.2.5-1. 

Several IEs within the same IE type may be present to represent a list of QERs to create.
	-
	X
	X
	X
	Create QER

	Create BAR
	C
	This IE shall be present if the CP function requests the UP function to create a new BAR. 
See Table 7.5.2.2-1.
	X
	-
	-
	X
	Create BAR

	Update PDR
	C
	This IE shall be present if a PDR previously created for the PFCP session need to be modified. See Table 7.5.4.6-1. 

Several IEs within the same IE type may be present to represent a list of PDRs to update.
	X
	X
	X
	X
	Update PDR

	Update FAR
	C
	This IE shall be present if a FAR previously created for the PFCP session need to be modified. See Table 7.5.4.7-1. Several IEs within the same IE type may be present to represent a list of FARs to update.
	X
	X
	X
	X
	Update FAR

	Update URR
	C
	This IE shall be present if URR(s) previously created for the PFCP session need to be modified.

Several IEs within the same IE type may be present to represent a list of modified URRs. Previously URRs that are not modified shall not be included. See Table 7.5.4.8-1.
	X
	X
	X
	X
	Update URR

	Update QER
	C
	This IE shall be present if QER(s) previously created for the PFCP session need to be modified. 

Several IEs within the same IE type may be present to represent a list of modified QERs. 

Previously created QERs that are not modified shall not be included.
See Table 7.5.4.9-1.
	-
	X
	X
	X
	Update QER

	Update BAR
	C
	This IE shall be present if a BAR previously created for the PFCP session needs to be modified. 

A previously created BAR that is not modified shall not be included.
See Table 7.5.4.3-3.
	X
	-
	-
	X
	Update BAR

	PFCPSMReq-Flags
	C
	This IE shall be included if at least one of the flags is set to 1. 

-
DROBU (Drop Buffered Packets): the CP function shall set this flag if the UP function is requested to drop the packets currently buffered for this PFCP session (see NOTE 1).

-
QAURR (Query All URRs): the CP function shall set this flag if the CP function requests immediate usage report(s) for all the URRs previously provisioned for this PFCP session (see NOTE 3). 
	X

X
	-

X
	-

X
	X

X
	SxSMReq-Flags

	Query URR
	C
	This IE shall be present if the CP function requests immediate usage report(s) to the UP function. 

Several IEs within the same IE type may be present to represent a list of URRs for which an immediate report is requested.
See Table 7.5.4.10-1. 

See NOTE 3.
	X
	X
	X
	X
	Query URR

	PGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	SGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	MME FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	-
	FQ-CSID

	ePDG FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	TWAN FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	-
	FQ-CSID

	User Plane Inactivity Timer
	C
	This IE shall be present if it needs to be changed.
	-
	X
	X
	X
	User Plane Inactivity Timer

	NOTE 1:
The CP function may request the UP function to drop the packets currently buffered for the PFCP session when using extended buffering of downlink data packets, buffering is performed in the UP function and the DL Data Buffer Expiration Time is handled by the CP function. In this case, when the DL Data Buffer Expiration Time expires, the CP function shall send an PFCP Session Modification Request including the DROBU flag (to drop the downlink data packets currently buffered in the UP function) and updating the Apply Action within the FARs of this PFCP session to request the UP function to start buffering the downlink data packets with notifying the arrival of subsequent downlink data packets. See subclause 5.9.3 of 3GPP TS 23.214 [2].

NOTE 2:
When changing the CP F-SEID of an established PFCP Session, the CP function shall be able to handle any incoming PFCP Session related messages sent by the UP function with the previous CP F-SEID for a duration at least longer than twice the PFCP retransmission timer (N1xT1).

NOTE 3:
The QAURR (Query All URRs) flag in the SxSMReq-Flags IE and the Query URR IE are exclusive from each other in a PFCP Session Modification Request.


* * * End of Changes * * * *

