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***** First change *****
10.1.X
PS Data Off Status +CPSDO
Table 10.1.X-1: +CPSDO parameter command syntax

	Command
	Possible response(s)

	+CPSDO=[<PS_Data_Off_Status >]
	+CME ERROR: <err>

	+CPSDO?
	+CPSDO: <PS_Data_Off_Status>

	+CPSDO=?
	+CPSDO: (list of supported <PS_Data_Off_Status>s)


Description

The set command enables the UE to specify the PS data off UE status to the network during attach, UE-requested PDN connectivity, and UE-requested bearer modification procedure (see 3GPP TS 24.301 [83], subclause 6.3.10 and subclauses 5.5.1, 6.5.1, and 6.5.4). The PS data off UE status may be activated or deactivated.

Refer subclause 9.2 for possible <err> values.
The read command returns the current settings for PS data off UE status.
The test command returns values supported as a compound value.

Defined values

<PS_Data_Off_Status>: integer type; indicates the PS data off UE status, see 3GPP TS 24.301 [83], subclause 6.3.10.

0
indicates to the network that PS data off UE status is deactivated

1
indicates to the network that PS data off UE status is activated

Implementation
Optional.
***** Next change *****
10.1.23
PDP context read dynamic parameters +CGCONTRDP

Table 10.1.23-1: +CGCONTRDP action command syntax

	Command
	Possible response(s)

	+CGCONTRDP[=<cid>]
	[+CGCONTRDP: <cid>,<bearer_id>,<apn>[,<local_addr and subnet_mask>[,<gw_addr>[,<DNS_prim_addr>[,<DNS_sec_addr>[,<P-CSCF_prim_addr>[,<P-CSCF_sec_addr>[,<IM_CN_Signalling_Flag>[,<LIPA_indication>[,<IPv4_MTU>[,<WLAN_Offload>[,<Local_Addr_Ind>[,<Non-IP_MTU>[,<Serving_PLMN_rate_control_value>[,<Reliable_Data_Service>[,<PS_Data_Off_Support>]]]]]]]]]]]]]]]]
[<CR><LF>+CGCONTRDP: <cid>,<bearer_id>,<apn>[,<local_addr and subnet_mask>[,<gw_addr>[,<DNS_prim_addr>[,<DNS_sec_addr>[,<P-CSCF_prim_addr>[,<P-CSCF_sec_addr>[,<IM_CN_Signalling_Flag>[,<LIPA_indication>[,<IPv4_MTU>[,<WLAN_Offload>[,<Local_Addr_Ind>[,<Non-IP_MTU>[,<Serving_PLMN_rate_control_value>[,<Reliable_Data_Service>[,<PS_Data_Off_Support>]]]]]]]]]]]]]]]

[...]]

	+CGCONTRDP=?
	+CGCONTRDP: (list of <cid>s associated with active contexts)

	NOTE:
The syntax of the AT Set Command is corrected to be according to ITU‑T Recommendation V.250 [14]. Older versions of the specification specify incorrect syntax +CGCONTRDP=[<cid>]


Description

The execution command returns the relevant information <bearer_id>, <apn>, <local_addr and subnet_mask>, <gw_addr>, <DNS_prim_addr>, <DNS_sec_addr>, <P-CSCF_prim_addr>, <P-CSCF_sec_addr>, <IM_CN_Signalling_Flag>, <LIPA_indication>, <IPv4_MTU>, <WLAN_Offload>, <Non-IP_MTU>, <Serving_PLMN_rate_control_value>, <Reliable_Data_Service> and <PS_Data_Off_Support> for an active non secondary PDP context with the context identifier <cid>.
Editor’s Note:
It is FFS if / what enhancements are needed due to 5G.

If the MT indicates more than two IP addresses of P-CSCF servers or more than two IP addresses of DNS servers, multiple lines of information per <cid> will be returned.

If the MT has dual stack capabilities, at least one pair of lines with information is returned per <cid>. First one line with the IPv4 parameters followed by one line with the IPv6 parameters. If this MT with dual stack capabilities indicates more than two IP addresses of P-CSCF servers or more than two IP addresses of DNS servers, multiple of such pairs of lines are returned.

NOTE:
If the MT doesn't have all the IP addresses to be included in a line, e.g. in case the UE received four IP addresses of DNS servers and two IP addresses of P-CSCF servers, the parameter value representing an IP address that can not be populated is set to an empty string or an absent string.
If the parameter <cid> is omitted, the relevant information for all active non secondary PDP contexts is returned.

The test command returns a list of <cid>s associated with active non secondary contexts.
Defined values

<cid>: integer type; specifies a particular non secondary PDP context definition. The parameter is local to the TE-MT interface and is used in other PDP context-related commands (see the +CGDCONT and +CGDSCONT commands).

<bearer_id>: integer type; identifies the bearer, i.e. the EPS bearer and the NSAPI. 
<apn>: string type; a logical name that was used to select the GGSN or the external packet data network.

<local_addr and subnet_mask>: string type; shows the IP address and subnet mask of the MT. The string is given as dot-separated numeric (0-255) parameters on the form:


"a1.a2.a3.a4.m1.m2.m3.m4" for IPv4 or
"a1.a2.a3.a4.a5.a6.a7.a8.a9.a10.a11.a12.a13.a14.a15.a16.m1.m2.m3.m4.m5.m6.m7.m8.m9.m10.m11.m12.m13.m14.m15.m16" for IPv6.


When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<gw_addr>: string type; shows the Gateway Address of the MT. The string is given as dot-separated numeric (0-255) parameters. 

When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<DNS_prim_addr>: string type; shows the IP address of the primary DNS server. 

When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<DNS_sec_addr>: string type; shows the IP address of the secondary DNS server.


When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<P_CSCF_prim_addr>: string type; shows the IP address of the primary P-CSCF server.


When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<P_CSCF_sec_addr>: string type; shows the IP address of the secondary P-CSCF server. 

When +CGPIAF is supported, its settings can influence the format of this parameter returned with the execute form of +CGCONTRDP.
<IM_CN_Signalling_Flag>: integer type; shows whether the PDP context is for IM CN subsystem-related signalling only or not.
0
PDP context is not for IM CN subsystem-related signalling only
1
PDP context is for IM CN subsystem-related signalling only
<LIPA_indication>: integer type; indicates that the PDP context provides connectivity using a LIPA PDN connection. This parameter cannot be set by the TE.

0
indication not received that the PDP context provides connectivity using a LIPA PDN connection
1
indication received that the PDP context provides connectivity using a LIPA PDN connection
<IPv4_MTU>: integer type; shows the IPv4 MTU size in octets.
<WLAN_Offload>: integer type; indicates whether traffic can be offloaded using the specified PDN connection via a WLAN or not. This refers to bits 1 and 2 of the WLAN offload acceptability IE as specified in 3GPP TS 24.008 [8] subclause 10.5.6.20.
0
offloading the traffic of the PDN connection via a WLAN when in S1 mode or when in Iu mode is not acceptable.
1
offloading the traffic of the PDN connection via a WLAN when in S1 mode is acceptable, but not acceptable in Iu mode.
2
offloading the traffic of the PDN connection via a WLAN when in Iu mode is acceptable, but not acceptable in S1 mode.
3
offloading the traffic of the PDN connection via a WLAN when in S1 mode or when in Iu mode is acceptable.
<Local_Addr_Ind>: integer type; indicates whether or not the MS and the network support local IP address in TFTs (see 3GPP TS 24.301 [83] and 3GPP TS 24.008 [8] subclause 10.5.6.3).
0
indicates that the MS or the network or both do not support local IP address in TFTs
1
indicates that the MS and the network support local IP address in TFTs
<Non-IP_MTU>: integer type; shows the Non-IP MTU size in octets.
<Serving_PLMN_rate_control_value>: integer type; indicates the maximum number of uplink messages the UE is allowed to send in a 6 minute interval. This refers to octet 3 to 4 of the Serving PLMN rate control IE as specified in 3GPP TS 24.301 [8] subclause 9.9.4.28.
<Reliable_Data_Service>: integer type; indicates whether the UE is using Reliable Data Service for a PDN connection or not, see 3GPP TS 24.301 [83] and 3GPP TS 24.008 [8] subclause 10.5.6.3.

0
Reliable Data Service is not being used for the PDN connection

1
Reliable Data Service is being used for the PDN connection
<PS_Data_Off_Support>: integer type; indicates whether the network supports PS data off or not, see 3GPP TS 24.301 [83], subclause 6.3.10.

0
indicates that the network does not support PS data off

1
indicates that the network supports PS data off
Implementation
Optional.
