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	Reason for change:
	C1-114769 introduces +CNMPSD. The CR’s reason for change quote TS 25.331:

In addition, if the timer T323 value is stored in the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, and if there is no CS domain connection indicated in the variable ESTABLISHED_SIGNALLING_CONNECTIONS, the UE may: 

1>
if the upper layers indicate that there is no more PS data for a prolonged period:
[..]
However, the description of the command suggests that application have to reside on the MT. 



	
	

	Summary of change:
	It is proposed to remove mentioning of the MT, to align with architecture described in clause 1 of TS 27.007 and to align with TS 25.331.
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***** The change *****
10.1.33
No more PS data +CNMPSD
Table 10.1.33-1: +CNMPSD action command syntax

	Command
	Possible Response(s)

	+CNMPSD
	

	+CNMPSD=?
	


Description
This command indicates that no application is expected to exchange data.
When in UTRAN, if further conditions defined in 3GPP TS 25.331 [74] are met, this can cause transmission of a SIGNALLING CONNECTION RELEASE INDICATION message with the cause "UE Requested PS Data session end".

When in E-UTRAN, if further conditions defined in 3GPP TS 36.331 [86] are met, this can cause transmission of a UEAssistanceInformation message with powerPrefIndication set to "lowPowerConsumption" to the network.

NOTE:
See subclause 10.1.38 for a command applicable to an MT using E-UTRAN, where the MT has a preference for a configuration that is not optimized for power saving.

Editor’s Note:
It is FFS if / what enhancements are needed due to 5G.

This command may be used in both normal and modem compatibility modes.

Implementation
Optional.

