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***************   First Change   ***************
C.x
Definition of media feature tag g.3gpp.ps2cs-srvcc-term-pre-alerting
Media feature tag name: g.3gpp.ps2cs-srvcc-term-pre-alerting
ASN.1 Identifier: 1.3.6.1.8.2.x
Editor's note [WI: bSRVCC-MT, CR: 1274]: The ASN.1 Identifier will need to be updated once the IANA registration is completed.
Summary of the media feature indicated by this tag: This media feature tag when used in a Contact header field of a SIP request or a SIP response indicates that the functional entity sending the SIP message supports the PS to CS SRVCC for terminating calls in pre-alerting phase. 

Values appropriate for use with this feature-tag: Boolean

The feature-tag is intended primarily for use in the following applications, protocols, services, or negotiation mechanisms: This feature-tag is most useful in a communications application, for describing the capabilities of a device, such as a phone or PDA.

Examples of typical use: Indicating that a user equipment supports the PS to CS SRVCC for terminating calls in pre-alerting phase.

Related standards or documents: 3GPP TS 24.237: "IP Multimedia Subsystem (IMS) Service Continuity; Stage 3"

Security Considerations: Security considerations for this media feature-tag are discussed in subclause 12.1 of IETF RFC 3840 [53].
***************   Next Change   ***************

C.y
Definition of feature-capability indicator g.3gpp.ps2cs-srvcc-term-pre-alerting
Feature-capability indicator name: g.3gpp.ps2cs-srvcc-term-pre-alerting
Editor's note [WI: bSRVCC-MT, CR: 1274]: this feature-capability indicator is to be registered with IANA after the bSRVCC-MT WID is finalized
Summary of the feature indicated by this feature-capability indicator: 

This feature-capability indicator when used in a Feature-Caps header field of a SIP request or a SIP response indicates that:

1.
the functional entity including the feature-capability indicator in the SIP message supports the PS to CS SRVCC for terminating calls in pre-alerting phase; and 

2.
all entities of which the functional entity including the feature-capability indicator in the SIP message is aware of being requested to support the feature do support the PS to CS SRVCC for terminating calls in pre-alerting phase. 

Feature-capability indicator specification reference:

3GPP TS 24.237, http://www.3gpp.org/ftp/Specs/archive/24_series/24.237/

Values appropriate for use with this feature-capability indicator: None

Examples of typical use: Indicating that an application server supports the PS to CS SRVCC for terminating calls in pre-alerting phase.

Security Considerations: Security considerations for this feature-capability indicator are discussed in subclause 9 of RFC 6809 [60].
