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6.4A
Voice call mode +CVMOD

Table 13: +CVMOD parameter command syntax

	Command
	Possible response(s)

	+CVMOD=[<voice_mode>]
	

	+CVMOD?
	+CVMOD: <voice_mode>

	+CVMOD=?
	+CVMOD: (list of supported <voice_mode>s)


Description

Set command selects the voice call mode for making a Mobile Originated voice call from the UE. The voice call mode can be CS_ONLY, VOIP_ONLY, CS_PREFERRED or VOIP_PREFERRED. Type of VoIP session preferred (e.g. SIP VoIP, IMS VoIP) is manufacturer specific issue.
NOTE 1:
If the Call Mode is set to CS_ONLY, then the ATD command will make a call in CS mode.

If the Call Mode is set to VOIP_ONLY, then the ATD command will make a call in VoIP mode.

If the Call Mode is set to CS_PREFERRED, then the ATD command gives preference for CS based voice call.

If the Call Mode is set to VOIP_PREFERRED, then the ATD command gives preference for VoIP based voice call.
NOTE 2:
As an alternative to the ATD command, the command "Dial URI +CDU" can be used if supported.
NOTE 3:
The preferences are not applicable for the emergency call.

NOTE 4:
The preferences are not applicable if operator has set preferences for UE originated calls/sessions, 3GPP TS 24.216 [75] subclause 5.6.
Read command returns the current value of <voice_mode>.
Test command returns the values supported by the UE as a compound value.

Defined values

<voice_mode>: integer type. The default value is manufacturer specific.
0
CS_ONLY

1
VOIP_ONLY

2
CS_PREFERRED

3
VOIP_PREFERRED

Implementation

Optional.
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