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	Reason for change:
	Stage 1 requirement on 3GPP PS Data Off have been updated in Rel-15 so that the 3GPP Data Off function can be activated based on roaming. Quote of 3GPP TS 22.011 section 10:

3GPP PS Data Off may be activated based on roaming status, and the HPLMN may configure up to two sets of 3GPP PS Data Off Exempt Services for its subscribers: one is used when in HPLMN and another when roaming.
NOTE 2: The updating to the sets of configured 3GPP Data Off Exempt Services in the VPLMNs and HPLMN is not guaranteed to take effect in real time. The updating to the sets of configured 3GPP Data Off Exempt Services in the UEs is not guaranteed take effect in real time.

Hence, a list of exempt services for roaming can be provisioned in the UICC.

The new list of exempt services for roaming has been defined by CT1 in 3GPP TS 24.368 CR#0033.

[bookmark: _GoBack]Additionally, the TS 24.229 CR#6123 specification has been updated to reflect the updates to the MOs specified by TS 24.391, TS 24.275, and TS 24.167.

	
	

	Summary of change:
	The EF on 3GPP PS Data Off is update to add a new roaming exempt case for services.

	
	

	Consequences if not approved:
	USIM specification is not updated with 3GPP PS Data Off requirements defined by the Rel-15 version of 3GPP specifications.
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[bookmark: _Toc502365414][bookmark: _Toc510544036][bookmark: _Toc510544037]4.2.109	EF3GPPPSDATAOFF (3GPP PS Data Off)
If service n° 117 is "available", this file shall be present.
This EF contains information about which SIP and non SIP Services are 3GPP PS Data Off Exempt.

	Identifier: '6FF9'
	Structure: transparent
	Optional

	File size: 4 byte
	Update activity: low

	Access Conditions:
	READ	PIN
	UPDATE	ADM
	DEACTIVATE	ADM
	ACTIVATE	ADM


	Bytes
	Description
	M/O
	Length

	1-4
	SIP and non-SIP Exempt Services
	M
	4 bytes



‑	SIP and non-SIP Exempt Services.
Contents:
-	the services that are 3GPP PS Data Off exempt as specified in 3GPP TS 22.011 [2].
Coding:
-	each service that can be 3GPP PS Data Off exempt is coded on one bit.
Byte 1:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	b1 value to be interpreted as defined for the USSI_exempt leaf in TS 24.391 [94]

	
	
	
	
	
	
	
	
	
	
	b2 value to be interpreted as defined for the MMTEL_voice_exempt leaf in TS 24.275 [r95]

	
	
	
	
	
	
	
	
	
	
	b3 value to be interpreted as defined for the MMTEL_video_exempt leaf in TS 24.275 [r95]

	
	
	
	
	
	
	
	
	
	
	b4 value to be interpreted as defined for the SSP_ XCAP_ config_ exempt leaf in TS 24.424 [93]

	
	
	
	
	
	
	
	
	
	
	b5 value to be interpreted as defined for the SMSoIP_exempt leaf in TS 24.167 [88]

	
	
	
	
	
	
	
	
	
	
	b6 value to be interpreted as defined for the Bearer_independent_protocol leaf of the Exempted_service_list in TS 24.368 [96].

	
	
	
	
	
	
	
	
	
	
	b7 value to be interpreted as defined for the Device_management_over_PS leaf of the Exempted_service_list in TS 24.368 [96].

	
	
	
	
	
	
	
	
	
	
	RFU



Byte 2: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	b1 value to be interpreted as defined for the USSI_roaming_exempt leaf in TS 24.391 [94]

	
	
	
	
	
	
	
	
	
	
	b2 value to be interpreted as defined for the MMTEL_voice_roaming_exempt leaf in TS 24.275 [r95]

	
	
	
	
	
	
	
	
	
	
	b3 value to be interpreted as defined for the MMTEL_video_roaming_exempt leaf in TS 24.275 [r95]

	
	
	
	
	
	
	
	
	
	
	b4 value to be interpreted as defined for the SSP_XCAP_config_roaming_exempt leaf in TS 24.424 [93]

	
	
	
	
	
	
	
	
	
	
	b5 value to be interpreted as defined for the SMSoIP_roaming_exempt leaf in TS 24.167 [88]

	
	
	
	
	
	
	
	
	
	
	b6 value to be interpreted as defined for the Bearer_independent_protocol leaf of the Exempted_service_list_roaming in TS 24.368 [96]

	
	
	
	
	
	
	
	
	
	
	b7 value to be interpreted as defined for the Device_management_over_PS leaf of the Exempted_service_list_roaming in TS 24.368 [96]

	
	
	
	
	
	
	
	
	
	
	RFU



Bytes 32 to 4 are RFU.

