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*** 1st Change ***
A.6.1
Protocol support

The Diameter Base Protocol as specified in IETF RFC 6733 [15] shall apply except as modified by the defined support of the methods and the defined support of the commands and AVPs, result and error codes as specified in this specification. Unless otherwise specified, the procedures specified in IETF RFC 6733 [15] (including error handling and unrecognised information handling) shall be used unmodified.
The Nta application is defined as vendor specific Diameter application, where the vendor is 3GPP and the Application-ID for the Nta application in the present release is 16777358. The vendor identifier assigned by IANA to 3GPP (http://www.iana.org/assignments/enterprise-numbers) is 10415.

With regard to the Diameter protocol defined for the Nta application, the PCRF acts as a Diameter server, in the sense that it is the network element that handles event monitoring request. The SCEF acts as the Diameter client, in the sense that it is the network element requesting event monitoring report.
*** Next Change ***
A.6.6.1
Command-Code Values

This subclause defines the Command-Code values for the Nta application as allocated by IANA from the vendor-specific namespace defined in IETF RFC 5719 [7]. Every command is defined by means of the ABNF syntax in IETF RFC 2234 [8], and according to the rules in IETF RFC 6733 [15].
The Vendor-Specific-Application-Id AVP shall not be included in any command sent by Diameter nodes supporting applications defined in this specification. If the Vendor-Specific-Application-Id AVP is received in any of the commands defined in this specification, it shall be ignored by the receiving node.
NOTE:
The Vendor-Specific-Application-Id is included as an optional AVP in all Command Code Format specifications defined in this specification in order to overcome potential interoperability issues with intermediate Diameter agents non-compliant with the IETF RFC 6733 [15].

The following Command Codes are defined in this specification:

Table A.6.6-1: Command-Code values for Nta
	Command-Name
	Abbreviation
	Code
	Section

	Event-Configuration-Request
	ECR
	8388735 
	A.6.6.2

	Event-Configuration-Answer
	ECA
	8388735 
	A.6.6.3

	Event-Reporting-Request
	ERR
	8388736 
	A.6.6.4

	Event-Reporting-Answer
	ERA
	8388736 
	A.6.6.5


*** Next Change ***
A.6.6.2
Event-Configuration-Request (ECR) command
The ECR command, indicated by the Command-Code field set to 8388735 and the 'R' bit set in the Command Flags field, is sent by the SCEF to the PCRF as part of event monitoring configuration procedure.

Message Format:

<EC-Request> ::= <Diameter Header: 8388735, REQ, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Auth-Session-State }

                 { Origin-Host }

                 { Origin-Realm }

                 { Destination-Realm }

                 [ Destination-Host ]
                 [ OC-Supported-Features ]
                 { External-Group-Identifier }
                 [ Event-Configuration ]

                 [ Group-Reporting-Guard-Timer ]
                *[ Proxy-Info ]

                *[ Route-Record ]
                *[ Supported-Features ]
                *[ AVP ]
*** Next Change ***
A.6.6.3
Event-Configuration-Answer (ECA) command
The ECA command, indicated by the Command-Code field set to 8388735 and the 'R' bit cleared in the Command Flags field, is sent by the PCRF to the SCEF as part of event monitoring configuration procedure.
Message Format:

<EC-Answer> ::= <Diameter Header: 8388735, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Auth-Session-State }

                 { Origin-Host }

                 { Origin-Realm}

                 [ Result-Code ]
                 [ Experimental-Result ]

                 [ Error-Message ]

                 [ Error-Reporting-Host ]

                 [ Failed-AVP ]

                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]

                 [ OC-Supported-Features ]
                 [ OC-OLR ]
                 [ Event-Reports ]
                 [ Event-Configuration-Status ]
                *[ Proxy-Info ]

                *[ Route-Record ]
                *[ Supported-Features ]
                *[ Load ]
                *[ AVP ]

*** Next Change ***
A.6.6.4
Event-Reporting-Request (ERR) command
The ERR command, indicated by the Command-Code field set to 8388736 and the 'R' bit set in the Command Flags field, is sent by the PCRF to the SCEF as part of event monitoring report procedure.

Message Format:

<ER-Request> ::= <Diameter Header: 8388736, REQ, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Auth-Session-State }

                 { Origin-Host }

                 { Origin-Realm }

                 { Destination-Realm }

                 { Destination-Host }
                 [ OC-Supported-Features ]
                 [ Event-Reports ]
                *[ Proxy-Info ]

                *[ Route-Record ]
                *[ AVP ]
*** Next Change ***
A.6.6.5
Event-Reporting-Answer (ERA) command
The ERA command, indicated by the Command-Code field set to 8388736 and the 'R' bit cleared in the Command Flags field, is sent by the SCEF to the PCRF as part of event monitoring report procedure

Message Format:

<ER-Answer> ::= <Diameter Header: 8388736, PXY >

                 < Session-Id >

                 [ DRMP ]

                 { Auth-Session-State }

                 { Origin-Host }

                 { Origin-Realm}

                 [ Result-Code ]
                 [ Experimental-Result ]

                 [ Error-Message ]

                 [ Error-Reporting-Host ]

                 [ Failed-AVP ]

                *[ Redirect-Host ]

                 [ Redirect-Host-Usage ]

                 [ Redirect-Max-Cache-Time ]

                 [ OC-Supported-Features ]
                 [ OC-OLR ]
                *[ Proxy-Info ]

                *[ Route-Record ]
                *[ Load ]
                *[ AVP ]

*** End of Changes ***

