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* * * First Change * * * *
[bookmark: _Toc516764097][bookmark: _Toc516764120]6.2.3.2.3.1	GET
This operation retrieves a list of NF Instances, and their offered services, currently registered in the NRF, satisfying a number of filter criteria, such as those NF Instances offering a certain service name, or those NF Instances of a given NF type (e.g., AMF).
Table 6.2.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	service-names
	array(string)
	M
	1..N
	This IE shall contain an array of service names for which the NRF is queried to provide the list of NF profiles. The NRF shall return the NF profiles that have at least one NF service matching the NF service names in this list. The NF service names returned by the NRF shall be an intersection of the NF service names requested and the NF service names registered in the NF profile.

	target-nf-type
	NFType
	M
	1
	This IE shall contain the NF type of the NF Service Producer being discovered.

	requester-nf-type
	NFType
	M
	1
	This IE shall contain the NF type of the NF Service Consumer that is invoking the Nnrf_NFDiscovery service.

	requester-nf-instance-fqdn
	Fqdn
	O
	0..1
	FQDN of the NF Service Consumer that is invoking the Nnrf_NFDiscovery service.

	target-plmn
	PlmnId
	C
	0..1
	This IE shall be included when NF services in a different PLMN need to be discovered. When included, this IE shall contain the PLMN ID of the different PLMN.

	requester-plmn
	PlmnId
	C
	0..1
	This IE shall be included when NF services in a different PLMN need to be discovered. When included, this IE shall contain the PLMN ID of the requester NF.

	target-nf-instance-id
	NfInstanceId
	O
	0..1
	Identity of the NF instance being discovered.

	hnrf-uri
	Uri
	O
	0..1
	Uri of the home NRF.

	snssais
	array(Snssai)
	O
	0..N
	If included, this IE shall contain the list of S-NSSAI that are served by the services being discovered. The NRF shall use this to identify the NF services that have registered their support for these S-NSSAIs. The NRF shall return the NF profiles that have at least one S-NSSAI matching the S-NSSAIs in this list. The S-NSSAIs included in the NF services returned by the NRF shall be an intersection of the S-NSSAIs requested and the S-NSSAIs registered in the NF profile.

	nsi-list
	array(string)
	O
	0..N
	If included, this IE shall contain the list of NSI IDs that are served by the services being discovered.

	dnn
	Dnn
	O
	0..1
	If included, this IE shall contain the DNN for which NF services serving that DNN is discovered. DNN may be included if the target NF type is “SMF” or "UPF".

	smf-serving-area
	string
	O
	0..1
	If included, this IE shall contain the serving area of the SMF. It may be included if the target NF type is "UPF".

	tai
	Tai
	O
	0..1
	Tracking Area Identity.

	ecgi
	Ecgi
	O
	0..1
	EPS Cell Global Identity.

	ncgi
	Ncgi
	O
	0..1
	NR Cell Global Identity.

	amf-region-id
	string
	O
	0..1
	AMF Region Identity.

	amf-set-id
	string
	O
	0..1
	AMF Set Identity.

	guami
	Guami
	O
	0..1
	Guami used to search for an appropriate AMF.
(NOTE)

	supi
	Supi
	O
	0..1
	If included, this IE shall contain the SUPI of the requester UE to search for an appropriate NF. SUPI may be included if the target NF type is “PCF”, “UDM” or “UDR”.

	ue-ipv4-address
	Ipv4Addr
	O
	0..1
	The IPv4 address of the UE for which a BSF needs to be discovered.

	ue-ipv6-prefix
	Ipv6Prefix
	O
	0..1
	The IPv6 prefix of the UE for which a BSF needs to be discovered.

	pgw
	Fqdn
	O
	0..1
	If included, this IE shall contain the PGW FQDN which is received by the AMF from the MME to find the combined SMF/PGW.

	gpsi
	Gpsi
	O
	0..1
	If included, this IE shall contain the GPSI of the requester UE to search for an appropriate NF. GPSI may be included if the target NF type is “UDM” or “UDR”.

	external-group-identity
	GroupId
	O
	0..1
	If included, this IE shall contain the external group identifier of the requester UE to search for an appropriate NF. This may be included if the target NF type is “UDM” or “UDR”.

	data-set
	DataSetId
	O
	0..1
	Indicates the data set to be supported by the NF to be discovered. May be included if the target NF type is “UDR”.

	routing-indicator
	string
	O
	0..1
	Routing Indicator information that allows to route network signalling with SUCI (see 3GPP TS 23.003 [12]) to an AUSF and UDM instance capable to serve the subscriber. May be included if the target NF type is “AUSF” or "UDM".

	supported-features
	SupportedFeatures
	O
	0..1
	List of features required to be supported by the target Network Function.

	NOTE:	If this parameter is present and no AMF supporting the requested GUAMI is available due to AMF Failure or planned AMF removal, the NRF shall return in the response AMF instances acting as a backup for AMF failure or planned AMF removal respectively for this GUAMI. The NRF can detect if an AMF has failed, using the Heartbeat procedure. The NRF will receive a de-registration request from an AMF performing a planned removal.



This method shall support the request data structures specified in table 6.1.3.2.3.1-2 and the response data structures and response codes specified in table 6.1.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SearchResult
	M
	1
	200 OK
	The response body contains the result of the search over the list of registered NF Instances.

	ProblemDetails
	M
	1
	400 Bad Request
	The response body contains the error reason of the request message.

	ProblemDetails
	M
	1
	403 Forbidden
	This response shall be returned if the NF Service Consumer is not allowed to discover the NF Service(s) being queried.

	ProblemDetails
	M
	1
	500 Internal Server Error
	The response body contains the error reason of the request message.



* * * End of Changes * * * *


