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	Reason for change:
	CT3 has updated the encoding of the Maximum Packet Loss Rate AVPs based on the agreed RAN3 encoding. The encoding is now integers in the range between 0 and 1000 and denotes ratio of lost packets per number of packets sent in units of 10th of a percent. CT4 is asked to align the new encoding in 29.230.
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	Max-PLR-DL and Max-PLR-UL are updated to Unsigned32
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	Misaligment of Type  definition between 29.212 and 29.230.
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* * * First Change * * * *

**** table not shown for clarity**********
	2800
	Reserved
	-
	29.212 [19]

	2801
	ADC-Revalidation-Time
	Time
	· 

	2802
	TDF-Application-Instance-Identifier
	OctetString
	· 

	2803
	HeNB-BBF-FQDN
	UTF8String
	· 

	2804
	HeNB-Local-IP-Address
	Address
	· 

	2805
	UE-Local-IP-Address
	Address
	· 

	2806
	UDP-Source-Port
	Unsigned32
	· 

	2807
	CS-Service-Qos-Request-Identifier
	OctetString
	· 

	2808
	CS-Service-QoS-Request-Operation
	Enumerated
	· 

	2809
	Mute-Notification
	Enumerated
	· 

	2810
	Monitoring-Time
	Time
	· 

	2811
	AN-GW-Status
	Enumerated
	· 

	2812
	User-Location-Info-Time
	Grouped
	· 

	2813
	CS-Service-Resource-Report
	Time
	· 

	2814
	CS-Service-Resource-Failure-Cause
	Enumerated
	· 

	2815
	CS-Service-Resource-Result-Operation
	Enumerated
	· 

	2816
	Default-QoS-Information
	Grouped
	* 

	2817
	Default-QoS-Name
	UTF8String
	* 

	2818
	Conditional-APN-Aggregate-Max-Bitrate
	Grouped
	* 

	2819
	RAN-NAS-Release-Cause
	OctetString
	* 

	2820
	Presence-Reporting-Area-Elements-List
	OctetString
	* 

	2821
	Presence-Reporting-Area-Identifier
	OctetString
	* 

	2822
	Presence-Reporting-Area-Information
	Grouped
	* 

	2823
	Presence-Reporting-Area-Status
	Unsigned32
	* 

	2824
	NetLoc-Access-Support
	Unsigned32
	* 

	2825
	Fixed-User-Location-Info
	Grouped
	* 

	2826
	PCSCF-Restoration-Indication
	Unsigned32
	* 

	2827
	IP-CAN-Session-Charging-Scope
	Enumerated
	* 

	2828
	Monitoring-Flags
	Unsigned32
	* 

	2829
	Default-Access
	Enumerated
	* 

	2830
	NBIFOM-Mode
	Enumerated
	* 

	2831
	NBIFOM-Support
	Enumerated
	* 

	2832
	RAN-Rule-Support
	Unsigned32
	* 

	2833
	Access-Availability-Change-Reason
	Unsigned32
	* 

	2834
	Routing-Rule-Failure-Code
	Unsigned32
	* 

	2835
	Routing-Rule-Report
	Grouped
	* 

	2836
	Traffic-Steering-Policy-Identifier-DL
	OctetString
	* 

	2837
	Traffic-Steering-Policy-Identifier-UL
	OctetString
	* 

	2838
	Request-Type
	Unsigned32
	* 

	2839
	Execution-Time
	Time
	* 

	2840
	Conditional-Policy-Information
	Grouped
	* 

	2841
	Resource-Release-Notification
	Enumerated
	* 

	2842
	Removal-Of-Access
	Enumerated
	* 

	2843
	TCP-Source-Port
	Unsigned32
	* 

	2844
	Default-Bearer-Indication
	Enumerated
	* 

	2845
	PRA-Install
	Grouped
	* 

	2846
	PRA-Remove
	Grouped
	* 

	2847
	3GPP-PS-Data-Off-Status
	Enumerated
	* 

	2848
	Extended-APN-AMBR-DL
	Unsigned32
	* 

	2849
	Extended-APN-AMBR-UL
	Unsigned32
	* 

	2850
	Extended-GBR-DL
	Unsigned32
	* 

	2851
	Extended-GBR-UL
	Unsigned32
	* 

	2852
	Max-PLR-DL
	Unsigned32
	* 

	2853
	Max-PLR-UL
	Unsigned32
	* 

	Note: The AVP codes from 2854 to 2899 are reserved for TS 29.212.
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