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	Reason for change:
	Present specification contains a leaf called “IMS” which indicates an operator’s preference to enable or disable IMS procedures for sending IMS registration request over a number of IP-CAN bearers established or to be established by the UE as described by TS 24.229.
Due to the introduction of 5GS the TS 24.229 specification was updated to add a new IP-CAN bearer for using 5GS to access IM CN subsystem. This case is not captured by TS 24.305.

	
	

	Summary of change:
	The IMS leaf is updated to make it applicable to the IP-CAN bearer established or to be established by the UE using 5GS to access IM CN subsystem.

	
	

	Consequences if not approved:
	The IMS leaf is not applicable for the the case of IP-CAN bearer using 5GS to access IM CN subsystem. This results in the undesirable effect that operators have no means to stop UEs sending IMS registration request over an IP-CAN bearer established or to be established by 5GS by using the SDoUE MO.
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5.13
/<X>/IMS

The IMS leaf indicates an operator’s preference to enable or disable IMS procedures for sending IMS registration request  over an IP-CAN bearer established or to be established by GPRS, EPS, 5GS, via the cdma2000® HRPD to access EPC, via WLAN to access EPC or fixed broadband (see 3GPP TS 24.229 [7]). Enabling and disabling of IMS procedures for sending IMS registration request in other access technologies is out of scope of this document.
The IMS procedures for sending IMS registration request are specified in 3GPP TS 24.229 [7].

-
Occurrence: ZeroOrOne

-
Format: bool

-
Access Types: Get
-
Values: 0, 1
0 – Indicates that IMS procedures for sending IMS registration request are enabled.

1 – Indicates that IMS procedures for sending IMS registration request are disabled.

If the IMS leaf value is set to "1", the following applies for an IP-CAN bearer of GPRS, EPS, 5GS, cdma2000® HRPD to access EPC, WLAN to access EPC or fixed broadband:

1)
if the UE has already registered a contact address with the IM CN subsystem, containing the IP address of the bearer, then the UE shall initiate the user-initiated deregistration procedure for the contact address;

2)
the UE shall not send IMS registration requests for a contact address containing the IP address of the bearer; and
3)
the UE shall not attempt to establish the bearer to be used only for IMS with exception if:

a)
emergency call procedures over IMS are enabled (see subclause 5.18) and the bearer is to be used for IMS emergency registration or IMS emergency session establishment; or

b)
required to be established due to the EPS_SM_EPS leaf set to "1" (see subclause 5.12A).

