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	Reason for change:
	UE EMM protocol needs to construct TRACKING AREA UPDATE message for the 5GMM layer for intersystem change from S1 mode to N1 mode. TRACKING AREA UPDATE message shall be included in REGISTRATION REQUEST message sent to the AMF and furhter to MME for security verification done by the MME.
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	Instructions for the EMM layer to construct the TRACKING AREA UPDATE message for S1 to N1 mode change.
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***** Next change *****
5.5.5
Tracking area update request message (for N1 mode only)

The tracking area updating procedure is used to construct a TRACKING AREA UPDATE REQUEST message for the inter-system change from S1 mode to N1 mode for further security verification by the MME.
The TRACKING AREA UPDATE REQUEST message is created by EMM by request of 5GMM which further includes the message in the REGISTRATION REQUEST message as described in 3GPP TS 24.501 [54].
The TRACKING AREA UPDATE REQUEST message shall contain only mandatory information elements. 
The UE shall set the EPS update type IE in the TRACKING AREA UPDATE REQUEST message to "TA updating".
If the UE has a current EPS security context, the UE shall include the eKSI (either KSIASME or KSISGSN) in the NAS Key Set Identifier IE in the TRACKING AREA UPDATE REQUEST message. Otherwise, the UE shall set the NAS Key Set Identifier IE to the value "no key is available". If the UE has a current EPS security context, the UE shall integrity protect the TRACKING AREA UPDATE REQUEST message with the current EPS security context. Otherwise the UE shall not integrity protect the TRACKING AREA UPDATE REQUEST message. The UE shall set associated GUTI in the Old GUTI IE.
When the UE is in EMM-REGISTERED.NO-CELL-AVAILABLE substate and needs to construct the TRACKING AREA UPDATE REQUEST message for inter-system change from S1 mode to N1 mode, the UE shall consider that the tracking area updating procedure is not initiated and the UE shall remain in EMM-REGISTERED.NO-CELL-AVAILABLE state.
