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	24.301
	3063
	1
	Rel-15
	5GMM context handling
	B
	15.3.0
	C1-184605
	ZTE, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.2.5, 5.5.2.3.2, 5.5.3.2.5, 5.6.1.5
	 

	24.301
	3094
	-
	Rel-15
	Addition of TAU trigger for change of NG-RAN radio capability
	B
	15.3.0
	C1-185156
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.3.2.2
	 

	24.301
	3098
	1
	Rel-15
	Authentication response parameter IE to be of fixed length (24.301)
	F
	15.3.0
	C1-185655
	Qualcomm Incorporated
	5GS_Ph1-CT
	9.9.3.4
	 

	24.301
	3088
	-
	Rel-15
	Correct 5GMM reference used in the handling of the emergency numbers procedures
	F
	15.3.0
	C1-185078
	BlackBerry UK Ltd.
	5GS_Ph1-CT
	5.3.7
	 

	24.301
	3089
	1
	Rel-15
	Correct conditions for invoking tracking area updating procedure (S1 mode only)
	D
	15.3.0
	C1-185466
	BlackBerry UK Ltd.
	5GS_Ph1-CT
	5.5.3.1
	 

	24.301
	3055
	2
	Rel-15
	Correct Extended Emergency Number List
	F
	15.3.0
	C1-184892
	BlackBerry UK Ltd., Ericsson
	5GS_Ph1-CT
	9.9.3.37A
	 

	24.301
	3056
	1
	Rel-15
	Correcting ambiguities when detecting an emergency number not provided using EENL
	F
	15.3.0
	C1-184558
	BlackBerry UK Ltd.
	5GS_Ph1-CT
	5.3.7
	 

	24.301
	3061
	1
	Rel-15
	Correcting message definition of messages including EENL
	F
	15.3.0
	C1-184586
	BlackBerry UK Ltd., Ericsson
	5GS_Ph1-CT
	8.2.1.1, 8.2.26.1
	 

	24.301
	3103
	1
	Rel-15
	ESM protocol impacts to support interworking with 5GS
	F
	15.3.0
	C1-185647
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	6.4.1.3, 6.4.3.1, 6.4.3.3, 6.5.1.1
	 

	24.301
	3100
	1
	Rel-15
	Establishment of a mapped EPS security context during inter-system handover from N1 mode
	B
	15.3.0
	C1-185678
	Huawei, HiSilicon
	5GS_Ph1-CT
	4.4.2.2
	 

	24.301
	3071
	-
	Rel-15
	First TAU in EPS after initial registration in 5GS
	B
	15.3.0
	C1-184261
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.3.2.2
	 

	24.301
	3069
	-
	Rel-15
	Including UE additional security capability IE in Attach/TAU Request for UE supporting N1 mode
	B
	15.3.0
	C1-184258
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.1.2.2, 5.5.3.2.2, 8.2.4.21, 8.2.29.27
	 

	24.301
	3073
	3
	Rel-15
	Provision of IWK N26 indication in TAU procedures
	F
	15.3.0
	C1-184899
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.3.2.4,9.9.3.12A
	 

	24.301
	3106
	2
	Rel-15
	Tracking area update request from S1 mode to N1 mode
	B
	15.3.0
	C1-185782
	MediaTek Inc., Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.5 (new)
	 

	24.301
	3070
	-
	Rel-15
	Update of UE identity used for attach in S1 mode for single-registered UE without N26
	B
	15.3.0
	C1-184259
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.1.2.2
	 

	24.302
	667
	1
	Rel-15
	Correction for no overlap in assignments of IKE Notify message types specified for access via untrusted non-3GPP to EPC and to 5GCN
	F
	15.3.0
	C1-185688
	Ericsson, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	8.1.2.2, 8.1.2.3
	 

	24.302
	668
	1
	Rel-15
	Correction for transfer of a PDU session to untrusted non-3GPP access connected to EPC
	F
	15.3.0
	C1-185644
	Ericsson
	5GS_Ph1-CT
	7.2.2.1
	 

	24.302
	666
	1
	Rel-15
	S-NSSAI info for PDN connection established over ePDG/EPC
	B
	15.3.0
	C1-185152
	Qualcomm Incorporated
	5GS_Ph1-CT
	3.2, 7.2.2.1, 7.4.1X (New), 8.2.1.3, 8.2.9.zz (New)
	 

	24.302
	672
	2
	Rel-15
	Using Serving network name as Access Network Identity for 5G
	F
	15.3.0
	C1-185772
	Nokia, Nokia Shanghai Bell, Ericsson, Intel, Huawei, HiSilicon
	5GS_Ph1-CT
	8.1.1.2
	 

	24.301
	3054
	1
	Rel-15
	Pass (Extended) Emergency Number List to upper layers
	F
	15.3.0
	C1-184583
	BlackBerry UK Ltd.
	5GS_Ph1-CT, TEI15
	5.3.7
	 


