Page 1



3GPP TSG-CT WG1 Meeting #111bis
C1-184057
Sophia-Antipolis (France), 9-13 July 2018
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.501
	CR
	0021
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Editor's notes in UPDP

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-07-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	1) UPDP description contains several editor's notes on work to be done in CT3. CT3 works on its own and does not need those reminders.

2) Subclause D.4 contains the following editor's note which has already been resolved:

Editor's note:
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***** change *****
D.1
General
The PCF can provide the UE with one or more UE policies using the network-requested UE policy management procedure. The PCF provides each UE policy using one or more UE policy sections, each identified by a UE policy section identifier (UPSI). The UPSI is composed of two parts:

a)
a PLMN ID part containing the PLMN ID for the PLMN of the PCF which provides the UE policies; and

b)
a UE policy section code (UPSC) containing a value assigned by the PCF. 

The UE processes the UE policy sections, each identified by the UPSI, received from the PCF and informs the PCF of the result.

The message coding rules for the messages exchanged between the UE and the PCF for UE policy delivery are specified in subclause D.4.
***** change *****
D.2.1.4
Network-requested UE policy management procedure not accepted by the UE

If the UE could not execute all instructions included in the UE policy section management list IE successfully, the UE shall:

a)
encode the UPSI associated with the instructions which could not be executed successfully and the associated UE Policy Delivery Protocol (UPDP) cause indicating the cause of the failure in a UE policy section management result IE as specified in subclause D.5.3 and include it in a MANAGE UE POLICY COMMAND REJECT message, and
b)
transport the MANAGE UE POLICY COMMAND REJECT message using the NAS transport procedure as specified in subclause 5.4.5.
Upon receipt of the MANAGE UE POLICY COMMAND REJECT message, the PCF shall stop timer T35xx.


Upon receipt of the N15 indication that the UE is not reachable, the PCF shall stop the T35xx.


***** change *****
D.4
Message coding rules


