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	Reason for change:
	Timer T3540 (guard timer for release of the NAS signalling connection) is documented in "Table 10.2.1: Timers of 5GS mobility management – UE side".
Issue 1:

Although it is understood that timer tables are not supposed to be exhaustive, still subclause 5.3.1.2 item b) and item e) are not covered in the timer table and some generic text should be provided.

Issue 2:

CONFIGURATION UPDATE COMMAND is received when the UE is normally registered, but 5GMM-REGISTERED is not mentioned in the STATE cell

Issue 3:
ON EXPIRY in the timer table only covers cases a), b) and c) of subclause 5.3.1.2. Cases d) and e) are missing

	
	

	Summary of change:
	For Issue 1, propose to cover the missing conditions in subclause 5.3.1.2 in CAUSE OF START as:

REGISTRATION ACCEPT message received as described in subclause 5.3.1.2 case b)

CONFIGURATION UPDATE COMMAND message received as described in subclause 5.3.1.2 case e)

For Issue 2, add 5GMM-REGISTERED to the STATE cell for timer T3540.

For Issue 3, in ON EXPIRY cells for T3540:

1. For the first cell, propose:

Release the NAS signalling connection for the cases a), and b) and e) as described in subclause 5.3.1.2, and additionally for case e) perform a new registration procedure as described in subclause 5.5.1.3.2.
2. For the second cell propose:

Release the NAS signalling connection for the cases c) and d) as described in subclause 5.3.1.2 and initiation of the registration procedure as specified in subclause 5.5.1.2.2 or 5.5.1.3.2

	
	

	Consequences if not approved:
	Incomplete specification of timer T3540 could lead to timer not being started when it should be started and conditions in the UE not being executed on expiry of the timer.
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	Other comments:
	


***** First change *****
10.2
Timers of 5GS mobility management

Timers of 5GS mobility management are shown in table 10.2.1 and table 10.2.2
Table 10.2.1: Timers of 5GS mobility management – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3510
	15s
	5GMM-REGISTERED-INITIATED
	Transmission of REGISTRATION REQUEST message
	REGISTRATION ACCEPT message received or REGISTRATION REJECT message received
	Start T3511 or T3502 as specified in subclause 5.5.1.2.7 if T3510 expired during registration procedure for initial registration.

Start T3511 or T3502 as specified in subclause 5.5.1.3.6 if T3510 expired during the registration procedure for mobility and periodic registration update

	T3502
	Default 12 min.

NOTE 1
	5GMM-REGISTERED
	At registration failure and the attempt counter is equal to 5
	Transmission of REGISTRATION REQUEST message
	Initiation of the registration procedure, if still required

	T3511
	10s
	5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION

5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE
	At registration failure due to lower layer failure, T3510 timeout or registration rejected with other 5GMM cause values than those treated in subclause 5.5.1.2.5 for initial registration or subclause 5.5.1.3.5 for mobility and periodic registration
	Transmission of REGISTRATION REQUEST message
	Retransmission of the REGISTRATION REQUEST, if still required

	T3512
	Default 54 min

NOTE 1
	5GMM-REGISTERED
	In 5GMM-REGISTERED, when 5GMM-CONNECTED mode is left
	When entering state 5GMM-DEREGISTERED or when entering 5GMM-CONNECTED mode
	Initiation of the periodic registration procedure if the UE is not registered for emergency services.
Locally deregister if the UE is registered for emergency services

	T3516
	30s
	5GMM-REGISTERED-INITIATED

5GMM-REGISTERED

5GMM-DEREGISTERED-INITIATED

5GMM-SERVICE-REQUEST-INITIATED
	RAND and RES stored as a result of an 5G authentication challenge
	SECURITY MODE COMMAND received

SERVICE REJECT received

REGISTRATION ACCEPT received

AUTHENTICATION REJECT received

AUTHENTICATION FAILURE sent

5GMM-DEREGISTERED, 5GMM-NULL or

5GMM-IDLE mode entered
	Delete the stored RAND and RES

	T3517
	15s
	5GMM-SERVICE-REQUEST-INITIATED
	Transmission of SERVICE REQUEST message
	SERVICE ACCEPT message received, or

SERVICE REJECT message received
	Abort the procedure

	T3519
	60s


	5GMM-REGISTERED-INITIATED


	Transmission of IDENTITY RESPONSE message with freshly generated SUCI
	REGISTRATION ACCEPT message with new 5G-GUTI received

CONFIGURATION UPDATE COMMAND message with new 5G-GUTI received
	Delete stored SUCI



	T3520
	15s
	5GMM-REGISTERED-INITIATED

5GMM-DEREGISTERED-INITIATED

5GMM-SERVICE-REQUEST-INITIATED
	Transmission of AUTHENTICATION FAILURE message with any of the 5GMM cause #20, #21 , #26 or #29
	AUTHENTICATION REQUEST message received or AUTHENTICATION REJECT message received

or

SECURITY MODE COMMAND message received

when entering 5GMM-IDLE mode

indication of transmission failure of AUTHENTICATION FAILURE message from lower layers
	On first expiry, the UE should consider the network as false and follow item g of subclause 5.4.1.3.7, if the UE is not registered for emergency services.

On first expiry, the UE will follow subclause 5.4.1.3.7 under "For items c, d, e and f:", if the UE is registered for emergency services.

	T3521
	15s
	5GMM-DEREGISTERED-INITIATED
	Transmission of DEREGISTRATION REQUEST message when de-registration procedure is not due to a "switch off"
	DEREGISTRATION ACCEPT message received
	Retransmission of DEREGISTRATION REQUEST message

	T3540
	10s
	5GMM-REGISTERED-INITIATED

5GMM-DEREGISTERED-INITIATED

5GMM-SERVICE-REQUEST-INITIATED
	REGISTRATION REJECT message or DEREGISTRATION REQUEST message received with any of the 5GMM cause #7, #11, #12 or #13

SERVICE REJECT message received with any of the 5GMM cause #7, #11, #12 or #13
REGISTRATION ACCEPT message received as described in subclause 5.3.1.2 case b)
	N1 NAS signalling connection released

PDU sessions have been set up
	Release the NAS signalling connection for the cases a) and b) as described in subclause 5.3.1.2

	
	
	5GMM-REGISTERED
	CONFIGURATION UPDATE COMMAND message received as described in subclause 5.3.1.2 case e)
	N1 NAS signalling connection released
	Release the NAS signalling connection for the case e) and perform a new registration procedure as described in subclause 5.5.1.3.2

	
	
	5GMM-DEREGISTERED

5GMM-DEREGISTERED.NORMAL-SERVICE
	REGISTRATION REJECT message or SERVICE REJECT message received with the 5GMM cause #9 or #10
	
	Release the NAS signalling connection for the cases c) and d) as described in subclause 5.3.1.2 and initiation of the registration procedure as specified in subclause 5.5.1.2.2 or 5.5.1.3.2

	Non-3GPP de-registration timer
	Default 54 min.

NOTE 1

NOTE 2
	All 5GMM state over non-3GPP access except 5GMM-DEREGISTERED over non-3GPP access
	Entering 5GMM-IDLE mode over non-3GPP access
	N1 NAS signalling connection over non-3GPP access established or when entering state 5GMM-DEREGISTERED over non-3GPP access
	Implicitly de-register the UE for non-3GPP access on 1st expiry

	NOTE 1:
The value of this timer is provided by the network operator during the registration procedure.

NOTE 2:
The default value of this timer is used if the network does not indicate a value in the REGISTRATION ACCEPT message and the UE does not have a stored value for this timer.


Editor's note:
The exact default value of the non-3GPP de-registration timer is FFS.

Table 10.2.2: Timers of 5GS mobility management – AMF side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T3550
	6s
	5GMM-COMMON-PROCEDURE-INITIATED
	Transmission of REGISTRATION ACCEPT message at initial registration.

Transmission of REGISTRATION ACCEPT message with 5G-GUTI at mobility or periodic registration
	REGISTRATION COMPLETE message received
	Retransmission of REGISTRATION ACCEPT message

	T3560
	6s
	5GMM-COMMON-PROCEDURE-INITIATED
	Transmission of AUTHENTICATION REQUEST message

Transmission of SECURITY MODE COMMAND message
	AUTHENTICATION RESPONSE message received

AUTHENTICATION FAILURE message received

SECURITY MODE COMPLETE message received

SECURITY MODE REJECT message received
	Retransmission of AUTHENTICATION REQUEST message or SECURITY MODE COMMAND message

	T3570
	6s
	5GMM-COMMON-PROCEDURE-INITIATED
	Transmission of IDENTITY REQUEST message
	IDENTITY RESPONSE message received
	Retransmission of IDENTITY REQUEST message

	T3513
	NOTE 4
	5GMM-REGISTERED
	Paging procedure initiated
	Paging procedure completed as specified in subclause 5.6.2.2.1
	Network dependent

	T3522
	6s
	5GMM-DEREGISTERED-INITIATED
	Transmission of DEREGISTRATION REQUEST message
	DEREGISTRATION ACCEPT message received
	Retransmission of DEREGISTRATION REQUEST message

	T3555
	6s
	5GMM-REGISTERED
	Transmission of CONFIGURATION UPDATE COMMAND message with Acknowledgement requested flag IE
	CONFIGURATION UPDATE COMPLETE message received
	Retransmission of CONFIGURATION UPDATE COMMAND message

	T3565
	6s
	5GMM-REGISTERED
	Transmission of NOTIFICATION message
	SERVICE REQUEST message received

NOTIFICATION RESPONSE message received
	Retransmission of NOTIFICATION message

	Mobile reachable timer
	NOTE 1 
	All except 5GMM-DEREGISTERED
	Entering 5GMM-IDLE mode
	N1 NAS signalling connection established
	Network dependent, but typically paging is halted on 1st expiry, and start implicit de-registration timer, if the UE is not registered for emergency services.
Implicitly de-register the UE which is registered for emergency services

	Implicit de-registration timer
	NOTE 2
	All except 5GMM-DEREGISTERED
	The mobile reachable timer expires while the network is in 5GMM-IDLE mode
	N1 NAS signalling connection established
	Implicitly detach the UE on 1st expiry

	Non-3GPP implicit de-registration timer
	NOTE 3
	All except 5GMM-DEREGISTERED
	Entering 5GMM-IDLE mode over non-3GPP access
	N1 NAS signalling connection over non-3GPP access established
	Implicitly de-register the UE for non-3GPP access on 1s expiry

	NOTE 1:
The default value of this timer is 4 minutes greater than T3512. If the UE is registered for emergency services, the value of this timer is set equal to T3512.

NOTE 2:
The value of this timer is network dependent. If MICO is activated, the default value of this timer is 4 minutes greater than T3512.

NOTE 3:
The value of this timer is network dependent. The default value of this timer is 4 minutes greater than the non-3GPP de-registration timer. 

NOTE 4:
The value of this timer is network dependent.


***** End changes *****
