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Annex A (informative):
NAS configuration MO DDF

This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.
<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN" 

"http://www.openmobilealliance.org/tech/DTD/dm_ddf-v1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName/>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>NAS configuration</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<ZeroOrOne/>




</Occurrence>




<DFTitle>The NAS configuration Management Object.</DFTitle>




<DFType>





<DDFName>urn:oma:mo:ext-3gpp-nas-config:1.0</DDFName>




</DFType>



</DFProperties>



<Node>




<NodeName>NAS_SignallingPriority</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>NAS Signalling Priority.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>AttachWithIMSI</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Attach with IMSI.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>MinimumPeriodicSearchTimer</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Minimum periodic search timer.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>NMO_I_Behaviour</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>NMO I behaviour.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Timer_T3245_Behaviour</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Timer T3245 Behaviour.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ExtendedAccessBarring</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Extended Access Barring.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Override_NAS_SignallingLowPriority</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Override NAS Signalling Low Priority.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>Override_ExtendedAccessBarring</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Override ExtendedAccessBarring.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>FastFirstHigherPriorityPLMNSearch</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> FastFirstHigherPriorityPLMNSearch.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>EUTRADisablingAllowedForEMMCause15</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> EUTRADisablingAllowedForEMMCause15.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>SM_RetryWaitTime</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> SM_RetryWaitTime</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>SM_RetryAtRATChange</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> SM_RetryAtRATChange</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>ExceptionDataReportingAllowed</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>




</AccessType>





<DFFormat>






<bool/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle> ExceptionDataReportingAllowed.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>


<Node>




<NodeName> Default_DCN_ID</NodeName>




<DFProperties>





<AccessType>






<Get/>





<Replace/>





</AccessType>





<DFFormat>






<int/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>Default_DCN_ID </DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>3GPP_PS_data_off</NodeName>




<DFProperties>





<AccessType>







<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>Configuration parameters for 3GPP PS data off.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>Exempted_service_list</NodeName>





<DFProperties>






<AccessType>








<Get/>







<Replace/>






</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<One/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>List of services which are exempted of 3GPP PS data off when the UE is in its HPLMN or EHPLMN.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Device_management_over_PS</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>Device management over PS which is a 3GPP PS data off exempt service when the UE is in its HPLMN or EHPLMN.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Bearer_independent_protocol</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>Bearer independent protocol which is a 3GPP PS data off exempt service when the UE is in its HPLMN or EHPLMN.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>




</Node>





<Node>





<NodeName>Exempted_service_list_roaming</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>







</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<One/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>List of services which are exempted of 3GPP PS data off when the UE is in the VPLMN.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>Device_management_over_PS</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>Device management over PS which is a 3GPP PS data off exempt service when the UE is in the VPLMN.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>Bearer_independent_protocol</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<bool/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<Scope>








<Dynamic/>







</Scope>







<DFTitle>Bearer independent protocol which is a 3GPP PS data off exempt service when the UE is in the VPLMN.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





</Node>




</Node>



<Node>




<NodeName>EARFCNList</NodeName>




<DFProperties>





<AccessType>







<Get/>






<Replace/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>List of EARFCN for initial cell search of MTC carrier or NB-IoT carrier.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName></NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>







</AccessType>






<DFFormat>







<node/>






</DFFormat>






<Occurrence>







<OneOrMore/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle> List of EARFCNs and associated geographical area for initial cell search of MTC carrier or NB-IoT carrier.</DFTitle>






<DFType>







<DDFName/>






</DFType>





</DFProperties>





<Node>






<NodeName>EARFCN</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<chr/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>EARFCN configured to the UE for initial cell search of MTC carrier of NB-IoT carrier.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>





</Node>





<Node>






<NodeName>GeographicalArea</NodeName>






<DFProperties>







<AccessType>








<Get/>








<Replace/>







</AccessType>







<DFFormat>








<node/>







</DFFormat>







<Occurrence>








<One/>







</Occurrence>







<DFTitle>Geographical Area description.</DFTitle>







<DFType>








<MIME>text/plain</MIME>







</DFType>






</DFProperties>






<Node>







<NodeName>Polygon</NodeName>







<DFProperties>








<AccessType>









<Get/>









<Replace/>








</AccessType>








<DFFormat>









<node/>








</DFFormat>








<Occurrence>









<One/>








</Occurrence>








<DFTitle>Polygon Area description.</DFTitle>








<DFType>









<DDFName/>








</DFType>







</DFProperties>







<Node>








<NodeName></NodeName>








<DFProperties>









<AccessType>










<Get/>










<Replace/>









</AccessType>









<DFFormat>










<node/>









</DFFormat>









<Occurrence>










<OneOrMore/>









</Occurrence>









<DFType>










<DDFName></DDFName>









</DFType>








</DFProperties>








<Node>









<NodeName>Coordinates</NodeName>









<DFProperties>










<AccessType>











<Get/>











<Replace/>










</AccessType>










<DFFormat>











<node/>










</DFFormat>










<Occurrence>











<One/>










</Occurrence>










<DFTitle>Descriptions for geographical coordinates</DFTitle>










<DFType>











<MIME>text/plain</MIME>










</DFType>









</DFProperties>








<Node>










<NodeName></NodeName>










<DFProperties>











<AccessType>












<Get/>












<Replace/>











</AccessType>











<DFFormat>












<node/>











</DFFormat>











<Occurrence>












<OneOrMore/>











</Occurrence>











<DFType>












<DDFName></DDFName>











</DFType>










</DFProperties>










<Node>











<NodeName>Latitude</NodeName>











<DFProperties>












<AccessType>













<Get/>













<Replace/>












</AccessType>












<DFFormat>













<bin/>












</DFFormat>












<Occurrence>













<One/>












</Occurrence>












<DFTitle>coordinate latitude</DFTitle>












<DFType>













<MIME>text/plain</MIME>












</DFType>











</DFProperties>










</Node>










<Node>











<NodeName>Longitude</NodeName>











<DFProperties>












<AccessType>













<Get/>













<Replace/>












</AccessType>












<DFFormat>













<bin/>












</DFFormat>












<Occurrence>













<One/>












</Occurrence>












<DFTitle>coordinate longitude</DFTitle>












<DFType>













<MIME>text/plain</MIME>












</DFType>











</DFProperties>










</Node>








</Node>







</Node>






</Node>





</Node>




</Node>




</Node>



</Node>



<Node>




<NodeName>Ext</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<DFTitle>A collection of all extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>

