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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".

[3]
3GPP TS 23.502: "Procedures for the 5G System; Stage 2".

[4]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".

[5]
3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]
OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[7]
3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[8]
IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[9]
3GPP TS 23.003: "Numbering, addressing and identification".

[10]
IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[11]
3GPP TS 33.501: "Security architecture and procedures for 5G system".

[12]
IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[13]
3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[xx]
IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[yy]
IETF RFC 7807: "Problem Details for HTTP APIs".
* * * Next Change * * * *

6.1.2.2.2
Content type 

The following content types shall be supported:

-
JSON, as defined in IETF RFC 8259 [xx], shall be used as content type of the HTTP bodies specified in the present specification as indicated in subclause 5.4 of 3GPP TS 29.500 [4].

-
The Problem Details JSON Object (IETF RFC 7807 [yy]. The use of the Problem Details JSON object in a HTTP response body shall be signalled by the content type "application/problem+json".

* * * Next Change * * * *

6.1.6.1
General

This subclause specifies the application data model supported by the API.

Table 6.1.6.1-1 specifies the data types defined for the Nnssf service based interface protocol.

Table 6.1.6.1-1: Nnssf_NSSelection specific Data Types
	Data type
	Section defined
	Description

	AuthorizedNetworkSliceInfo
	6.1.6.2.2
	Contains the authorized network slice information.

	SubscribedSnssai
	6.1.6.2.3
	Contains the subscribed S-NSSAI.

	
	
	

	AllowedSnssai
	6.1.6.2.5
	Contains the authorized S-NSSAI and optional mapped home S-NSSAI and network slice instance information.

	AllowedNssai
	6.1.6.2.6
	Contains an array of allowed S-NSSAI that constitute the allowed NSSAI information for the authorized network slice information.

	NsiInformation
	6.1.6.2.7
	Contains the identifier of NRF to be used to select NFs/services within the selected Network Slice instance and optional the Identifier of the selected Network Slice instance.

	MappingOfRequestedSnssai
	6.1.6.2.8
	Contains the mapping of requested S-NSSAI in the serving network and the value of the home network.

	
	
	

	SliceInfoForRegistration
	6.1.6.2.10
	Contains the slice information requested during a Registration procedure.

	SliceInfoForPDUSession
	6.1.6.2.11
	Contains the slice information requested during PDU Session establishment procedure.

	ConfiguredSnssai
	6.1.6.2.12
	Contains the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN and optional mapped home S-NSSAI.

	
	
	


Table 6.1.6.1-2 specifies data types re-used by the Nnssf- service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nnssf service based interface.

Table 6.1.6.1-2: Nnssf re-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.1.8-1.

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name.


* * * Next Change * * * *

6.1.6.2.2
Type: AuthorizedNetworkSliceInfo

Table 6.1.6.2.2-1: Definition of type AuthorizedNetworkSliceInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	allowedNssai
	AllowedNssai
	C
	1
	This IE shall contain the allowed S-NSSAI(s) authorized by the NSSF in the serving PLMN, if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s).

	configuredNssai
	array(ConfiguredSnssai)
	C
	0..N
	This IE shall contain the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN, if the NSSF did not receive any Requested NSSAI or the Requested NSSAI includes an S-NSSAI that is not valid in the Serving PLMN.

	targetAmfSet
	string
	O
	0..1
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the target AMF set.

	candidateAmfList
	array(NfInstanceId)
	O
	0..N
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the list of candidate AMF(s).

	rejectedNssaiInPlmn
	array(Snssai)
	O
	0..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the PLMN.

	rejectedNssaiInTa
	array(Snssai)
	O
	0..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the current TA.

	nsiInformation
	NsiInformation
	C
	0..1
	This IE shall be included by the NSSF if the NSSF received the S-NSSAI. (i.e. during PDU session establishment procedure)



	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported


6.1.6.2.3
Type: SubscribedSnssai
Table 6.1.6.2.3-1: Definition of type SubscribedSnssai
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscribedSnssai
	Snssai
	M
	1
	This IE shall contain the subscribed S-NSSAI.

	defaultIndication
	boolean
	O
	0..1
	If it is set, the subscribed S-NSSAI is a default subscribed S-NSSAI.


6.1.6.2.4
Void

	
	
	
	
	

	
	
	
	
	


6.1.6.2.5
Type: AllowedSnssai
Table 6.1.6.2.5-1: Definition of type AllowedSnssai
	Attribute name
	Data type
	P
	Cardinality
	Description

	allowedSnssai
	Snssai
	M
	1
	This IE shall contain the allowed S-NSSAI in the serving PLMN.

	nsiInformationList
	array(NsiInformation)
	O
	0..N
	If present, this IE shall include the information related to the network slice instance corresponding to the allowed S-NSSAI.

	mappedHomeSnssai
	Snssai
	O
	0..1
	When present, this IE shall contain the mapped S-NSSAI value of home network corresponding to the allowed S-NSSAI in the serving PLMN.


6.1.6.2.7
Type: NsiInformation
Table 6.1.6.2.7-1: Definition of type NsiInformation
	Attribute name
	Data type
	P
	Cardinality
	Description

	nrfId
	Fqdn
	M
	1
	This IE shall contain the Fully Qualified Domain Name of the NRF to be used to select NFs/services within the selected Network Slice instance.

	nsiId
	NsiId
	O
	0..1
	This IE may be optionally included by the NSSF. When present, this IE shall contain the Identifier of the selected Network Slice instance


6.1.6.2.8
Type: MappingOfRequestedSnssai
Table 6.1.6.2.8-1: Definition of type MappingOfRequestedSnssai

	Attribute name
	Data type
	P
	Cardinality
	Description

	servingSnssai
	Snssai
	M
	1
	This IE shall contain the S-NSSAI value of serving network.

	homeSnssai
	Snssai
	M
	1
	This IE shall contain the mapped S-NSSAI value of home network.


6.1.6.2.9
Void

	
	
	
	
	

	
	
	
	
	


6.1.6.2.10
Type: SliceInfoForRegistration
Table 6.1.6.2.10-1: Definition of type SliceInfoForRegistration
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscribedNssai 
	array(SubscribedSnssai)
	M
	1..N
	This IE shall contain the list of subscribed S-NSSAIs along with an indication for each S-NSSAI if it is a default S-NSSAI, if available. 

	mappingOfRequestedNssai
	array(MappingOfRequestedSnssai)
	O
	0..N
	This IE may be present when the network slice information is requested during the Registration procedure. If present, this IE shall contain the mapping of requested NSSAI.

	requestedNssai
	array(Snssai)
	O
	0..N
	This IE may contain the set of S-NSSAIs requested by the UE.


6.1.6.2.11
Type: SliceInfoForPDUSession
Table 6.1.6.2.11-1: Definition of type SliceInfoForPDUSession
	Attribute name
	Data type
	P
	Cardinality
	Description

	sNssai
	Snssai
	M
	1
	This IE shall contain the requested S-NSSAI for the PDU session. when the AMF queries the NSSF in the serving PLMN. When the vNSSF queries the hNSSF during PDU session establishment for home routed roaming case, this IE shall contain the S-NSSAI from the Configured NSSAI for the HPLMN that maps to the S-NSSAI from the Allowed NSSAI of the Serving PLMN, as obtained from the NF Service Consumer of the vNSSF.

	roamingIndication
	RoamingIndication
	M
	1
	This IE shall contain the indication whether the UE is in non-roaming, LBO roaming or HR roaming.

	homeSnssai
	Snssai
	C
	0..1
	This IE shall be included by the NF Service Consumer (e.g. AMF) towards the vNSSF during PDU session establishment procedure in home routed roaming scenario. This IE shall contain the S-NSSAI from the Configured NSSAI for the HPLMN that maps to the S-NSSAI from the Allowed NSSAI of the Serving PLMN when the UE in the roaming scenario.


6.1.6.2.12
Type: ConfiguredSnssai
Table 6.1.6.2.12-1: Definition of type ConfiguredSNssai
	Attribute name
	Data type
	P
	Cardinality
	Description

	configuredSnssai
	Snssai
	M
	1
	This IE shall contain the configured S-NSSAI in the serving PLMN.

	mappedHomeSnssai
	Snssai
	O
	0..1
	When present, this IE shall contain the mapped S-NSSAI value of home network corresponding to the configured S-NSSAI in the serving PLMN.


6.1.6.2.13
Void

	
	
	
	
	

	
	
	
	
	


* * * Next Change * * * *

6.2.2.2.2
Content type 

The JSON format shall be supported. The use of JSON format shall be as specified in sub-clause 5.4 of 3GPP TS 29.500 [4].
The following content types shall be supported:

-
JSON, as defined in IETF RFC 8259 [xx], shall be used as content type of the HTTP bodies specified in the present specification as indicated in subclause 5.4 of 3GPP TS 29.500 [4].

-
The Problem Details JSON Object (IETF RFC 7807 [yy]). The use of the Problem Details JSON object in a HTTP response body shall be signalled by the content type "application/problem+json".
-
JSON Patch (IETF RFC 6902 [8]). The use of the JSON Patch format in a HTTP request body shall be signalled by the content type "application/json-patch+json".
* * * Next Change * * * *

6.2.6
Data Model

6.2.6.1
General

This subclause specifies the application data model supported by the API.

Table 6.2.6.1-1 specifies the data types defined for the Nnssf_NSSAIAvailability service based interface protocol.

Table 6.2.6.1-1: Nnssf_NSSAIAvailability specific Data Types
	Data type
	Section defined
	Description

	NssaiAvailabilityInfo
	6.2.6.2.2
	This contains the Nssai availability information requested by the AMF.

	SupportedNssaiAvailabilityData
	6.2.6.2.3
	This contains the Nssai availability data information per TA supported by the AMF.

	AuthorizedNssaiAvailabilityData
	6.2.6.2.4
	This contains the Nssai availability data information per TA authorized by the NSSF

	RestrictedSnssai
	6.2.6.2.5
	This contains the restricted SNssai information per PLMN.

	AuthorizedNssaiAvailabilityInfo
	6.2.6.2.6
	This contains the Nssai availability data information authorized by the NSSF

	PatchDocument
	6.2.6.2.7
	This contains the JSON Patch instructions for updating the Nssai availability data information at the NSSF.

	NssfEventSubscriptionCreateData
	6.2.6.2.8
	This contains the information for event subscription.

	NssfEventSubscriptionCreatedData
	6.2.6.2.9
	This contains the information for event subscription.

	NssfEventNotification
	6.2.6.2.10
	This contains the information for created event subscription.


Table 6.2.6.1-2 specifies data types re-used by the Nnssf service based interface protocol from other specifications. 
Table 6.2.6.1-2: Nnssfre-used Data Types
	Data type
	Reference
	Comments

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features defined in table 6.2.8-1.

	Snssai
	3GPP TS 29.571 [7]
	

	PatchItem
	3GPP TS 29.571 [7]
	Identifies the JSON Patch instructions


* * * Next Change * * * *

6.2.6.2.3
Type: SupportedNssaiAvailabilityData

Table 6.2.6.2.3-1: Definition of type SupportedNssaiAvailabilityData
	Attribute name
	Data type
	P
	Cardinality
	Description

	tai
	Tai
	M
	1
	This IE shall contain the identifier of the Tracking Area

	supportedSnssaiList
	array(Snssai)
	M
	1..N
	This IE shall contain the S-NSSAI(s) supported by the AMF for the TA.


6.2.6.2.4
Type: AuthorizedNssaiAvailabilityData

Table 6.2.6.2.4-1: Definition of type AuthorizedNssaiAvailabilityData

	Attribute name
	Data type
	P
	Cardinality
	Description

	tai
	Tai
	M
	1
	This IE shall contain the identifier of the Tracking Area.

	supportedSnssaiList
	array(Snssai)
	M
	1..N
	This IE shall contain the SNSSAI(s) supported by the AMF for the TA.

	restrictedSnssaiList
	array(RestrictedSnssai)
	O
	0..N
	This IE may contain the restricted S-NSSAI(s) per PLMN for the TA. If the restricted SNssai is not present, no restricted S-NSSAI is applicable to the TA. When present, this IE shall be included only by the NSSF.


6.2.6.2.5
Type: RestrictedSnssai

Table 6.2.6.2.5-1: Definition of type RestrictedSnssai

	Attribute name
	Data type
	P
	Cardinality
	Description

	homePlmnId
	PlmnId
	M
	1
	This IE shall contain the home PLMN ID of the PLMN with which the serving network has roaming agreement.

	sNssaiList
	array(Snssai)
	M
	1..N
	This IE shall contain the array of restricted S-NSSAIs for the home PLMN Id. 


* * * Next Change * * * *

6.2.6.2.8
Type: NssfEventSubscriptionCreateData

Table 6.2.6.2.8-1: Definition of type NssfEventSubscriptionCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description

	nfNssaiAvailabilityUri
	Uri
	M
	1
	Identifies the recipient of notifications sent by the NF service consumer (e.g. AMF) for this subscription

	taiList
	array(Tai)
	M
	1..N
	Identifies the TAIs supported by the NF service consumer (e.g. AMF).

	event
	NssfEventType
	M
	1
	Describes the event to be subscribed for this subscription.


6.2.6.2.9
Type: NssfEventSubscriptionCreatedData

Table 6.2.6.2.9-1: Definition of type NssfEventSubscriptionCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscriptionId
	string
	M
	1
	Identifies the subscription Id for the created subscription.

	authorizedNssaiAvailabilityData
	array(AuthorizedNssaiAvailabilityData)
	O
	0..N
	If the authorized NSSAI availability (i.e. any S-NSSAIs restricted per TA and per PLMN in the serving PLMN of the UE) is available, the NSSF may include this IE.


6.2.6.2.10
Type: NssfEventNotification

Table 6.2.6.2.10-1: Definition of type NssfEventNotification

	Attribute name
	Data type
	P
	Cardinality
	Description

	subscriptionId
	string
	M
	1
	Indicates which subscription generated event notificaiton. 

This parameter is generated by NSSF and returned in "Location" header in HTTP responses. This can be useful if a NF use a common call-back URI for multiple subscriptions.

	authorizedNssaiAvailabilityData
	array(AuthorizedNssaiAvailabilityData)
	M
	1..N
	Contains the authorized NSSAI availability information.


* * * Next Change * * * *

6.2.6.3.3
Enumeration: NssfEventType
Table 6.2.6.3.3-1: Enumeration NssfEventType

	Enumeration value
	Description

	"S-NSSAI_RESTRICTED_REPORT"
	A NF subscribes to this event to receive the current S-NSSAI restricted per TA and per PLMN in the serving PLMN of the UE.


* * * Next Change * * * *

A.2
Nnssf_NSSelection API

openapi: 3.0.0

info:

  version: '1.PreR15.0.0'

  title: 'NSSF NS Selection'

  description: 'NSSF Network Slice Selection Service'
security:
  - {}
  - oAuth2Clientcredentials: []
servers:

  - url: https://{apiRoot}/nnssf-nsselection/v1

    variables:

      apiRoot:

        default: localhost:8080
paths:

  /network-slice-information:

    get:

      summary:  Retrieve the Network Slice Selection Information 

      tags:

        - Network Slice Information (Document)
      operationId: NSSelectionGet

      parameters:
        - name: nf-type
          in: query

          description: NF type of the NF service consumer

          required: true
          schema:

            $ref: 'TS29510_Nnrf_NFManagement.yaml#/components/schemas/NFType'
        - name: nf-id
          in: query

          description: NF Instance ID of the NF service consumer

          required: true
          schema:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        - name: slice-info-request-for-registration
          in: query

          description: Requested network slice information during Registration procedure

          content:

            application/json:
              schema:

                $ref: '#/components/schemas/SliceInfoForRegistration'
        - name: slice-info-request-for-pdu-session
          in: query

          description: Requested network slice information during PDU session establishment procedure

          content:

            application/json:
              schema:

                $ref: '#/components/schemas/SliceInfoForPDUSession'
        - name: home-plmn-id
          in: query

          description: PLMN ID of the HPLMN

          content:

            application/json:
              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'
        - name: tai
          in: query

          description: TAI of the UE

          content:

            application/json:
              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'

        - name: supported-features
          in: query

          description: Features required to be supported by the NFs in the target slice instance



          schema:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

      responses:

        '200':

          description: OK (Successful Network Slice Selection)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/AuthorizedNetworkSliceInfo'
        '403':

          description: Forbidden
          content:

            application/json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





components:
  securitySchemes:

    oAuth2ClientCredentials:

      type: oauth2

      flows: 

        clientCredentials: 

          tokenUrl: '{nrfApiRoot}/oauth2/token'

          scopes: {}
  schemas:

    AuthorizedNetworkSliceInfo:

      type: object

      required:

        - allowedNssai

      properties:

        allowedNssai:
          $ref: '#/components/schemas/AllowedNssai'

        configuredNssai:
          type: array

          items:
            $ref: '#/components/schemas/ConfiguredSnssai'

        targetAmfSet:

          type: string

        candidateAmfList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'

        rejectedNssaiInPlmn:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        rejectedNssaiInTa:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        nsiInformation:

          $ref: '#/components/schemas/NsiInformation'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    SubscribedSnssai:

      type: object

      required:

        - subscribedSnssai

      properties:

        subscribedSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        defaultIndication:

          type: boolean










    AllowedSnssai:

      type: object

      required:

        - allowedSnssai

      properties:

        allowedSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        nsiInformationList:

          type: array

          items:

            $ref: '#/components/schemas/NsiInformation'

        mappedHomeSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    AllowedNssai:

      type: object

      required:

        - allowedSNssai

      properties:

        allowedSNssai:

          type: array

          items:

            $ref: '#/components/schemas/AllowedSNssai'

    NsiInformation:

      type: object

      required:

        - nrfId

      properties:

        nrfId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Fqdn'

        nsiId:

          $ref: '#/components/schemas/NsiId'
    MappingOfRequestedSnssai:

      type: object

      required:

        - servingSnssai

        - homeSnssai

      properties:

        servingSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        homeSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'










    SliceInfoForRegistration:

      type: object

      required:

        - subscribedNssai
      properties:

        subscribedNssai:

          $ref: '#/components/schemas/SubscribedNssai'

        requestedNssai:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        mappingOfRequestedNssai:
          type: array

          items:
            $ref: '#/components/schemas/MappingOfRequestedSnssai'

    SliceInfoForPDUSession:

      type: object

      required:

        - sNssai

        - roamingIndication

      properties:

        sNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        roamingIndication:

          $ref: '#/components/schemas/RoamingIndication'

        homeSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    ConfiguredSnssai:

      type: object

      required:

        - configuredSnssai

      properties:

        configuredSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        mappedHomeSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'










    RoamingIndication:

      anyOf:

        - type: string

          enum:

            - NON_ROAMING

            - LOCAL_BREAKOUT

            - HOME_ROUTED_ROAMING

        - type: string

    NsiId:

      type: string
externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.531/' 

* * * Next Change * * * *

A.3
Nnssf_NSSAIAvailability API

openapi: 3.0.0

info:

  version: '1.PreR15.0.0'

  title: 'NSSF NSSAI Availability'

  description: 'NSSF NSSAI Availability Service'
security:
  - {}
  - oAuth2Clientcredentials: []
servers:

  - url: '{apiRoot}/nnssf-nssaiavailability/v1'
    variables:

      apiRoot:

        default: https://example.com
        description: apiRoot as defined in subclause 4.4 of 3GPP TS 29.501
paths:

  /nssai-availability/{nfId}:

    put:

      summary: Updates/replaces the NSSF with the S-NSSAIs the NF service consumer (e.g AMF) supports per TA

      tags:

        - NF Instance ID (Document)
      operationId: NSSAIAvailabilityPut
      parameters:

        - name: nfId

          in: path

          description: Identifier of the NF service consumer instance

          required: true

          schema:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
      requestBody:

        description: Parameters to update/replace at the NSSF, the S-NSSAIs supported per TA

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/NssaiAvailabilityInfo'

      responses:

        '200':

          description: OK (Successful update of SNSSAI information per TA)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/AuthorizedNssaiAvailabilityInfo'
        '403':

          description: Forbidden
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '404':

          description: Not Found
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





    patch:

      summary: Updates an already existing S-NSSAIs per TA provided by the NF service consumer (e.g AMF)

      tags:

        - NF Instance ID (Document)
      operationId: NSSAIAvailabilityPatch
      parameters:

        - name: nfId

          in: path

          description: Identifier of the NF service consumer instance

          required: true

          schema:

            type: string

      requestBody:

        description: JSON Patch instructions to update at the NSSF, the S-NSSAIs supported per TA

        required: true

        content:

          application/json-patch+json::

            schema:

              $ref: '#/components/schemas/PatchDocument'

      responses:

        '200':

          description: OK (Successful update of SNSSAI information per TA)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/AuthorizedNssaiAvailabilityInfo'
        '403':

          description: Forbidden
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '404':

          description: Not Found
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





    delete:

      summary: Deletes an already existing S-NSSAIs per TA provided by the NF service consumer (e.g AMF)

      tags:

        - NF Instance ID (Document)
      operationId: NSSAIAvailabilityDelete
      parameters:

        - name: nfId

          in: path

          description: Identifier of the NF service consumer instance

          required: true

          schema:

            type: string

      responses:

        '204':

          description: No Content (Successful deletion of SNSSAI information per TA)
        '404':

          description: Not Found
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





  /nssai-availability/subscriptions:

    post:

      summary: Creates subscriptions for notification about updates to NSSAI availability information

      tags:

        - Subscriptions (Collection)
      operationId: NSSAIAvailabilitySubscribe

      requestBody:

        description: Subscription for notification about updates to NSSAI availability information

        required: true

        content:

          application/json:

            schema:

              $ref: '#/components/schemas/NssfEventSubscriptionCreateData'

      callbacks:

        nssaiAvailabilityNotification:

          '{request.body#/nfNssaiAvailabilityUri}':

            post:

              requestBody:  # contents of the callback message

                required: true

                content:

                  application/json:

                    schema:

                      $ref: '#/components/schemas/NssfEventNotification'

              responses:

                '204':

                  description: No Content (successful notification)

      responses:

        '201':

          description: Created (Successful creation of subscription for notification)

          content:

            application/json:

              schema:

                $ref: '#/components/schemas/NssfEventSubscriptionCreatedData'
        '403':

          description: Forbidden
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '404':

          description: Not Found
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





    delete:

      summary: Deletes an already existing NSSAI availability notification subscription

      tags:

        - Subscription ID (Document)
      operationId: NSSAIAvailabilityUnsubscribe

      parameters:

        - name: subscriptionId

          in: path

          description: Identifier of the subscription for notification

          required: true

          schema:

            type: string

      responses:

        '204':

          description: No Content (Successful deletion of subscription for NSSAI Availability notification)
        '404':

          description: Not Found
          content:

            application/problem+json:

              schema:

                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        default:

          description: Unexpected error





components:
  securitySchemes:

    oAuth2ClientCredentials:

      type: oauth2

      flows: 

        clientCredentials: 

          tokenUrl: '{nrfApiRoot}/oauth2/token'

          scopes: {}
  schemas:

    NssaiAvailabilityInfo:

      type: object

      required:

        - supportedNssaiAvailabilityData

      properties:

        supportedNssaiAvailabilityData:

          $ref: '#/components/schemas/SupportedNssaiAvailabilityData'

        nfNssaiAvailabilityUri:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    SupportedNssaiAvailabilityData:

      type: object

      required:

        - tai

        - supportedSnssaiList
      properties:

        tai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'

        supportedSnssaiList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    AuthorizedNssaiAvailabilityData:

      type: object

      required:

        - tai

        - supportedSnssaiList
      properties:

        tai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'

        supportedSnssaiList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        restrictedSnssaiList:
          type: array

          items:
            $ref: '#/components/schemas/RestrictedSnssai'

    RestrictedSnssai:

      type: object

      required:

        - homePlmnId

        - sNssaiList
      properties:

        homePlmnId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/PlmnId'

        sNssaiList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    AuthorizedNssaiAvailabilityInfo:

      type: object

      required:

        - authorizedNssaiAvailabilityData

      properties:

        authorizedNssaiAvailabilityData:

          type: array

          items:

            $ref: '#/components/schemas/AuthorizedNssaiAvailabilityData'

        nfNssaiAvailabilityUri:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

    NssfEventSubscriptionCreateData:

      type: object

      required:

        - nfNssaiAvailabilityUri

        - taiList
        - event

      properties:

        nfNssaiAvailabilityUri:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'

        taiList:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'

        event:

          $ref: '#/components/schemas/NssfEventType'

    NssfEventSubscriptionCreatedData:

      type: object

      required:

        - subscriptionId

      properties:

        subscriptionId:

          type: string

        authorizedNssaiAvailabilityData:

          type: array

          items:

            $ref: '#/components/schemas/AuthorizedNssaiAvailabilityData'

    NssfEventNotification:

      type: object

      required:

        - subscriptionId

        - authorizedNssaiAvailabilityData

      properties:

        subscriptionId:

          type: string

        authorizedNssaiAvailabilityData:

          type: array

          items:

            $ref: '#/components/schemas/AuthorizedNssaiAvailabilityData'
    NssfEventType:

      anyOf:

        - type: string

          enum:

            - S-NSSAI_RESTRICTED_REPORT

        - type: string
    PatchDocument:

      type: array

      items:

        $ref: 'TS29571_CommonData.yaml#/components/schemas/PatchItem'




* * * End of Changes * * * *

