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	29.502
	0044
	2
	Rel-15
	IndDirect Forwarding Flag
	F
	15.1.0
	CT4#86-Bis
	C4-187571
	ZTE
	5GS_Ph1-CT
	
	

	29.502
	0045
	1
	Rel-15
	Data Forwarding IE
	F
	15.1.0
	CT4#86-Bis
	C4-187413
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0047
	-
	Rel-15
	Alignments with NAS 5GS Session Management
	F
	15.1.0
	CT4#86-Bis
	C4-187195
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0048
	1
	Rel-15
	Alignments with NGAP
	F
	15.1.0
	CT4#86-Bis
	C4-187415
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0049
	-
	Rel-15
	Corrections to N2 Handover and Inter-AMF change or mobility procedures
	F
	15.1.0
	CT4#86-Bis
	C4-187197
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0050
	2
	Rel-15
	Indication of Access Type can be changed
	F
	15.1.0
	CT4#86-Bis
	C4-187641
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0051
	-
	Rel-15
	Roaming Charging Profile negotiation for Home Routed PDU sessions
	F
	15.1.0
	CT4#86-Bis
	C4-187199
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0052
	-
	Rel-15
	Service restart detection by direct signalling between NFs
	F
	15.1.0
	CT4#86-Bis
	C4-187200
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0053
	-
	Rel-15
	Use of the serviceName attribute by the Notify SM Context Status service operation
	F
	15.1.0
	CT4#86-Bis
	C4-187201
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0054
	-
	Rel-15
	Cardinality of arrays
	F
	15.1.0
	CT4#86-Bis
	C4-187202
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0055
	-
	Rel-15
	Data type of serviceName attribute
	F
	15.1.0
	CT4#86-Bis
	C4-187203
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0056
	-
	Rel-15
	HTTP status code "501 Not Implemented"
	F
	15.1.0
	CT4#86-Bis
	C4-187204
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0057
	-
	Rel-15
	Case conventions
	F
	15.1.0
	CT4#86-Bis
	C4-187205
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0058
	-
	Rel-15
	Resource URI structure of Nsmf_PDUSession service
	F
	15.1.0
	CT4#86-Bis
	C4-187206
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0059
	-
	Rel-15
	EPS bearer identity and data type definitions
	F
	15.1.0
	CT4#86-Bis
	C4-187333
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0060
	3
	Rel-15
	EPC Interworking in Home Routed Roaming
	F
	15.1.0
	CT4#87
	C4-188615
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0061
	1
	Rel-15
	Correction to EPS Interworking Indication
	F
	15.1.0
	CT4#87
	C4-188427
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0063
	-
	Rel-15
	Presence condition of targetServingNfId
	F
	15.1.0
	CT4#87
	C4-188144
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0064
	2
	Rel-15
	PDU session removal during interworking with N26
	F
	15.1.0
	CT4#87
	C4-188616
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0067
	1
	Rel-15
	Complete the SSC mode 3 in the home routed roaming scenario
	F
	15.1.0
	CT4#87
	C4-188434
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0068
	2
	Rel-15
	Clarification on EBI allocation
	F
	15.1.0
	CT4#87
	C4-188618
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0069
	1
	Rel-15
	Correct description of Request type
	F
	15.1.0
	CT4#87
	C4-188437
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0071
	2
	Rel-15
	PDU Session Id Duplication
	F
	15.1.0
	CT4#87
	C4-188668
	Ericsson
	5GS_Ph1-CT
	
	

	29.502
	0072
	1
	Rel-15
	Service Instance
	F
	15.1.0
	CT4#87
	C4-188439
	Ericsson
	5GS_Ph1-CT
	
	

	29.502
	0075
	2
	Rel-15
	A new cause value ‘PDU_Session_Status_Mismatch’ for Cause Data Type
	F
	15.1.0
	CT4#87
	C4-188392
	Cisco Systems, Nokia, Nokia Shanghai Bell, Verizon
	5GS_Ph1
	
	

	29.502
	0076
	2
	Rel-15
	UDM group Id
	F
	15.1.0
	CT4#87
	C4-188664
	Nokia, Nokia Shanghai Bell, Ericsson
	5GS_Ph1-CT
	
	

	29.502
	0077
	2
	Rel-15
	Always-on PDU sessions
	F
	15.1.0
	CT4#87
	C4-188617
	Nokia, Nokia Shanghai Bell, CATT
	5GS_Ph1-CT
	
	

	29.502
	0078
	2
	Rel-15
	Handover Failure scenarios
	F
	15.1.0
	CT4#87
	C4-188619
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0079
	-
	Rel-15
	Release of PDU session during 5GS to EPS mobility
	F
	15.1.0
	CT4#87
	C4-188268
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0080
	1
	Rel-15
	Mandatory HTTP status codes
	F
	15.1.0
	CT4#87
	C4-188446
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0081
	1
	Rel-15
	Clarification of API URI definition
	F
	15.1.0
	CT4#87
	C4-188447
	Nokia, Nokia Shanghai Bell, Huawei
	5GS_Ph1-CT
	
	

	29.502
	0082
	-
	Rel-15
	API version
	F
	15.1.0
	CT4#87
	C4-188271
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0083
	-
	Rel-15
	externalDocs field in OpenAPI document
	F
	15.1.0
	CT4#87
	C4-188272
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0084
	-
	Rel-15
	Location Header
	F
	15.1.0
	CT4#87
	C4-188273
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0085
	-
	Rel-15
	Regular Expression Patterns
	F
	15.1.0
	CT4#87
	C4-188274
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0086
	-
	Rel-15
	Correct reference of EPS to 5GS handover
	F
	15.1.0
	CT4#87
	C4-188319
	Huawei
	5GS_Ph1-CT
	
	

	29.502
	0087
	-
	Rel-15
	Secondary RAT usage data reporting
	F
	15.1.0
	CT4#87
	C4-188324
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	

	29.502
	0088
	1
	Rel-15
	OAuth2 requirements
	F
	15.1.0
	CT4#87
	C4-188449
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	
	


