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* * * First Change * * * *

5.4.2.1
Introduction

For the Nudm_UEAuthentication service the following service operation is defined:

-
Get

-
ResultConfirmation

The Nudm_UEAuthentication service is used by the AUSF to request the UDM to select an authentication method, calculate a fresh authentication vector (AV) if required for the selected method, and provide it to the AUSF by means of the Get service operation. See 3GPP TS 33.501 [6] subclause 14.2.2.
The Nudm_UEAuthentication service is also used by the AUSF to inform the UDM about the occurrence of a successful or unsuccessful authentication by means of the ResultConfirmation service operation. See 3GPP TS 33.501 [6] subclause 14.2.3.

* * * Second Change * * * *

5.4.2.3.2
Authentication Confirmation

Figure 5.4.2.3.2-1 shows a scenario where the NF service consumer (AUSF) confirms the occurence of a successful or unsuccessful authentication to the UDM (see also 3GPP TS 33.501 [6] subclause 6.1.4.1a). The request contains the UE's identity (supi), and information about the authentication occurrence (AuthEvent).
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Figure 5.4.2.3.2-1: NF service consumer confirms UE authentication

1.
The NF service consumer sends a POST request to the resource representing the UE's authentication events. 

2a.
On success, the UDM responds with "201 Created".
2b.
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned.

* * * End of Change * * * *

_1600258419.vsd
NF service consumer


UDM


1. POST …/{supi}/auth-events (AuthEvent)


2. 201 Created



_1600259015.vsd
NF service consumer


UDM


1. POST …/{supi}/auth-events (AuthEvent)


2a. 201 Created


2b. 4xx/5xx (ProblemDetails)



