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* * * First Change * * * *

6.1.6.2.41
Type: UeContextCreateData

Table 6.1.6.2.41-1: Definition of type UeContextCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	Represents an individual ueContext resource to be created

	targetId
	NgRanTargetId
	M
	1
	Represents the identification of target RAN

	sourceToTargetData
	N2InfoContent
	M
	1
	This IE shall be included to contain the "Source to Target Transparent Container" if the message is used for N2 based handover procedure

	pduSessionList

	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Required Transfer" received from the source RAN per PDU session ID.

	n2NotifyUri
	Uri
	M
	1
	This IE shall contain a callback URI to receive the N2 Information Notification.

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP Cause received from RAN.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported.


6.1.6.2.42
Type: UeContextCreatedData

Table 6.1.6.2.42-1: Definition of type UeContextCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	Represents the newly created individual ueContext resource

	targetToSourceData
	N2InfoContent
	M
	1
	This IE shall contain the "Target to Source Transparent Container".

	pduSessionList
	array(N2SmInformation)
	M
	1..N
	This IE shall be included to contain the list of N2SmInformation, where each N2SmInformation includes the "Handover Command Transfer" received from the SMF, per PDU session ID.

	ngapCause
	NgApCause
	C
	0..1
	This IE shall be present, if available. When present, it shall represent the NGAP cause received from RAN.

	failedSessionList
	array(N2SmInformation)
	C
	0..N
	This IE shall be included to contain the list of N2SmInformation, each N2SmInformation includes the "Handover Preparation Unsuccessful Transfer" N2 SM content received from the SMF for the PDU session failed to be handover.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported. 


* * * Next Change * * * *

6.1.6.3.17
Enumeration: NgapIeType

Table 6.1.6.3.x-1: Enumeration NgapIeType

	Enumeration value
	Description

	"PDU_RES_SETUP_REQ"
	PDU Session Resource Setup Request Transfer 

	"PDU_RES_REL_CMD"
	PDU Session Resource Release Command Transfer

	"PDU_RES_MOD_REQ"
	PDU Session Resource Modify Request Transfer

	
	

	
	

	
	

	"HANDOVER_CMD"
	Handover Command Transfer

	"HANDOVER_REQUIRED"
	Handover Required Transfer

	"HANDOVER_PREP_FAIL"
	Handover Preparation Unsuccessful Transfer

	"SRC_TO_TAR_CONTAINER"
	Source to Target Transparent Container

	"TAR_TO_SRC_CONTAINER"
	Target to Source Transparent Container

	"NRPPA_PDU"
	NRPPa-PDU


* * * Next Change * * * *

6.1.6.4.3.2
NGAP IEs
For N2 information class SM, N2 Information may encode following NGAP SMF related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-1. 

Table 6.1.6.4.3-1: N2 Information content for class SM

	NGAP IE
	Reference

(3GPP TS 38.413 [12])
	Related NGAP message

	PDU Session Resource Setup Request Transfer 
	9.3.4.1
	PDU SESSION RESOURCE SETUP REQUEST

	PDU Session Resource Release Command Transfer
	9.3.4.3
	PDU SESSION RESOURCE RELEASE COMMAND

	PDU Session Resource Modify Request Transfer
	9.3.4.5
	PDU SESSION RESOURCE MODIFY REQUEST

	
	
	

	
	
	

	Handover Command Transfer
	9.3.4.12
	HANDOVER COMMAND

	
	
	

	Handover Required Transfer
	9.3.4.14
	HANDOVER REQUIRED

	Handover Preparation Unsuccessful Transfer
	9.3.4.18
	HANDOVER COMMAND


For N2 information class RAN, N2 Information may encode one of the following NGAP Transparent Container IEs specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-2. 

Table 6.1.6.4.3-2: N2 Information content for class RAN

	NGAP IE
	Reference

(3GPP TS 38.413 [12])
	Related NGAP message

	Source to Target Transparent Container
	9.3.1.20
	HANDOVER REQUIRED, HANDOVER REQUEST

	Target to Source Transparent Container
	9.3.1.21
	HANDOVER COMMAND, HANDOVER REQUEST ACKNOWLEDGE


For N2 information class NRPPa, N2 Information may encode the following NGAP NRPPA Transport related IE specified in 3GPP TS 38.413 [12], as summarized in Table 6.1.6.4.3-3

Table 6.1.6.4.3-3: N2 Information content for class NRPPa

	NGAP IE
	Reference

(3GPP TS 38.413 [12])
	Related NGAP message

	NRPPa-PDU
	9.3.3.14
	DOWNLINK UE ASSOCIATED NRPPA TRANSPORT

UPLINK UE ASSOCIATED NRPPA TRANSPORT

DOWNLINK NON UE ASSOCIATED NRPPA TRANSPORT

UPLINK NON UE ASSOCIATED NRPPA TRANSPORT


* * * Next Change * * * *

A.2
Namf_Communication API
**Not shown for clarity**
    UeContextCreatedData:

      type: object

      properties:

        ueContext:

          $ref: '#/components/schemas/UeContext'

        targetToSourceData:

          $ref: '#/components/schemas/N2InfoContent'

        pduSessionList:

          type: array

          items:

            $ref: '#/components/schemas/N2SmInformation'

          minItems: 1

        ngapCause:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'

        failedSessionList:

          type: array

          items:

            $ref: '#/components/schemas/N2SmInformation'
          minItems: 0

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'

      required:

        - ueContext

        - targetToSourceData

        - pduSessions

    UeContextCreateError:

      type: object

      properties:

        error:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'

        ngapCause:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgApCause'

      required:

        - error

    NgRanTargetId:

      type: object

      properties:

        ranNodeId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgRanIdentifier'

        tai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'

      required:

        - ranNodeId

        - tai
**Not shown for clarity**
    NgapIeType:

      anyOf:

      - type: string

        enum:

          - "PDU_RES_SETUP_REQ"

          - "PDU_RES_REL_CMD"

          - "PDU_RES_MOD_REQ"




          - "HANDOVER_CMD"
          - "HANDOVER_REQUIRED"
          - "HANDOVER_PREP_FAIL"

          - "SRC_TO_TAR_CONTAINER"

          - "TAR_TO_SRC_CONTAINER"

          - "NRPPA_PDU"

      - type: string

**Not shown for clarity**
* * * End of Changes * * * *

