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* * * First Change * * * *
[bookmark: _Toc525374148]6.1.6.2.20	Type: RegistrationContextContainer
Table 6.1.6.2.20-1: Definition of type RegistrationContextContainer
	Attribute name
	Data type
	P
	Cardinality
	Description

	ueContext
	UeContext
	M
	1
	This IE shall contain the UE Context information.

	localTimeZone
	TimeZone
	O
	0..1
	This IE contains the time zone UE is currently located.

	anType
	AccessType
	M
	1
	This IE shall contain the current access type of the UE.

	anN2ApId
	Integer
	M
	1
	This IE shall contain the RAN UE NGAP ID over N2 interface.

	ranNodeId
	GlobalRanNodeIdNgRanIdentifier
	M
	1
	This IE shall contain the Global NG-RAN Node ID. The IE shall contain either the gNB ID or the NG-eNB ID.

	anN2IPv4Addr
	Ipv4Addr
	C
	0..1
	If the Access Network N2 interface is using IPv4 address, this IE shall be included.

	anN2IPv6Addr
	Ipv6Addr
	C
	0..1
	If the Access Network N2 interface is using IPv6 address, this IE shall be included.

	allowedNssai
	AllowedNssai
	O
	0..1
	This IE contains the allowed NSSAI of the UE. This IE also contains the mapped home network S-NSSAI for each allowed S-NSSAI.

	configuredNssai
	array(ConfiguredSnssai)
	O
	1
	This IE shall contain the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN, if received from the NSSF.  

	rejectedNssaiInPlmn
	array(Snssai)
	O
	0..N
	This IE shall contain the rejected NSSAI in the PLMN, if received from the NSSF.

	rejectedNssaiInTa
	array(Snssai)
	O
	0..N
	This IE shall contain the rejected NSSAI in the current TA, if received from the NSSF.



[bookmark: _Toc525372965]* * * Next Change * * * *
[bookmark: _Toc525374172][bookmark: _Toc525374377][bookmark: historyclause]6.1.6.2.44	Type: NgRanTargetId
Table 6.1.6.2.44-1: Definition of type NgRanTargetId
	Attribute name
	Data type
	P
	Cardinality
	Description

	ranNodeId
	NgRanIdentifierGlobalRanNodeId
	M
	1
	Indicates the identity of the RAN node. The IE shall contain either the gNB ID or the NG-eNB ID.

	tai
	Tai
	M
	1
	Indicates the selected TAI.



* * * Next Change * * * *
A.2	Namf_Communication API

****************text not shown for clarity****************

    RegistrationContextContainer:
      type: object
      properties:
        ueContext:
          $ref: '#/components/schemas/UeContext'
        localTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        anType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        anN2ApId:
          type: integer
        ranNodeId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/GlobalRanNodeIdNgRanIdentifier'
        anN2IPv4Addr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'
        anN2IPv6Addr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'
        allowedNssai:
          $ref: 'TS29531_Nnssf_NSSelection.yaml#/components/schemas/AllowedNssai'
        configuredNssai:
          type: array
          items:
            $ref: 'TS29531_Nnssf_NSSelection.yaml#/components/schemas/ConfiguredSnssai'
        rejectedNssaiInPlmn:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
        rejectedNssaiInTa:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'
      required:
        - ueContext
        - anType
        - anN2ApId
        - ranNodeId

****************text not shown for clarity****************

    NgRanTargetId:
      type: object
      properties:
        ranNodeId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NgRanIdentifier'GlobalRanNodeId'
        tai:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'
      required:
        - ranNodeId
        - tai

****************text not shown for clarity****************


* * * End Of Change * * * *
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