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	Reason for change:
	Issue-1:

In the resource definition of APIs, the {apiRoot} variable parameter is referred to clause 6.x.1. For e.g.
Table 6.1.3.2.2-1: Resource URI variables for this resource
Name

Definition

apiRoot
See subclause 6.1.1

ueContextId
Represents the 5G Globally Unique Temporary Identifier (See 3GPP TS 23.501 [2] clause 5.9.4)


Pattern: "5g-guti-[0-9]{5,6}[0-9a-fA-F]{14}"
Or represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)

pattern: "(imsi-[0-9]{5,15}|nai-.+|.+)"
Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)


pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"
But in 6.x.1 (e.g 6.1.1), there is no definition for apiRoot. It only defines apiName and apiVersion. The apiRoot is defined in subclause 4.4.1 of 3GPP TS 29.501. This has to be clarified.
6.1.1
API URI

URIs of this API shall have the following root:

{apiRoot}/{apiName}/{apiVersion}/

where the "apiName" shall be set to "nnssf-nsselection" and the "apiVersion" shall be set to "v1" for the current version of this specification.
Issue-2:

Resource URI variable {apiRoot} is not described in some resource definitions, e.g. 

6.3.3.2.2
Resource Definition

Resource URI: {apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}ue-reachind

This resource shall support the resource URI variables defined in table 6.3.3.2.2-1.

Table 6.3.3.2.2-1: Resource URI variables for this resource
Name

Definition

ueContextId
Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)

pattern: "(imsi-[0-9]{5,15}|nai-.+|.+)"
 
Every Resource URI variable should be described.
Rev1:

1) add affected clauses

	
	

	Summary of change:
	1) Clarify where apiRoot is defined
2) Add description of Resource URI variable {apiRoot} is missing resource definitions.
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* * * First Change * * * *

6.1.1
API URI

URIs of this API shall have the following root:

{apiRoot}/{apiName}/{apiVersion}/

where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "namf-comm" and the "apiVersion" shall be set to "v1" for the current version of this specification.
* * * Next Change * * * *

6.2.1
API URI

URIs of this API shall have the following root:

{apiRoot}/{apiName}/{apiVersion}/

where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "namf-evts" and the "apiVersion" shall be set to "v1" for the current version of this specification.
* * * Next Change * * * *

6.3.1
API URI

URIs of this API shall have the following root:

{apiRoot}/{apiName}/{apiVersion}/

where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "namf-mt" and the "apiVersion" shall be set to "v1" for the current version of this specification.
* * * Next Change * * * *

6.3.3.2.2
Resource Definition

Resource URI: {apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}ue-reachind

This resource shall support the resource URI variables defined in table 6.3.3.2.2-1.

Table 6.3.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 6.3.1

	ueContextId
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)

pattern: "(imsi-[0-9]{5,15}|nai-.+|.+)"


* * * Next Change * * * *

6.3.3.3.2
Resource Definition

Resource URI: {apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}

This resource shall support the resource URI variables defined in table 6.3.3.3.2-1.

Table 6.3.3.3.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 6.3.1

	ueContextId
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)

pattern: "(imsi-[0-9]{5,15}|nai-.+)"


* * * Next Change * * * *

6.4.1
API URI

URIs of this API shall have the following root:

{apiRoot}/{apiName}/{apiVersion}/

where "apiRoot" is defined in subclause 4.4.1 of 3GPP TS 29.501 [5], the "apiName" shall be set to "namf-location" and the "apiVersion" shall be set to "v1" for the current version of this specification.

* * * Next Change * * * *

6.4.3.2.2
Resource Definition

Resource URI:{apiRoot}/namf-loc/v1/{ueContextId} 
This resource shall support the resource URI variables defined in table 6.4.3.2.2-1.

Table 6.4.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See subclause 6.4.1

	ueContextId
	Represents the Subscription Permanent Identifier (see 3GPP TS 23.501 [2] clause 5.9.2)

pattern: "(imsi-[0-9]{5,15}|nai-.+|.+)"

Or represents the Permanent Equipment Identifier (see 3GPP TS 23.501 [2] clause 5.9.3)


pattern: "(imei-[0-9]{15}|imeisv-[0-9]{16}|.+)"


* * * End of Changes * * * *
