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	Clauses affected
	Other Aff Specs

	24.008
	3153
	-
	Rel-15
	Correction in semantic of MTUs for Ethernet and Unstructured PDU sessions
	F
	15.4.0
	C1-186041
	Ericsson, MediaTek Inc., Qualcomm Incorporated
	5GS_Ph1-CT
	10.5.6.3.1
	 

	24.008
	3156
	1
	Rel-15
	Addition of 5GSM cause value in PCO/ePCO (Solution 1)
	F
	15.4.0
	C1-186679
	Qualcomm Incorporated
	5GS_Ph1-CT
	10.5.6.3.1
	 

	24.008
	3164
	1
	Rel-15
	Clarification on the encoding of 5GC parameters in the PCO
	F
	15.4.0
	C1-188580
	Huawei, HiSilicon
	5GS_Ph1-CT
	10.5.6.3.1
	 

	24.008
	3163
	2
	Rel-15
	Location area updating procedure upon moving from NG-RAN to GERAN or UTRAN coverage
	F
	15.4.0
	C1-188896
	Qualcomm Incorporated, ZTE, InterDigital
	5GS_Ph1-CT
	2.1.2, 4.4.1, 4.4.2
	 

	24.301
	3117
	-
	Rel-15
	Correction to a reference for the UE status IE
	F
	15.4.0
	C1-186364
	Qualcomm Incorporated
	5GS_Ph1-CT
	9.9.3.54
	 

	24.301
	3124
	-
	Rel-15
	UL NAS COUNT when TAU is constructed for S1 to N1 intersystem change
	F
	15.4.0
	C1-186511
	MediaTek Inc.
	5GS_Ph1-CT
	5.5.5
	 

	24.301
	3115
	1
	Rel-15
	Update of handling of 5GMM parameters in EPS
	F
	15.4.0
	C1-186683
	Qualcomm Incorporated
	5GS_Ph1-CT
	4.5, 4.9, 5.5.1.2.5, 5.5.1.2.6, 5.5.1.3.5, 5.5.1.3.6, 5.5.3.2.5, 5.5.3.2.6, 5.5.3.3.5, 5.5.3.3.6
	 

	24.301
	3118
	1
	Rel-15
	Correction on TAU trigger for UEs in single-registration mode
	F
	15.4.0
	C1-186684
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.3.2.2, 5.5.3.3.2
	 

	24.301
	3110
	1
	Rel-15
	Correction for selection of PDU session ID for EPS
	F
	15.4.0
	C1-186687
	Ericsson
	5GS_Ph1-CT
	6.5.1.2
	 

	24.301
	3126
	1
	Rel-15
	Corrections on the TAU procedure not accepted by the network due to EMM cause value #7 or #22
	D
	15.4.0
	C1-186694
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.3.2.5
	 

	24.301
	3116
	1
	Rel-15
	Correction for KSI name for mapped EPS security context during inter-system handover from 5GS to EPS
	F
	15.4.0
	C1-186813
	InterDigital
	5GS_Ph1-CT
	4.4.2.2
	 

	24.301
	3097
	4
	Rel-15
	Correct Extended Local Emergency Numbers List deletion upon PLMN change
	F
	15.4.0
	C1-186844
	BlackBerry UK Ltd., Intel Corporation
	5GS_Ph1-CT
	3.2, 5.3.7, 8.2.1.1, 8.2.1.9, 8.2.1.9A, 8.2.26.1, 8.2.26.12, 8.2.26.12A, 9.9.3.37A
	 

	24.301
	3125
	2
	Rel-15
	Terminology alignment regarding support for interworking without N26
	D
	15.4.0
	C1-186956
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.5.1.2.4, 5.5.3.2.4, 5.5.3.2.5, 5.5.3.3.5, 9.9.3.12A
	 

	24.301
	3130
	-
	Rel-15
	Reset of attach attempt counter
	F
	15.4.0
	C1-188268
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.1
	 

	24.301
	3132
	-
	Rel-15
	Protection of EPS attach for 5GC interworking
	F
	15.4.0
	C1-188279
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.2.2
	TS 23.502 CR#0775 (SA2)

	24.301
	3133
	-
	Rel-15
	TAU trigger for EPC interworking in connected mode
	F
	15.4.0
	C1-188280
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.3.2.2, 5.5.3.3.2
	 

	24.301
	3119
	2
	Rel-15
	Correction on inclusion of GUTI for UE in single-registration mode
	F
	15.4.0
	C1-188282
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.1.2.2
	 

	24.301
	3136
	-
	Rel-15
	Clarification for abnormal case handling of TAU procedure after inter-system change from N1 mode to S1 mode
	F
	15.4.0
	C1-188340
	Qualcomm Incorporated
	5GS_Ph1-CT
	5.5.3.2.6
	 

	24.301
	3139
	1
	Rel-15
	Establishment of secure exchange of NAS messages during inter-system change from N1 mode to S1 mode
	F
	15.4.0
	C1-188581
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	2, 4.4.2.3
	 

	24.301
	3131
	1
	Rel-15
	5GMM parameters handling for 5GC interworking
	F
	15.4.0
	C1-188586
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.5.2.3.2, 5.6.1.5
	 

	24.301
	3138
	1
	Rel-15
	Handling of attempt counter upon receipt of the ATTACH ACCEPT message
	F
	15.4.0
	C1-188852
	Nokia, Nokia Shanghai Bell, Samsung R&D Institute UK
	5GS_Ph1-CT
	5.5.1.2.4, 5.5.3.1, 5.5.3.3.5, 5.6.1.1
	 

	24.302
	673
	1
	Rel-15
	Correction for selection of PDU session ID via untrusted non-3GPP access connected to EPC
	F
	15.4.0
	C1-186691
	Ericsson
	5GS_Ph1-CT
	7.2.2.1, 8.2.9.15
	 


