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	24.501
	518
	2
	Rel-15
	Clarification on PLMN's maximum number of PDU sessions
	F
	15.1.0
	C1-186954
	MediaTek Inc.
	5GS_Ph1-CT
	6.4.1.5
	 

	24.501
	519
	1
	Rel-15
	Handling on collision of PDU session establishment and release procedures
	F
	15.1.0
	C1-186658
	MediaTek Inc.
	5GS_Ph1-CT
	6.4.1.6
	 

	24.501
	521
	-
	Rel-15
	Correction on QoS rules IE
	F
	15.1.0
	C1-186482
	MediaTek Inc.
	5GS_Ph1-CT
	9.11.4.13
	 

	24.501
	522
	2
	Rel-15
	Correction on QoS flow description IE
	F
	15.1.0
	C1-188863
	MediaTek Inc., Intel, Qualcomm Incorporated
	5GS_Ph1-CT
	9.11.4.12
	 

	24.501
	523
	1
	Rel-15
	Correction of storage of operator-defined access categories
	F
	15.1.0
	C1-186803
	vivo
	5GS_Ph1-CT
	4.5.3
	 

	24.501
	525
	2
	Rel-15
	Clarification on coordination between 5GMM and EMM for a UE in DRM
	F
	15.1.0
	C1-186887
	vivo
	5GS_Ph1-CT
	5.1.4.1
	 

	24.501
	526
	-
	Rel-15
	The UE behavior in non-3GPP access and in state ATTEMPTING-REGISTRATION
	F
	15.1.0
	C1-186488
	vivo
	5GS_Ph1-CT
	5.2.2.2.3
	 

	24.501
	528
	1
	Rel-15
	Enabling use of and disabling use of MICO mode
	F
	15.1.0
	C1-186953
	Samsung
	5GS_Ph1-CT
	5.5.1.3.2
	 

	24.501
	529
	2
	Rel-15
	Apply service area restrictions in NAS procedures
	F
	15.1.0
	C1-186996
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.5, 5.4.5.2.5, 5.4.5.2.6, 5.4.5.3.1, 5.4.5.3.2, 5.4.5.3.3, 5.5.1.3.2, 5.5.1.3.4, 5.6.1.5
	 

	24.501
	530
	1
	Rel-15
	Abnormal cases in 5GSM procedures
	F
	15.1.0
	C1-186655
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.3.2.5, 6.3.2.6, 6.4.1.6, 6.4.2.5, 6.4.2.6, 6.4.3.4, 6.4.3.5
	 

	24.501
	532
	-
	Rel-15
	Clarifications on UE behaviour upon receiving RRC fallback indication
	F
	15.1.0
	C1-186498
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.3.1.2, 5.3.1.4, 5.5.1.3.2
	 

	24.501
	533
	2
	Rel-15
	Corrections for interworking with EPS
	F
	15.1.0
	C1-187014
	Huawei, HiSilicon
	5GS_Ph1-CT
	6.1.4.1, 6.1.4.2
	 

	24.501
	534
	1
	Rel-15
	Release of the N1 NAS signalling connection upon Service Accept message
	F
	15.1.0
	C1-186642
	Huawei, HiSilicon, ZTE
	5GS_Ph1-CT
	5.3.1.3, 10.2
	 

	24.501
	535
	1
	Rel-15
	QoS rules verification during PDU session establishment procedure
	F
	15.1.0
	C1-186659
	Huawei, HiSilicon, MediaTek Inc.
	5GS_Ph1-CT
	6.4.1.3
	 

	24.501
	536
	1
	Rel-15
	Clarifications on UE and network state
	F
	15.1.0
	C1-187017
	Huawei, HiSilicon
	5GS_Ph1-CT
	5.2.2.2.1, 5.5.2.3.5
	 

	24.501
	537
	1
	Rel-15
	T3517 handling and emergency services fallback
	F
	15.1.0
	C1-186630
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.6.1.7
	 

	24.501
	540
	2
	Rel-15
	Revisions on N1 NAS signaling connection establishment and release
	F
	15.1.0
	C1-188904
	CATT
	5GS_Ph1-CT
	5.3.1.3
	 

	24.501
	541
	1
	Rel-15
	Disabling N1 mode capability for 3GPP access and impacts to PLMN selection
	F
	15.1.0
	C1-186620
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.9.2
	 

	24.501
	543
	1
	Rel-15
	UE's homogeneous support of emergency services fallback per RAT
	F
	15.1.0
	C1-186872
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	 
	 

	24.501
	544
	-
	Rel-15
	Context management for 3GPP access and non-3GPP access due to SR rejection
	F
	15.1.0
	C1-186524
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.6.1.5
	 

	24.501
	545
	2
	Rel-15
	Clarification on setting a service type of a SERVICE REQUEST message
	F
	15.1.0
	C1-187011
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.6.1.2
	 

	24.501
	546
	1
	Rel-15
	UL NAS TRNAPORT message pending due to network slicing information update
	F
	15.1.0
	C1-187001
	Nokia, Nokia Shanghai Bell, Samsung R&D Institute UK
	5GS_Ph1-CT
	5.4.5.2.4, 5.4.5.2.5, 5.4.5.3.2
	 

	24.501
	547
	-
	Rel-15
	Distinction in AMF-side abnormal cases for generic UE configuration update procedure with respect to 5G-GUTI update
	F
	15.1.0
	C1-186528
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.4.4.6
	 

	24.501
	548
	1
	Rel-15
	Handling of security contexts by a UE operating in dual-registration mode
	F
	15.1.0
	C1-186685
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.4.2.1, 4.4.2.2
	 

	24.501
	549
	2
	Rel-15
	Establishment of secure exchange of NAS messages during inter-system change between N1 mode and S1 mode
	F
	15.1.0
	C1-186998
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	4.4.2.5
	 


