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	Reason for change:
	RAN2 LS R2-1813465 states:

-----------------------

RAN2 has agreed to support the following "RRC establishment cause" values, to be provided by NAS, in the NR RRC layer in Rel-15: 

“Emergency”, “High Priority Access”, “MT Access”, “MO Signalling”, “MO Data”, “MO Voice Call” , “MO Video Call”, “MO SMS”, “MPS-PriorityAccess” and “MCS-PriorityAccess”.

-----------------------

It would be advantageous to specify "MPS-PriorityAccess" and "MCS-PriorityAccess" establishment causes for non-3GPP access too, to enable N3IWF to give priority to the MCS and MPS users above other high priority users.

NOTE: "MO Video Call", "MO SMS", "MO Voice Call" non-3GPP access establishment causes are not specified since indications about start and stop of related events are provided as part of unified acess control which is not applicable to non-3GPP access.

Furthermore, the same establishment cause names should be used as in NR.
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***** change *****
9.2.2
Establishment cause for non-3GPP access

The purpose of the Establishment cause for non-3GPP access information element is to provide the establishment cause for non-3GPP access.

The Establishment cause for non-3GPP access information element is coded as shown in figures 9.2.2.1 and table 9.2.2.1.

The Establishment cause for non-3GPP access is a type 3 information element with length of 2 octets.
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Figure 9.2.2.1: Establishment cause for non-3GPP access information element

Table 9.2.2.1: Establishment cause for non-3GPP access information element

	Establishment cause for non-3GPP access (N3AEC) (octet 2 bits 1 to 4)

Bits

4 3 2 1

0 0 0 0

emergency
0 0 0 1

highPriorityAccess

0 0 1 1

mo-Signalling
0 1 0 0

mo-Data
1 0 0 0

mps-PriorityAccess
1 0 0 1

mcs-PriorityAccess
All other values are spare values. The receiving entity shall treat a spare value as 0100, "MO data".


