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	Reason for change:
	The descriptions of AT command +CUSPCREQ in subclause 15.1 and in subclause 15.4 are inconsistent:

· subclause 15.1 states:

The +CUSPCREQ command requests the UE to report counter of successful reception of sidelink PSCCH transport blocks and STCH PDCP SDU packets.

· subclause 15.4 states:
The set command is used to request the UE to report the counter of successful reception of sidelink PSCCH transport blocks, STCH PDCP SDU packets and PSSCH transport blocks.

The description in subclause 15.1 needs to be extended to align with that in subclause 15.4.

	
	

	Summary of change:
	The description of AT command +CUSPCREQ in subclause 15.1 was extended to align with that in subclause 15.4.
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	The description of AT command +CUSPCREQ will remain inconsistent in TS 27.007, leading to erroneous UE implementations.
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***** First change *****
15.1
General

This clause defines AT commands that a TE can use to control MT test loop function for UE test loop and UTC time reset as specified in 3GPP TS 36.509 [142].

The UE test loop function provides access to isolated functions of the UE via the radio interface without introducing new physical interfaces just for the reason of conformance testing.The UE test loop function is activated by transmitting the appropriate TC message to the UE. The +CATM command activates and deactivates the UE test mode procedure and sets the UE into test loop mode. The +CCUTLE command opens and closes the UE test loop mode E function in the UE for either transmitting or receiving of V2X communication packets. Only UE test loop mode E is supported by AT commands.
The +CUSPCREQ command requests the UE to report the counter of successful reception of sidelink PSCCH transport blocks, STCH PDCP SDU packets and PSSCH transport blocks.
The +CUTCR command resets the UTC time previously calculated from GNSS in the UE.

The +CCBRREQ command requests the UE to report the channel busy ratio (CBR).

The +CV2XDTS command triggers the UE to start or stop sending V2X data over PC5.
The +CSPSAIR command requests the UE to send UEAssistanceInformation message to request SPS grant from eNB.
***** End of changes *****
