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* * * First Change * * * *

8.2.64
Outer Header Removal

The Outer Header Removal IE type shall be encoded as shown in Figure 8.2.64-1. It contains the instructions to remove an Outer Header.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 95 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5
	Outer Header Removal Description
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.2.64-1: Outer Header Removal

The Outer Header Removal Description field, when present, shall be encoded as specified in Table 8.2.64-1.

Table 8.2.64-1: Outer Header Removal Description 

	Outer Header to be removed from the incoming packet
	Value (Decimal)

	GTP-U/UDP/IPv4 (see NOTE 1)
	0

	GTP-U/UDP/IPv6 (see NOTE 1)
	1

	UDP/IPv4 (See NOTE 3)
	2

	UDP/IPv6 (See NOTE 3)
	3

	GTP-U/UDP/IP (NOTE X)
	4

	For future use. Shall not be sent. If received, shall be interpreted as the value "1".
	5 to 255

	NOTE 1:
The SGW-U shall store GTP-U extension header(s) required to be forwarded for this packet (as required by the comprehension rules of Figure 5.2.1-2 of 3GPP TS 29.281 [3]).

NOTE 3:
This value may apply to DL packets received by a PGW-U for non-IP PDN connections with SGi tunnelling based on UDP/IP encapsulation (see subclause 4.3.17.8.3.3.2 of 3GPP TS 23.401 [14]).
NOTE X:

The CP function shall use this value to instruct UP function to remove the GTP-U/UDP/IP header regardless it is IPv4 or IPv6.
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