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[bookmark: _Toc502364500][bookmark: _Toc517476765]1	Scope
The present document provides the UICC –Terminal Interface Conformance Test Specification between a 2G, 3G or 34G E-UTRAN or 5G terminal and the USIM (Universal Subscriber Identity Module) as an application on the UICC and the Terminal for a 2G, 3G or, 3G 4G E-UTRAN or 5G network operation:
-	the default setting of the USIM;
-	the applicability of each test case;
-	the test configurations;
-	the conformance requirement and reference to the core specifications;
-	the test purposes; and
-	a brief description of the test procedure and  the specific acceptance criteria.
For the avoidance of doubt, references to clauses of ETSI TS 102 221 [5] include all the subclauses of that clause, unless specifically mentioned.
ETSI TS 102 221 [5] contains material that is outside of the scope of 3GPP requirements. A 3GPP ME may support functionality that is not required by 3GPP, but the requirements to do so are outside of the scope of 3GPP. Thus the present document does not contain tests for features defined in ETSI TS 102 221 [5] which are out of scope of 3GPP.
In the present document, unless explicitly stated otherwise, for Rel-13 onwards the term E-UTRAN implicitly refers to E-UTRAN in WB-S1 mode. E-UTRAN in NB-S1 mode is always explicitly referred to as NB-IoT.

[bookmark: _Toc502364501][bookmark: _Toc517476766]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
	For a specific reference, subsequent revisions do not apply.
	For a non-specific reference, the latest version in same release as the implementation release of the terminal under test applies.
[1]	Void
[…………..]
 [39]	3GPP TS 31.101: " UICC-terminal interface; Physical and logical characteristics".
[xx]	3GPP TS 38.508-1: "5GS; User Equipment (UE) conformance specification; Part 1: Common test environment".

 [……………]

[bookmark: _Toc502364507][bookmark: _Toc517476772]3.5	Generic procedures for E-UTRAN/UTRAN/GERAN/IMS/NB-IoT/5G-NR 
If a test case contains the statement "This test applies to Terminals accessing E-UTRAN", the procedures defined in TS 36.508 [29] shall be the basis for all performed procedures during the test. The procedures in subclause 4.5 describe the default behaviour of a conformant UE regarding the specified protocols to be used for E-UTRAN and the required procedures from the NAS.
If a test case contains the statement "This test applies to Terminals accessing UTRAN", the procedures defined in TS 34.108 [21], subclause 7.2 shall be the basis for all performed procedures during the test. The procedures in subclause 7 describe the default behaviour of a conformant UE regarding the specified protocols to be used for UTRAN and the required procedures from the NAS.
If a test case contains the statement "This test applies to Terminals accessing GERAN", the procedures defined in TS 51.010‑1 [22], subclause 10 shall be the basis for all performed procedures during the test. The procedures in subclause 10 describe the default behaviour of a conformant UE regarding the specified protocols to be used for GERAN and the required procedures from the NAS. 
3GPP TS 34.229-1[33], Annex C describes the generic test procedures for IMS.
If a test case contains the statement "This test applies to Terminals accessing NB", the procedures defined in TS 36.508 [29] shall be the basis for all performed procedures during the test. The procedures in TS 36.508 [29] subclause 8.1.5 describe the default behaviour of a conformant UE regarding the specified protocols to be used for NB-IoT and the required procedures from the NAS.
If a test case contains the statement "This test applies to Terminals accessing 5G-NR", the procedures defined in TS 38.508-1 [XX] shall be the basis for all performed procedures during the test. The procedures in subclause 4.5 describe the default behaviour of a conformant UE regarding the specified protocols to be used for 5G-NR and the required procedures from the NAS.
[………..]

