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	Reason for change:
	In CR 0053 TS 29.122, a new feature is added to support the 5G location requirement which can prvide the NG-RAN node identifier via the ResourceManagementOfBdt API.

Revision of 6420:

In order to support the 5G location requirement, MonitoringEvent API also introduces new supported feature for 5G usage as defined in CR 0053 TS 29.122.
The referred subclause for the "ExpectedUMT_5G" feature is described in subclause 5.10.4 not subclause 5.11.4 of 3GPP TS 29.122.

	
	

	Summary of change:
	Clarify the difference between 4G and 5G for ResourceManagementOfBdt API.
Clarify the difference between 4G and 5G for MonitoringEvent API API.

Correct the referred subclause for the "ExpectedUMT_5G" feature.
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*** 1st Change ***

5.3
Reused APIs

This subclause describes the northbound APIs which are applicable for both EPS and 5GS. 

Table 5.3.1-1: Reused APIs applicable for both EPS and 5GS

	API Name
	Differences

	ResourceManagementOfBdt
	The "Bdt_5G" feature as described in subclause 5.4.4 of 3GPP TS 29.122 [4] shall be supported in 5G.

	PfdManagement
	

	MonitoringEvent
	The "Number_of_UEs_in_an_area_notification_5G" feature as described in subclause 5.3.4 of 3GPP TS 29.122 [4] shall be supported in 5G.

	DeviceTriggering
	

	CpProvisioning
	The "ExpectedUMT_5G" feature as described in subclause 5.10.4 of 3GPP TS 29.122 [4] shall be supported in 5G.

	ChargeableParty
	

	AsSessionWithQoS
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