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Proposed changes:
*** 1st Change ***
6.4.2.3
Type TrafficInfluDataPatch

Table 6.4.2.3-1: Definition of type TrafficInfluDataPatch

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	intTransId
	string
	O
	0..1
	Identifies a transaction generated by the NEF.
	

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.
	

	snssai
	Snssai
	O
	0..1
	The identification of slice
	

	internalGroupId
	string
	O
	0..1
	Identifies a group of users. 
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.

	

	supi
	Supi
	O
	0..1
	Identifies a user. 
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters

	

	trafficRoutes
	array(TrafficRoute)
	O
	0..N
	Identifies the N6 traffic routing requirement.
	

	validStartTime
	DateTime
	O
	0..1
	Identifies when the traffic routings start to be applicable.
	

	validEndTime
	DateTime
	O
	0..1
	Identifies when the traffic routings are not applicable.
	

	nwAreaInfo
	NetworkAreaInfo
	O
	0..1
	Identifies a network area information that the request applies only to the traffic of UE(s) located in this specific zone.
	

	


*** End of Changes ***

