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*** 1st Change ***

2
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For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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3GPP TS 29.244: "Interface between the Control Plane and the User Plane of EPC Nodes".
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[15]
3GPP TS 29.519: "5G System; Usage of the Unified Data Repository service for Policy Control Data, Application Data and Structured Data for Exposure; Stage 3".
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3GPP TS 23.228: "IP multimedia subsystem; Stage 2".
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[23]
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3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[x]
3GPP TS 32.290: "5G system; Services, operations and procedures of charging using Service Based Interface (SBI)".
*** 2nd Change ***

4.2.2.3.1
Provisioning of Charging Addresses

The PCF may provide the CHF address(es) to the SMF during the initial interaction with the SMF defining the charging function respectively based on the operator policy. In this case, the PCF may retrieve the CHF address(es) as follows:
· receives it from the UDR as part of the Policy Data Subscription information as defined in subclause 5.2.10 of 3GPP TS 29.519[15]. 

· locally configured in the PCF based on operator policies. 

· discovers using NRF as described in subclause 6.1 of 3GPP TS 32.290 [x].
In order to provision the CHF address(s) to the SMF, the PCF shall include the "chargingInfo" attribute containing the charging address within the SmPolicyDecision data structure. Within the ChargingInformation data structure, both primary CHF address within a "primaryChfAddress" attribute and secondary CHF address within a "secondaryChfAddress" attribute shall be provided simultaneously. These shall overwrite any predefined addresses at the SMF. Provisioning CHF addresses without PCC rules for charged service data flows, respectively, shall not be considered as an error since such PCC rules may be provided in later provisioning.
If no CHF address is available at the SMF (i.e. no predefined CHF addresses, and no CHF addresses supplied by the PCF and/or by the Charging Characteristics), the SMF shall use the SUPI (MNC and MCC values of the IMSI) of the user to construct the CHF Home network domain name as specified in 3GPP TS 23.003 [14], clause 25.
*** End of Changes ***

